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Background
This contribution provides the TP for the scope of the 3DL/1UL basket WI TR 36.714-03-01 according the approved WID RP-152278.
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Text Proposal

<Start of Text Poposal for TR 36.714-03-01>
1 Scope

The present document is a technical report for 3DL/1UL Inter-band Carrier Aggregation under Rel-14 time frame according to the New CA WI approach in Release 14 [1]. The purpose is to gather the relevant background information and studies in order to address 3DL/1UL Inter-band Carrier Aggregation requirements for the Rel-14 band combinations in Table 1-1.

Table 1-1: Release 14 3DL/1UL inter-band carrier aggregation combinations
	CA combination
	REL independent from

	CA_2A-5B
	Rel-10

	CA_2A-66B
	Rel-10

	CA_2A-66C
	Rel-10

	CA_2A-2A-66A
	Rel-11

	CA_2A-66A-66A
	Rel-11

	CA_3C-20A
	Rel-10

	CA_3A-3A-20A
	Rel-11

	CA_3C-41A
	Rel-12

	CA_4A-5B
	Rel-10

	CA_5A-7C
	Rel-10

	CA_5B-30A
	Rel-10

	CA_5A-66B
	Rel-10

	CA_5A-66C
	Rel-10

	CA_5B-66A
	Rel-10

	CA_5A-5A-66A
	Rel-11

	CA_5A-66A-66A
	Rel-11

	CA_8A-39C
	Rel-12

	CA_8B-39A
	Rel-12

	CA_8B-41A
	Rel-12

	CA_11A-41C
	Rel-12

	CA_11A-42C
	Rel-12

	CA_12A-66C
	Rel-10

	CA_12A-66A-66A
	Rel-11

	CA_13A-66B
	Rel-10

	CA_13A-66C
	Rel-10

	CA_13A-66A-66A
	Rel-11

	CA_1A-3A-38A
	Rel-12

	CA_1A-3A-41A
	Rel-12

	CA_1A-7A-40A
	Rel-12

	CA_1A-41A-42A2
	Rel-12

	CA_2A-5A-66A
	Rel-10

	CA_2A-7A-66A
	Rel-10

	CA_2A-12A-66A
	Rel-10

	CA_2A-13A-66A
	Rel-10

	CA_3A-7A-32A
	Rel-10

	CA_3A-7A-40A
	Rel-12

	CA_7A-20A-32A
	Rel-10


Note 1: UL carrier shall be supported in each of the 3 bands being aggregated unless otherwise specified.
Note 2: UL carrier is only supported on Band 1 or Band 42 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.
This TR contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.
<End of Text Poposal>
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