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Discussion
1 Introduction
In [1], we presented our ideal Phase II simulation results based on the simulation assumptions shown in [2]. It was found later that the number of interferers was not set exactly as the simulation assumptions in [2]. In this paper, we provide the updated ideal Phase II simulation results as the second set of Phase II Link Level Simulation Results for BS MMSE-IRC Receiver to replace the results shown in [1].
2 Phase II Simulation Results
For link level simulation in Phase II, the simulation results of the SINR for MMSE-IRC receiver at the 70% relative throughput will be provided. The ideal simulation results will be provided without the impairments. Table 1 shows our Phase II simulation results for carrier bandwidth from 1.4MHz to 20MHz.

Table 1: BS MMSE- IRC simulation results (Bandwidths from 1.4MHz to 20MHz)

1.4 Hz
	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	SINR

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-6.34 

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-5.93 

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-7.00 

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-2.92 

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	-1.45 

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	-1.37 

	
	
	
	
	
	

	3 MHz
	
	
	
	

	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	SINR

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-6.90 

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-6.55 

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-7.01 

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-3.48 

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	-1.62 

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	-1.33 

	
	
	
	
	
	

	5 MHz
	
	
	
	

	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	SINR

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-6.79 

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-6.26 

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-6.97 

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-3.41 

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	-1.25 

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	-1.56 

	
	
	
	
	
	

	10MHz
	
	
	
	

	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	SINR

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-7.15 

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-6.09 

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-6.64 

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-3.74 

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	-1.48 

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	-1.47 

	
	
	
	
	
	

	15 MHz
	
	
	
	

	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	SINR

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-7.56 

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-6.04 

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-6.32 

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-3.70 

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	-1.36 

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	-1.23 

	
	
	
	
	
	

	20 MHz
	
	
	
	

	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	SINR

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-7.47 

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-6.09 

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-6.18 

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-3.71 

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	-1.36 

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	-1.20 


3 Conclusion  

In this contribution, we provide the updated Phase II link level simulation results for LTE BS MMSE-IRC receiver with the detailed simulation results included in the attached excel file.
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