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1 Introduction
In RAN4#77 meeting it was agreed to further investigate the option to have lower aggregation level in some test cases of control channel to guarantee RLM measurement in a valid range [1]. Consequently we present our updated simulation results for these control channel test cases, which are suggested to be taken into account in future study.  
2 Simulation results
Simulation results for PDCCH and EPDCCH are provided in table 1 and table 2 respectively. 
Table 1: Ideal PDCCH/PCFICH simulation results based on test case of 8.4.2.1
	Test condition
	Bandwidth 
	Aggregation level
	Propagation Condition in TS36.101
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	8.10.2.2.1
	10 MHz
	8CCE
	ETU70
	1x4 Low
	1
	-7.2

	
	10 MHz
	4CCE
	ETU70
	1x4 Low
	1
	-5.3


Table 2: Ideal EPDCCH simulation results based on test case of 8.8.1.2 TM3 Distributed
	Test condition
	Bandwidth 
	Aggregation level
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	8.10.4.1.2: test 2
	10 MHZ
	16ECCE
	OP.7 TDD
	EVA70
	2 x 4 Low
	1
	-7.8

	
	10 MHZ
	8ECCE
	OP.7 TDD
	EVA70
	2 x 4 Low
	1
	-5.6
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