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	Reason for change:
	The clause number for “Conditions for Intra-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3” in TS36.133 Annex B is not right, it collides with the clause number for “Conditions for Inter-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3” and will make confusion.

	
	

	Summary of change:
	Modify the clause number for the clause of “Conditions for Intra-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3” in Annex B to be B.3.21, and correct the references.

	
	

	Consequences if not approved:
	The clause number for “Conditions for Intra-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3” in Annex B is still wrong, which will make confusion.
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	Other comments:
	


<Unchanged sections >
B.3.21
Conditions for Intra-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3
B.3.21.1
Conditions for RSRP measurements

This clause defines the intra-frequency absolute RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRP accuracy requirements are defined in Table B.3.21.1-1.

Table B.3.21.1-1: Intra-frequency absolute RSRP requirements

	Parameter
	E-UTRA operating band groups Note 2
	Minimum
RSRP Note 1

	
	
	dBm/15kHz

	Conditions
	FS3_G
	-124

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
E-UTRA operating band groups are as defined in Section 3.5.


B.3.21.2
Conditions for RSRQ measurements

This clause defines the intra-frequency absolute RSRQ during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRQ accuracy requirements are the same as defined in Table B.3.21.1-1.

B.3.21.3
Conditions for CSI-RSRP measurements

This clause defines the intra-frequency absolute CSI-RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for intra-frequency absolute RSRP accuracy requirements are defined in Table B.3.21.3-1.

Table B.3.21.3-1: Intra-frequency absolute CSI-RSRP requirements
	Parameter
	E-UTRA operating band groups Note 2
	Minimum
CSI-RSRP Note 1

	
	
	dBm/15kHz

	Conditions
	FS3_G
	-124

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 2:
E-UTRA operating band groups are as defined in Section 3.5.


<Unchanged sections >
B.3.23
Conditions for Inter-Frequency Absolute Accuracy Requirements for Measurements under Operation with Frame Structure 3
B.3.23.1
Conditions for RSRP measurements

This clause defines the inter-frequency absolute RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency absolute RSRP accuracy requirements are the same as defined in Table B.3.21.1-1.

B.3.23.2
Conditions for RSRQ measurements

This clause defines the inter-frequency absolute RSRQ during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency absolute RSRQ accuracy requirements are the same as defined in Table B.3.21.1-1.

B.3.23.3
Conditions for CSI-RSRP measurements

This clause defines the inter-frequency absolute CSI-RSRP during the configured DMTC occasion [2] under operation with frame structure 3 [16], applicable for a corresponding operating band.
The conditions for inter-frequency absolute CSI-RSRP accuracy requirements are the same as defined in Table B.3.21.3-1.

<End Changes >
