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Introduction

The TS AAS BS [1] is almost complete with remaining section on Performance requirements.

WF on performance requirements was submitted during the last RAN4#77 meeting but was noted.

In this contribution, we present NEC views on how to treat the performance requirements for AAS BS in the TS and make proposal accordingly.
Discussion
During the last RAN4#77 meeting the AAS WI made significant progress to the core requirements and is due to be completed during this meeting. One of the remaining sections in the TS is related to performance requirements. Contribution [2] on WF on performance requirement was submitted for the last RAN4#77 but was noted. It proposes adopting the existing performance requirements in non-AAS BS specs for EUTRA in [3], and UTRA [4] and [5]. The following is proposed in [2]:
Proposal 1: The existing propagation conditions and reference channels are sufficient for the AAS BS performance test. Testing of AAS specific functionality is out of scope in Rel13.

Proposal 2: The current maximum number of receiver antenna connections tested in parallel (8 for E-UTRA) is also used for AAS.

Proposal 3: The task for the AAS WI is therefore to apply the existing performance requirements to the AAS architecture.

Proposal 4: Performance test are carried out on representative receive TAB connectors in different branch groups. Receive TAB connectors are placed in branch groups by vendor declaration.

Analysis and justifications for the above proposals are presented in [2].
In proposal 4, “receiver branch groups” is not defined in the TS. However, this is assumed to be the receiver group associated with the reception of a single layer for the E-UTRA BS or a single receiver diversity branch for the UTRA BS.
NEC agrees with these proposals and suggest adopting them for the specifications requirements for the AAS BS in the TS in [1].
The corresponding TP on performance requirements for the AAS BS TS is proposed in [6].
Proposal

NEC agrees with the proposals made in [2] and clarify further by proposing the following for AAS BS performance requirements to be adopted from the non-AAS BS specifications:
Proposal 1: The AAS BS performance testing shall utilise the existing propagation conditions and reference channels from the non AA BS as specified in corresponding current specifications for UTRA and EUTRA systems.
Proposal 2: The maximum number of receiver TAB connector groups used for AAS BS shall be the same as the maximum number of receiver antenna tested concurrently in current specifications for non-AAS BS E-UTRA and UTRA systems.
Proposal 3: The performance requirements for AAS BS shall be adopted from the current performance requirements and specifications for the non-AAS BS specified for E-UTRA UTRA systems.
Proposal 4: Performance test are carried out on representative receive TAB connectors in different receiver diversity branches. Mapping of receive TAB connectors to receiver diversity branches are declared by the vendor.
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