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<Start of Changes>
6.4.2
Inner loop power control in the uplink

Inner loop power control in the Uplink is the ability of the UE transmitter to adjust its output power in accordance with one or more TPC commands received in the downlink.

6.4.2.1
Power control steps

The power control step is the change in the UE transmitter output power in response to a single TPC command, TPC_cmd, derived at the UE.
6.4.2.1.1
Minimum requirement

The UE transmitter shall have the capability of changing the output power with a step size of 1, 2 and 3 dB according to the value of TPC or RP-TPC, in the slot immediately after the TPC_cmd as follows
a)
The transmitter output power step due to inner loop power control shall be within the range shown in Table 6.4.

b)
The transmitter average output power step due to inner loop power control shall be within the range shown in Table 6.5. Here a TPC_cmd group is a set of TPC_cmd values derived from a corresponding sequence of TPC commands of the same duration.

The inner loop power step is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot, not including the transient duration. The transient duration is from 25(s before the slot boundary to 25(s after the slot boundary.
Table 6.4: Transmitter power control range

	TPC_ cmd
	Transmitter power control range

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	+ 1
	+0.5 dB
	+1.5 dB
	+1 dB
	+3 dB
	+1.5 dB
	+4.5 dB

	0
	-0.5 dB
	+0.5 dB
	-0.5 dB
	+0.5 dB
	-0.5 dB
	+0.5 dB

	-1
	-0.5 dB
	-1.5 dB
	-1 dB
	-3 dB
	-1.5 dB
	-4.5 dB


Table 6.4A: Transmitter power control range for exceptions

	TPC_ cmd
	Transmitter power control range

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	+ 1
	-0.5 dB
	+2.5 dB
	+0.5 dB
	+3.5 dB
	+1.5 dB
	+4.5 dB

	0
	-0.5 dB
	+0.5 dB
	-0.5 dB
	+0.5 dB
	-0.5 dB
	+0.5 dB

	-1
	0.5 dB
	-2.5 dB
	-0.5 dB
	-3.5 dB
	-1.5 dB
	-4.5 dB


Table 6.5: Transmitter aggregate power control range

	TPC_ cmd group
	Transmitter power control range after 10 equal TPC_ cmd groups
	Transmitter power control range after 7 equal TPC_ cmd groups

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	+1
	+8 dB
	+12 dB
	+16 dB
	+24 dB
	+16 dB
	+26 dB

	0
	-1 dB
	+1 dB
	-1 dB
	+1 dB
	-1 dB
	+1 dB

	-1
	-8 dB
	-12 dB
	-16 dB
	-24 dB
	-16 dB
	-26 dB

	0,0,0,0,+1
	+6 dB
	+14 dB
	N/A
	N/A
	N/A
	N/A

	0,0,0,0,-1
	-6 dB
	-14 dB
	N/A
	N/A
	N/A
	N/A


The UE shall meet the above requirements with the exceptions defined below for inner loop power control over the power range bounded by the Minimum output power as defined in subclause 6.4.3, and the Maximum output power supported by the UE (i.e. the actual power as would be measured assuming no measurement error). This power shall be in the range specified for the power class of the UE in subclause 6.2.1. For each direction, up to 2 exceptions to the transmitter power control range defined in table 6.4 shall be allowed. The transmitter power control range for exceptions is defined in table 6.4A.
6.4.2.1.1A
Additional requirement for DC-HSUPA

The UE transmitter shall have the capability of changing the output power in each assigned carrier in the uplink with a step size of 1, 2 and 3 dB according to the value of TPC or RP-TPC, in the slot immediately after the TPC_cmd for the corresponding carrier as follows

a)
The transmitter output power step due to inner loop power control in each assigned carrier in the uplink shall be within the range shown in Table 6.4 with the exceptions defined below, when the total transmit power in each of the assigned carriers is equal to each other.
b)
The transmitter average output power step due to inner loop power control in each assigned carrier in the uplink shall be within the range shown in Table 6.5 with the exceptions defined below, when the total transmit power in each of the assigned carriers is equal to each other. Here a TPC_cmd group is a set of TPC_cmd values derived from a corresponding sequence of TPC commands of the same duration.
c)
The requirements can be tested by sending the same TPC commands for each of the assigned carriers, assuming that the signal powers for the carriers (in terms of DPCCH code power and total power) have been aligned prior to the beginning of the test procedure.
The inner loop power step is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot in each carrier, not including the transient duration. The transient duration is from 25(s before the slot boundary to 25(s after the slot boundary. For each direction, up to 2 exceptions to the transmitter power control range defined in table 6.4 shall be allowed. The transmitter power control range for exceptions is defined in table 6.4A.
<End of Changes>
<Start of Changes>
6.5.5
HS-DPCCH

The transmission of Ack/Nack or CQI over the HS-DPCCH may cause the transmission power in the uplink to vary. The ratio of the amplitude between the DPCCH and the Ack/Nack and CQI respectively is signalled by higher layers.

6.5.5.1
Minimum requirement

The nominal sum power on DPCCH+DPDCH is independent of the transmission of Ack/Nack and CQI unless the UE output power when Ack/Nack or CQI is transmitted would exceed the maximum value specified in Table 6.1A or fall below the value specified in 6.4.3.1, whereupon the UE shall apply additional scaling to the total transmit power as defined in section 5.1.2.6 of TS.25.214 [8].

The composite transmitted power (DPCCH + DPDCH+HS-DPCCH) may then also be rounded to the closest integer dB value. If rounding is done a power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. 

The nominal power step due to transmission of Ack/Nack or CQI is defined as the difference between the nominal mean powers of two power evaluation periods either side of an HS-DPCCH boundary. The first evaluation period starts 25(s after a DPCCH slot boundary and ends 25(s before the following HS-DPCCH slot boundary. The second evaluation period starts 25(s after the same HS-DPCCH slot boundary and ends 25(s before the following DPCCH slot boundary. This is described graphically in figure 6.6.
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Figure 6.6: Transmit power template during HS-DPCCH transmission

The tolerance of the power step due to transmission of the HS-DPCCH shall meet the requirements in table 6.9A. For each direction, up to 2 exceptions to the transmitter power step tolerance defined in table 6.9A shall be allowed. The transmitter power control range for exceptions is defined in table 6.9B. Exceptions are applicable only if the change in UL power is measured per 1-dB step size.  
Table 6.9A: Transmitter power step tolerance

	Nominal power step size (Up or down) P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 (( Δ P ( 10
	+/- 2.0 

	a) Δ P = 11
	a) +/- 3.0


Table 6.9B: Transmitter power step tolerance for exceptions

	Nominal power step size (Up or down) P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 1.5

	2
	+/- 1.5

	3
	+/- 1.5

	4 (( Δ P ( 7
	+/- 2.0 


<End of Changes>
