TSG-RAN Working Group 4 (Radio) meeting #78bis
R4-162614
San Jose del Cabo, Mexico, 11 - 16 April, 2016
Source:
Nokia, TeliaSonera
Title:
TP to 36.714-04-01: CA_1A-3A-40C
Agenda item:
7.4
Document for:
Approval
Introduction:
CA_4DL_1A-3A-40C_1UL_BCS0 was approved in RAN#71 and included in the 4DL basket WI. This paper presents the text proposal to the 4DL technical report 36.714-04-01. 

Text proposal:

6.x
CA_1A-3A-40C_BCS0
6.x.1
Channel bandwidths per operating band for CA
Table 6.x.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3-40
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


Table 6.x.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA configuration
	Operating

bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth

[MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_1A-3A-40C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	0
	80

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	40
	See CA_40C Bandwidth Combination Set 1 in TS 36.101 Table 5.6A.1-1
	
	


6.x.2
Co-existence studies

The 2nd / 3rd harmonics and IMD products caused in the BS by transmitting CA_1A-3A-40C follow those derived for the constituent 2DL and 3DL CA fall-back modes.
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