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---Start of changes---

4.4.2
Receiver exclusion band
The receiver exclusion band for base stations extends from the lower frequency of the Base Station receive band minus 20 MHz to the upper frequency of the Base Station receive band plus 20 MHz. The exclusion bands for the MSR, E-UTRA, UTRA and GSM/EDGE paired and unpaired operating bands are as set out in Tables 4.4-2 and 4.4-3 respectively.

For BS capable of multi-band operation, the total receiver exclusion band shall be the combination of the exclusion bands for each operating band supported by the BS.

Table 4.4-2: Receiver exclusion band for base stations (paired bands).

	MSR and E‑UTRA Band number
	UTRA
Band number
	GSM/EDGE

Band designation
	Receiver exclusion band

	1
	I
	-
	1900 MHz 
	–
	2000 MHz 

	2
	II
	PCS 1900
	1830 MHz 
	–
	1930  MHz

	3
	III
	DCS 1800
	1690 MHz 
	–
	1805 MHz

	4
	IV
	-
	1690 MHz
	–
	1775 MHz 

	5
	V
	GSM 850
	804 MHz
	–
	869 MHz

	6(1)
	VI
	-
	810 MHz
	–
	860  MHz

	7
	VII
	-
	2480 MHz
	–
	2590 MHz

	8
	VIII
	E-GSM
	860 MHz
	–
	935 MHz

	9
	IX
	-
	1729.9 MHz
	–
	1804.9 MHz

	10
	X
	-
	1690 MHz
	–
	1790 MHz

	11
	XI
	-
	1407.9 MHz 
	–
	1467.9 MHz

	12
	XII
	-
	679 MHz
	–
	736 MHz

	13
	XIII
	-
	757 MHz
	–
	807 MHz

	14
	XIV
	-
	768 MHz
	–
	818 MHz

	15
	XV
	-
	Reserved
	
	

	16
	XVI
	-
	Reserved
	
	

	17
	-
	-
	684 MHz 
	–
	736 MHz

	18
	-
	-
	795 MHz
	–
	850 MHz

	19
	XIX
	-
	810 MHz
	–
	865 MHz

	20
	XX
	-
	812 MHz
	–
	882 MHz

	21
	XXI
	-
	1427.9 MHz
	–
	1482.9 MHz

	22
	XXII
	-
	3390 MHz
	–
	3510 MHz

	23
	-
	-
	1980 MHz
	–
	2040 MHz

	26
	XXVI
	-
	794 MHz
	–
	869 MHz

	27
	-
	-
	787 MHz
	–
	844 MHz

	28
	-
	-
	683 MHz
	–
	768 MHz

	29
	-
	-
	N/A
	
	

	30
	-
	
	2285 MHz
	–
	2335 MHz

	31
	-
	-
	432.5 MHz
	–
	477.5 MHz

	32
	XXXII
	-
	N/A
	
	

	65
	-
	-
	1900 MHz 
	–
	2030 MHz 

	66
	LXVI
	-
	1690 MHz 
	–
	1800 MHz 

	67
	LXVII
	-
	N/A

	68
	-
	-
	678 MHz
	–
	748 MHz

	70
	-
	-
	1675 MHz
	–
	1730 MHz

	NOTE 1:
The band is for UTRA only.


Table 4.4-3: Receiver exclusion band for base stations (unpaired bands)

	MSR and E‑UTRA Band number
	UTRA Band number
	Receiver exclusion band

	33
	a)
	1880 MHz
	–
	1940 MHz

	34
	a)
	1990 MHz
	–
	2045 MHz 

	35
	b)
	1830 MHz 
	–
	1930 MHz

	36
	b)
	1910 MHz 
	–
	2010 MHz

	37
	c)
	1890 MHz 
	–
	1950 MHz

	38
	d)
	2550 MHz 
	–
	2640 MHz

	39
	f)
	1860 MHz 
	–
	1940 MHz

	40
	e)
	2280 MHz 
	–
	2420 MHz

	41
	 - 
	2476 MHz 
	–
	2710 MHz

	42
	- 
	3380 MHz 
	–
	3620 MHz

	43
	- 
	3580 MHz 
	–
	3820 MHz

	44
	-
	683 MHz
	–
	823 MHz

	45
	-
	1427 MHz
	–
	1487 MHz

	46
	-
	N/A
	
	


4.5
BS test configurations

--- End of changes ---
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