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1
Discussin.
NB-IoT UE needs to fullfill receiver spurious emission requirement as specified in section 7.9 in TS 36.101. As section 4.3A stated that UE needs to meet the general requirements in addition to additional requirements there is no need to have dedicated clasue for NB-IoT UE.
4.3A
Applicability of minimum requirements (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1)

The requirements in clauses 5, 6 and 7 which are specific to CA, UL-MIMO, ProSe, Dual Connectivity,   UE category 0, and UE category M1 are specified as suffix A, B, C, D, E where; 

a)
Suffix A additional requirements need to support CA

b)
Suffix B additional requirements need to support UL-MIMO

c)
Suffix C additional requirements need to support Dual Connectivity

d)
Suffix D additional requirements need to support ProSe

e)
Suffix E additional requirements need to support UE category 0 and category M1
A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C, D and E) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C, D, and E) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.

2 
Summary

Proposa: Standard receiver spurious emission requirement in section 7.9 in TS 36.101 applies also for NB-IoT UE hence no need to have dedicated clause for NB-IoT.
