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1
Introduction
This is a request to Rapporteurs to include the following CA combinations. 2D, 3DL, 4DL, 5DL
 
2DL
 
	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_1A-3A
	CA_1A-3A
	1
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	3
	 
	Yes
	Yes
	Yes
	Yes
	Yes
	
	


 
	CA_3A-28A
	-
	3
	 
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	


 
	CA_3A-40A
	-
	3
	 
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	40
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	


 
	CA_3A-41A
	-
	3
	 
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	41
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	


 
	CA_28A-46A
	-
	28
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	 
	 
	
	Yes
	
	Yes
	
	


 
	CA_40A-41A
	-
	40
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	


 
	CA_40A-46A
	-
	40
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	 
	 
	
	Yes
	
	Yes
	
	


 
3DL
 
	CA_28A-46C
	-
	28
	 
	 
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	


 
Where the fallback is (as indicated in the 2DL section)
CA_2DL_28A-46A_1UL_BCS0

 

	CA_40A-46C
	-
	40
	 
	 
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	


Where the fallback is (as indicated in the 2DL section)
CA_2DL_40A-46A_1UL_BCS0

 

 

4DL
 
	CA_28A-46D
	-
	28
	 
	 
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination set 1 in Table 5.6A.1-1
	
	


Where the fallback is (as indicated in the 3DL section)
CA_3DL_28A-46C_1UL_BCS0

 

	CA_40A-46D
	-
	40
	 
	 
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination set 1 in Table 5.6A.1-1
	
	


Where the fallback is (as indicated in the 3DL section)
CA_3DL_40A-46C_1UL_BCS0

 

 

5DL
 
	CA_28A-46E
	-
	28
	 
	 
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination set 1 in Table 5.6A.1-1
	
	


Where the fallback is (as indicated in the 4DL section)
CA_4DL_28A-46D_1UL_BCS0

 

	CA_40A-46E
	-
	40
	 
	 
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination set 1 in Table 5.6A.1-1
	
	


Where the fallback is (as indicated in the 4DL section)
CA_4DL_40A-46D_1UL_BCS0
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