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1
Introduction
This contribution corrects the relaxations for 1+3+7+20 which were not adequately captured in the TR. The big CR should reflect this change.
2
TP
6.x
CA_4DL_1A-3A-7A-20A_1UL_BCS0 

6.x.1
Channel bandwidths per operating band for CA
Table 6.x.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-3A-7A-20A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [2] when operating in single carrier mode.
6.x.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-3A-7A-20A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.x.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-3A-7A-20A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.x.3-1 and 6.x.3-2 respectively.  Aggregation is made based on 1+3+7 CA while Band 20 is aggregated through a diplexer.
Table 6.x.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-7A-20A
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	20
	0.3


Table 6.x.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-7A-20A
	1
	0

	
	3
	0

	
	7
	0

	
	20
	0
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