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<start of the change>
Table 8.4.2.1-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	8 CCE
	R.15 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	1
	-1.6 


	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


<next change>
Table 8.4.2.2.1-1: Minimum performance PDCCH/PCFICH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 CCE
	R.16 TDD
	OP.1 TDD
	 EVA70
	2 x 2 Low
	1
	0.1


	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


<next change>
10.1.1 Minimum requirement
The receive characteristic of MBMS is determined by the BLER. The requirement is valid for all RRC states for which the UE has capabilities for MBMS.
For the parameters specified in Table 10.1-1 and Table 10.1.1-1 and Annex A.3.8.1, the average downlink SNR shall be below the specified value for the BLER shown in Table 10.1.1-2.

Table 10.1.1-1: Test Parameters for Testing

	Parameter

	Unit
	Test 1-4

	Downlink power allocation
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Table 10.1.1-2: Minimum performance
	Test number
	Bandwidth
	Reference Channel 
	OCNG Pattern
	Propagation

condition
	Correlation Matrix and antenna
	Reference value
	MBMS UE Category

	
	
	
	
	
	
	BLER (%)
	SNR(dB)
	

	1
	10 MHz
	R.37 FDD
	OP.4 FDD
	MBSFN channel model (Table B.2.6-1)
	1x2 low
	1
	4.1
	1-8

	2
	10 MHz
	R.38 FDD
	OP.4 FDD
	
	
	
	11.0
	1-8

	3a
	10 MHz
	R.39 FDD
	OP.4 FDD
	
	
	
	20.1
	2-8

	3b
	5.0MHz
	R.39-1 FDD
	OP.4 FDD
	
	
	
	20.5
	1

	4
	1.4 MHz
	R.40 FDD
	OP.4 FDD
	
	
	
	6.6
	1-8
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