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1. Introduction
Based on discussion, TP for V2X Tx RF requirements of Frequency error is presented in this paper.
2. Reference
3. Annex, TP for TR36.786 v0.0.2

<<Start of text proposal>>
5.2.4
Transmit signal quality requirements
5.2.4.1
Frequency error 
The UE modulated carrier frequency for V2X sidelink transmissions shall be accurate to within ±0.1 PPM observed over a period of one time slot (0.5 ms) compared to the carrier frequency received from the synchronization source in case of using V2X UE synchronization source. 
The UE modulated carrier frequency for V2X sidelink transmissions shall be accurate to within ±0.1 PPM observed over a period of one time slot (0.5 ms) compared to the absolute frequency in case of using GNSS synchronization source.

The UE modulated carrier frequency for V2X sidelink transmissions shall be accurate to within ±0.1 PPM observed over a period of one time slot (0.5 ms) compared to the carrier frequency received from the synchronization source in case of using E-UTRA cell synchronization source. 
<<Unchanged sections omitted>>
7.9
Transmit signal quality for V2X UE for MCC operation
7.9.1
Frequency error

Expected no need to change the requirements for inter-band con-current V2X UE. The legacy frequency error requirements will be applied on CC of licensed band and V2X requirements in 5.2.4 sub-clause will be applied on CC of Band 47.
The requirements for the intra-band contiguous V2X operation, RAN4 follow the single carrier frequency error per CC at Band 47. 
<<Unchanged sections omitted>>

<<End of text proposal>>

Page 2

