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---START OF CHANGE 1---
A.11.x
Interruptions due to V2V sidelink communication
A.11.x.1
Test Purpose and Environment

The purpose of this test is to verify the requirements as defined in clause 12.3, related to interruptions due to V2V sidelink communication under the following additional conditions:

-
the UE is pre-configured with parameters for enabling the UE to acquire timing synchronization

-
the UE has dedicated transmitter chain and dedicated receiver chain for the V2V operation.
This test is applicable for V2V sidelink communication capable UEs that support concurrent inter-band E-UTRAN in Band X and V2V sidelink operation in Band 47.

In the test, the UE under test is configured with PCell on a serving frequency, and is pre-configured with V2V sidelink communication resources for a non-serving frequency in Band 47. The test consists of one active serving cell (cell 1) on the serving RF channel 1, and there is no active cell on RF channel 2. There is no other UE in the test.
UE is not expected to receive any configuration related to V2V sidelink communication from the serving cell. UE is triggered by the test loop function or the upper layers to receive and transmit V2V slidelink communication. 
Prior to the start of the test, UE is already synchronized to a GNSS source For V2V slidelink communication. In the test, the UE is continuously scheduled with PDSCH traffic on PCell downlink in RF channel 1.
The test parameters are given in Table A.11.x.1-1, Table A.11.x.1-2, and Table A.11.x.1-3 below. 
Table A.x.11.1-1: Test parameters for interruptions due to V2V slide link communication
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1, 2
	RF channel 1 is serving

RF channel 2 is non-serving

	Channel Bandwidth (BWchannel)
	MHz
	10
	On both Band 47 and Band X

	Active cell
	
	Cell 1
	Serving cell on RF channel number 1


Table A.x.11.1-2: Slidelink communication configuration for interruptions due to V2V
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	2
	Band 47

	Channel Bandwidth (BWchannel)
	MHz
	10
	According to principle defined in clause A.3.12.3

	V2V slidelink communication resource pool configuration
	
	As specified in Table A.3.20.3-1

	IE values unless specified otherwise in this test.

(Preconfigured)

	Active Sidelink UEs Configuration
	
	TBD
	RMCs for PSCCH and PSSCH


Table A.x.11.1-3: Cell specific test parameters for interruptions due to V2V slidelink communication
	Parameter
	Unit
	Cell1

	E-UTRA RF Channel Number
	
	1

	Serving/Non-serving
	
	Serving

	BWchannel Note 5
	MHz
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	drx-Configuration
	
	None

	PDCCH/PCFICH/PHICH Reference measurement channelNote1, Note 5
	
	R.6 FDD

	PDSCH Reference measurement channel defined in A.3.1.1.1Note1, Note 5
	
	R.3 FDD

	OCNG Pattern defined in A.3.2.1
	
	OP.10 FDD

	PCFICH_RB
	dB
	0

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PBCH_RA
	dB
	

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote1
	dB
	

	OCNG_RBNote1 
	dB
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	dBm/15 kHz
	-98

	RSRP Note4
	dBm/15 kHz
	-82

	SCH_RP Note 4
	dBm/15 kHz
	-82

	Propagation condition
	
	AWGN

	Note 1:
For the reference measurement channels, see clause A.3.1.

Note 2:
For the OCNG pattern, see clause A.3.2.

Note 3:
OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: 
This test is according to the principle defined in section A.3.12.3.


A.7.5.11.2
Test Requirements

The test system shall verify that no interruption is caused to the ACK/NACKs on the serving cell on RF channel 1.
---END OF CHANGE 1-
---START OF CHANGE 2-
A.3.20.3
Reference resource pool configurations for V2V Sidelink Communication
Table A.3.20.3-1: Pre-configuration for V2V Sidelink Communication
	Derivation Path: TS 36.331 [3] clause  9.3.2, SL-V2X-Preconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigCommPool-r14 ::= SEQUENCE {
	
	
	

	sl-OffsetIndicator-r14
	0
	Indicates the offset of the first subframe of a resource pool within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.
	

	sl-Subframe-r14 included in SL-PreconfigV2X-TxPoolList
	10000000000000000000

00000000000000000000

00000000000000000000

00000000000000000000

00000000000000000000
	Indicates the bitmap of the TX resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23])
	

	sl-Subframe-r14 included in SL-PreconfigV2X-RxPoolList
	00100000000000000000

00100000000000000000

00100000000000000000

00100000000000000000

00100000000000000000
	Indicates the bitmap of the RX resource pool, which is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23])
	

	adjacencyPSCCH-PSSCH-r14
	True
	Adjacent: TURE

Non-adjacent: FALSE
	

	sizeSubchannel-r14
	5
	Minimum bandwidth of subchannel for adjacent transmission
	

	startRB-Subchannel-r14
	0
	Indicates the lowest RB index of the subchannel with the lowest index.
	

	startRB-PSCCH-Pool-r14
	0
	Indicates the lowest RB index of the PSCCH pool
	

	}
	
	
	


---END OF CHANGE 2-
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