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************************************ Start of changes ****************************************
3
Definitions and Abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply.

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CA
Carrier Aggregation

FDD
Frequency Division Duplex

RRC
Radio Resource Control

RRM
Radio Resource Management

TDD
Time Division Duplex 

UE
User Equipment
3A
General

3A.1
Operating bands and CA

TSG-RAN has agreed that when a feature (E-UTRA operating bands, power classes, CA configurations and operating bands for features) listed in Tables 3A.1-1, 3A.1-2, 3A.1-3 and 3A.2-1 is specified it is release independent starting from the release stated in Tables. UE conforming earlier release than when the feature was introduced into the specifications [2][3] shall comply with RRM- , demodulation- and RF-requirements as specified in the Annex-B2, Annex-B3 and, Annex-B4 of TS 36.307 in the release that the feature was introduced. The applicable UE Categories are specified in TS 36.306 according to the release to which the UE conforms.

Table 3A.1-1: E-UTRA operating bands and UE power class

	Feature
	Duplex-mode
	Release

independent from

	Operating bands, band number <= 64, Power Class 3
	FDD, TDD
	8

	Operating bands, band number > 64, Power Class 3
	FDD, TDD
	9

	Asymmetric operating bands, Power Class 3
	FDD
	10

	Operating bands, band number <= 64, Power Class 1
	FDD
	10

	Operating bands, Power Class 2
	TDD
	10


Table 3A.1-2: Intra-band contiguous CA

	Feature
	DL/UL
	CA BW Class
	Duplex-mode
	Release

independent from

	Intra-band contiguous 
CA configurations
	DL
	B
	FDD
	10

	
	
	C
	FDD, TDD
	10

	
	
	D
	TDD
	10

	
	UL
	B
	FDD
	10

	
	
	C
	FDD, TDD
	10


Table 3A.1-3: Inter-band CA

	Feature
	DL/UL
	number of bands
	CA BW Classes
	Duplex-mode
	Release

independent from

	Inter-band 
CA configurations
	DL
	2
	A, B, C
	FDD, TDD
	10

	
	
	3
	A
	FDD, TDD
	10


For example, Band 19 is contained in the Release 9 specifications. In order to implement a UE conforming to Release 8 but supporting Band 19, it is necessary for the UE to additionally conform to some parts of the Release 9 specifications, such as the radio frequency and radio resource management requirements for the Band 19.

For another example on carrier aggregations, CA configuration CA_1A-19A is contained in the Release 11 specifications. In order to implement a UE conforming to Release 10 but supporting the CA configuration CA_1A-19A,  it is necessary for the UE to additionally conform to some parts of the Release 11 specifications, such as the radio frequency and radio resource management requirements for the CA configuration CA_1A-19A.

All frequency bands are fully specified in this release of the specifications. The present document does not contain any requirements for UEs supporting frequency bands independent of release.

NOTE:
See NOTE in clause 4.4 in [2].

3A.2
Operating bands for features

Operating bands for features can in regards to RRM- , demodulation- and RF-requirements also be implemented independent of release, as listed in Tables 3A.2-1. 

4 Rx compliant Rel-10 UE that supports 4 Rx reception and declares compliance to 4 Rx requirements shall comply with RF requirements, UE demodulation and CSI requirements as specified in the Annex-C.1 and Annex-C.2 of TS 36.307 in the release that the feature was introduced.

Table 3A.2-1: Operating bands for features
	Feature
	Release

independent from

	Operating bands for 4RX
	10 

	NOTE 1:
For 4 Rx compliant Rel-10 UE, Test cases of Enhanced Performance Requirement Type A defined in 8.10.1.1.3, 8.10.1.1.5, 8.10.1.2.3, 8.10.1.2.5, 9.9.2.1, 9.9.2.2 are excluded


************************************ End of changes ****************************************
