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1 Introduction
Category B CR on eLAA BS TX and RX requirements was technically endorsed in [1] [2], the work on test specification is starting from this meeting. Since the TX part in test specfication have been agreed in [3] [4], in this contribution, we only discuss test aspects on other parts for eLAA BS.
2 Discussion
The correction on TS 36.104 for eLAA in [1] [2] should also be captured in TS 36.141. Table 1 summarize the impact on BS test specification on other parts for eLAA BS except for TX.
Table 1 Summary of the impact on BS RF test specification
	Subclause
	Title
	Comment

	4.1.2.2
	Measurement of receiver
	Update the maximum test system uncertainty for frequencies up to 6 GHz

	5.5
	Operating bands
	The note restricting to DL operation should be deleted.

	5.7
	Channel arrangement
	Channel spacing and EARFCN should be clarified for 10MHz channel bandwidth. 

	6.6.4.4
	Co-location with other base stations
	Protection for MR and LA base station in Band 46 should be added.

	7.2
	Reference sensitivity level
	New requirement for band 46 should be added.

	7.3
	Dynamic range
	New requirement for band 46 should be added.

	7.4
	In-channel selectivity
	New requirement for band 46 should be added.

	7.5
	ACS and narrow-band blocking
	New requirement for band 46 should be added.

	7.6
	Blocking
	New requirement for band 46 should be added.

	7.7
	Receiver spurious emissions
	New requirement for band 46 should be added.

	7.8
	Receiver intermodulation
	New requirement for band 46 should be added.

	9
	Channel access procedures
	LBT parameters for 10MHz channel bandwidth should be added.

	Annex A
	Reference Measurement channels
	New reference measurement channels should be added.

	Annex G
	Measurement of receiver
	New test tolerance for band 46 should be added.
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