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<Start of Changes>
A.1
Fixed Reference Channels for reference sensitivity and in-channel selectivity (QPSK, R=1/3)

The parameters for the reference measurement channels are specified in Table A.1-1 for reference sensitivity and in-channel selectivity.

Table A.1-1 FRC parameters for reference sensitivity and in-channel selectivity

	Reference channel
	A1-1
	A1-2
	A1-3
	A1-4
	A1-5
	A1-6
	A1-7

	Allocated resource blocks
	6
	15
	25
	3
	9
	12
	24

	DFT-OFDM Symbols per subframe
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	600
	1544
	2216
	256
	936
	1224
	2088

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	0
	0
	0
	0
	0
	0
	0

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1

	Coded block size including 12bits trellis termination (bits)
	1884
	4716
	6732
	852
	2892
	3756
	6348

	Total number of bits per sub-frame
	1728
	4320
	7200
	864
	2592
	3456
	6912

	Total symbols per sub-frame
	864
	2160
	3600
	432
	1296
	1728
	3456


<End of Changes>
