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8.1
General Measurement Requirements

8.1.1
Introduction

This clause contains requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements. These measurements may be used by the E-UTRAN, e.g. for handover decisions. The measurement quantities are defined in [4], the measurement model is defined in [22] and measurement accuracies are specified in clause 9. Control of measurement reporting is specified in TS 36.331 [2].
When the UE is provided with IDC solution, the UE shall also perform RRM measurements and meet the corresponding requirements in clause 8.

In the requirements of Section 8.1 for the UE capable of CA and the UE configured with up to four SCells, the applicable exceptions for side conditions are specified in Annex B, Sections B.4.2 and B.4.3, respectively. 

In the requirements of Section 8.1 for the UE capable of DC and the UE configured with one PSCell, the applicable exceptions for side conditions are specified in Annex B, Sections B.4.2 and B.4.3, respectively.

The requirements in Section 9 are applicable for a UE performing measurements according to Section 8.1.

8.1.2
Requirements

8.1.2.1
UE measurement capability

If the UE requires measurement gaps to identify and measure inter-frequency and/or inter-RAT cells, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single measurement gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs.

During the measurement gaps the UE:

-
shall not transmit any data

 -
is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell and any SCell. 

-
is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell, PSCell, and SCell.
If the UE supporting dual connectivity is configured with PSCell, during the total interruption time as shown in Figure 8.1.2.1-1, the UE shall not transmit and receive any data in SCG.

In the uplink subframe occurring immediately after the measurement gap,

-
if the following conditions are met then it is up to UE implementation whether or not the UE can transmit data:
-
all the serving cells belong to E-UTRAN TDD;

-
if the subframe occurring immediately before the measurement gap is an uplink subframe. 

-
Otherwise the UE shall not transmit any data.

In determining the above UE behaviour in the uplink subframe occurring immediately after the measurement gap the UE shall treat a special subframe as an uplink subframe if the special subframe occurs immediately before the measurement gap, Inter-frequency and inter-RAT measurement requirements within this clause rely on the UE being configured with one measurement gap pattern unless the UE has signaled that it is capable of conducting such measurements without gaps. UEs shall only support those measurement gap patterns listed in Table 8.1.2.1-1 that are relevant to its measurement capabilities. 

ProSe capable UE is allowed to perform ProSe transmissions during the measurement gaps that are not used for measurements if the requirements specified in section 8 for inter-frequency and inter-RAT measurements are fulfilled.

Table 8.1.2.1-1: Gap Pattern Configurations supported by the UE

	Gap Pattern Id
	MeasurementGap Length (MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Minimum available time for inter-frequency and inter-RAT measurements during 480ms period

(Tinter1, ms)
	Measurement Purpose

	0
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	1
	6
	80
	30
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	2Note 6
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x


NOTE 1:
When inter-frequency RSTD measurements are configured and the UE requires measurement gaps for performing such measurements, only Gap Pattern 0 can be used. For defining the inter-frequency and inter-RAT requirements Tinter1=30ms shall be assumed. 

NOTE 2:
A measurement gap starts at the end of the latest subframe occurring immediately before the measurement gap among MCG serving cells subframes. 

NOTE 3: 
MGL is the time from start of tuning to end of retuning, which is aligned between MCG and SCG.
NOTE 4: 
The total interruption time on SCG is 6 subframes for synchronous dual connectivity, and the total interruption time on SCG is 7 subframes for asyncrhonous dual connectivity. As shown in Figure 8.1.2.1-1, MCG subframes from i+1 to i+6 are included in total interruption time together with SCG subframes from j+1 to j+6 for synchronous dual connectivity and j+1 to j+7 for asyncrhonous dual connectivity.
NOTE 5: 
For asynchronous dual connectivity as shown in Figure 8.1.2.1-1 (b), subframe j is regarded as the subframe occurring immediately before the measurement gap for SCG, similarly, subframe j+8 is regarded as the subframe occurring immediately after the measurement gap for SCG.
NOTE 6:
Gap pattern 2 is defined as a burst gap pattern. For gap pattern 2 also a burst repetition period will be configured for the UE.
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Figure 8.1.2.1-1: Measurement GAP and total interruption time on MCG and SCG

A UE that is capable of identifying and measuring inter-frequency and/or inter-RAT cells without gaps shall follow requirements as if Gap Pattern Id #0 had been used and the minimum available time Tinter1 of 60 ms shall be assumed for the corresponding requirements.

If the UE supporting E-UTRA carrier aggregation when configured with up to four SCCs is performing measurements on cells on PCC, inter-frequency measurements, or inter-RAT measurements, and interruption occurs on PCell or any activated SCell or both due to measurements performed on cells on an SCC with a deactivated SCell according to section 8.3, then the UE shall meet the requirements specified for each measurement in Section 8 and Section 9. 

If the UE supporting E-UTRA dual connectivity when configured with a PSCell is performing measurements on cells on PCC, inter-frequency measurements, or inter-RAT measurements, then the UE shall meet the requirements specified for each measurement in Section 8 and Section 9.

A UE which indicate support for Increased UE carrier monitoring E-UTRA according to the capabilities in [2, 31] and which is capable of identifying and measuring inter-frequency and/or inter-RAT cells without gaps, shall be able to monitor maximum number of layers as defined in 8.1.2.1.1.1a, and apply the MeasScaleFactor [2] defining the relaxation to the requirements for the configured carriers according to section 8.1.2.1.1a.
A UE which indicate support for burst measurement gap pattern 2 shall support burst gap pattern consisting of [12] consequtive MGs repeated every long measurement gap repetition period (
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) according to the relaxed requirements defined in sections 8.1.2.x. If 
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 is not configured the parameter is set to 1.
<< Next change >>
8.1.2.3
E-UTRAN inter frequency measurements

The UE shall be able to identify new inter-frequency cells and perform RSRP, RSRQ, and RS-SINR measurements of identified inter-frequency cells if carrier frequency information is provided by the PCell, even if no explicit neighbour list with physical layer cell identities is provided.

8.1.2.3.1
E-UTRAN FDD – FDD inter frequency measurements

8.1.2.3.1.1
E-UTRAN FDD – FDD inter frequency measurements when no DRX is used

When measurement gaps are scheduled, or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.

Nfreq,n Nfreq,r Kn and Kr are defined in clause 8.1.2.1.1 and Tinter1 is defined in clause 8.1.2.1
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 is defined in clause 8.1.2.1.
A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Sections 9.1.3.1 and 9.1.3.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Sections 9.1.17.3.1 and 9.1.17.3.2 are fulfilled for a corresponding Band,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band.
When measurement gaps are scheduled for FDD inter frequency measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with measurement accuracy as specified in sub-clauses 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively, with measurement period given by table 8.1.2.3.1.1-1.

Table 8.1.2.3.1.1-1: Measurement period and measurement bandwidth
	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms] (normal performance)Note 1
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms] (reduced performance)Note 1
	Measurement bandwidth [RB]

	0
	480 x Kn x Nfreq,n
	480 x Kr x Nfreq,r
	6

	1 (Note)
	240 x Kn x  Nfreq,n
	240 x Kr x  Nfreq,r
	50

	Note: This configuration is optional
Note 1: if 
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 is configured the requirement is relaxed with 
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The UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies or 8 FDD interfrequencies if the UE supports Increased UE carrier monitoring E-UTRA and the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period defined in Table 8.1.2.3.1.1-1.

8.1.2.3.1.1.1
Measurement Reporting Requirements

8.1.2.3.1.1.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

8.1.2.3.1.1.1.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2,  respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 8.1.2.3.1.1.1.3.

8.1.2.3.1.1.1.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify -inter defined in clause 8.1.2.3.1.1. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in clause 8.1.2.3.1.1 and then triggers the measurement report as per TS 36.331 [2], the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD defined in clause 8.1.2.3.1.1 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, an additional delay can be expected.
8.1.2.3.1.2
E-UTRAN FDD – FDD inter frequency measurements when  DRX is used

When DRX or eDRX_CONN is in use, either measurement gaps are scheduled or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable E-UTRAN FDD inter frequency cell within Tidentify_inter. When DRX is in use, Tidentify_inter is as defined in Table 8.1.2.3.1.2-1, and when eDRX_CONN is in use, Tidentify_inter is as defined in Table 8.1.2.3.1.2-1A.

Table 8.1.2.3.1.2-1: Requirement to identify a newly detectable FDD interfrequency cell

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles), normal performanceNote 1
	Tidentify_inter (s) (DRX cycles), reduced performanceNote 1

	
	Gap period = 40 ms
	Gap period = 80 ms
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.16
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable

	0.256
	5.12*Kn*Nfreq,n

 (20*Kn*Nfreq,n)
	7.68*Kn *Nfreq,n (30*Kn *Nfreq,n)
	5.12*Kr*Nfreq,r

 (20*Kr*Nfreq,r)
	7.68*Kr *Nfreq,r (30*Kr *Nfreq,r)

	0.32
	6.4*Kn *Nfreq,n (20*Kn *Nfreq,n)
	7.68*Kn *Nfreq,nl (24*Kn *Nfreq,n)
	6.4*Kr *Nfreq,r (20*Kr *Nfreq,r)
	7.68*Kr *Nfreq,r (24*Kr *Nfreq,r)

	0.32< DRX-cycle≤2.56
	Note (20*Kn *Nfreq,n)
	Note (20*Kn *Nfreq,n)
	Note (20*Kr *Nfreq,r)
	Note (20*Kr *Nfreq,r)

	Note: Time depends upon the DRX cycle in use
Note 1: If 
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 is configured the requirement is relaxed with 
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Table 8.1.2.3.1.2-1A: Requirement to identify a newly detectable FDD inter-frequency cell when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tidentify_inter (s) (eDRX_CONN cycles), normal performance Note 1
	Tidentify_inter (s) (eDRX_CONN cycles), reduced performance Note 1

	
	Gap period = 40 ms
	Gap period = 80 ms
	Gap period = 40 ms
	Gap period = 80 ms

	2.56< eDRX_CONN cycle≤10.24
	Note (20*Kn *Nfreq,n)
	Note (20*Kn *Nfreq,n)
	Note (20*Kr *Nfreq,r)
	Note (20*Kr *Nfreq,r)

	Note: Time depends upon the eDRX_CONN cycle in use
Note 1: If 
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 is configured the requirement is relaxed with 
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A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Clause 9.1.3.1 and 9.1.3.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Sections 9.1.17.3.1 and 9.1.17.3.2 are fulfilled for a corresponding Band,
-
SCH_RP|dBm SCH Ês/Iot according to Annex B.2.3 for a corresponding Band.

When DRX or eDRX_CONN is in use, the UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements of at least 4 inter-frequency cells per FDD inter-frequency and the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure_inter, either measurement gaps are scheduled or the UE supports capability of conducting such measurements without gaps. When DRX is used, Tmeasure_inter is as defined in Table 8.1.2.3.1.2-2, and when eDRX_CONN is in use, Tmeasure_inter is as defined in Table 8.1.2.3.1.2-3.
Table 8.1.2.3.1.2-2: Requirement to measure FDD interfrequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles) (normal performance) Note 1
	Tmeasure_inter (s) (DRX cycles) (reduced performance) Note 1

	≤0.08
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable

	0.08<DRX-cycle≤2.56
	Note (5*Kn*Nfreq,n)
	Note (5*Kr*Nfreq,r)

	Note: Time depends upon the DRX cycle in use
Note 1: If 
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 is configured the requirement is relaxed with 
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Table 8.1.2.3.1.2-3: Requirement to measure FDD inter-frequency cells when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tmeasure_inter (s) (eDRX_CONN cycles) (normal performance) Note 1
	Tmeasure_inter (s) (eDRX_CONN cycles) (reduced performance) Note 1

	2.56<eDRX_CONN cycle≤10.24
	Note (5*Kn*Nfreq,n)
	Note (5*Kr*Nfreq,r)

	Note: Time depends upon the eDRX_CONN cycle in use
Note 1: If 
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 is configured the requirement is relaxed with 
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The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.3.1 and 9.1.3.2, the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.6.1 and 9.1.6.2, and the RS-SINR measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.17.3.1 and 9.1.17.3.2.

8.1.2.3.1.2.1
Measurement Reporting Requirements

8.1.2.3.1.2.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

8.1.2.3.1.2.1.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 8.1.2.3.1.2.1.3.

8.1.2.3.1.2.1.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_inter defined in clause 8.1.2.3.1.2. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in clause 8.1.2.3.1.2 and then triggers the measurement report as per TS 36.331 [2], the event triggered measurement reporting delay shall be less than Tmeasure_inter defined in clause 8.1.2.3.1.2 provided the timing to that cell has not changed more than ( 50 Ts  while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, an additional delay can be expected.
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_1547319057.unknown

_1547319291.unknown

_1547319403.unknown

_1547319426.unknown

_1547319333.unknown

_1547319076.unknown

_1547318915.unknown

_1547318948.unknown

_1547318815.unknown

