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1.  	Inter-Band Band 46 UL CA
	CA combination
	REL-indep.
from
	contact
name, company
	other supporting companies
(min. 3)
	status
(new, ongoing, completed, stopped)
	supported next level fallback modes
(in DL and UL)

	CA_2DL_2A-46A_2UL_2A-46A_BCS0
	REL-13
	Zheng Zhao, Verizon
	[Nokia, Qualcomm], Ericsson, Huawei
	New
(September 2017)
	Ongoing: CA_2DL_2A-46A_1UL_BCS0

	CA_2DL_5A-46A_2UL_5A-46A_BCS0
	REL-13
	Zheng Zhao, Verizon
	[Nokia, Qualcomm], Ericsson, Huawei
	New
(September 2017)
	Ongoing: CA_2DL_5A-46A_1UL_BCS0

	CA_2DL_13A-46A_2UL_13A-46A_BCS0
	REL-13
	Zheng Zhao, Verizon
	[Nokia, Qualcomm], Ericsson, Huawei
	New
(September 2017)
	Ongoing: CA_2DL_13A-46A_1UL_BCS0

	CA_2DL_46A-66A_2UL_46A-66A_BCS0
	REL-13
	Zheng Zhao, Verizon
	[Nokia, Qualcomm], Ericsson, Huawei
	New
(September 2017)
	Ongoing: CA_2DL_46A-66A_1UL_BCS0





1-1 	CA_2DL/2UL 2A-46A
Table: E-UTRA CA configuration and bandwidth combination sets for CA_2A-46A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_2A-46A
	CA_2A-46A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	Yes
	Yes
	Yes
	Yes
	
	



1-2 	CA_2DL/2UL_5A-46A
Table: E-UTRA CA configuration and bandwidth combination sets for CA_5A-46A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_5A-46A
	CA_5A-46A
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	Yes
	Yes
	Yes
	Yes
	
	



1-3 	CA_2DL/2UL 13A-46A
Table: E-UTRA CA configuration and bandwidth combination sets for CA_13A-46A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_13A-46A
	CA_13A-46A
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	Yes
	Yes
	Yes
	Yes
	
	



1-4 	CA_2DL/2UL_46A-66A
Table: E-UTRA CA configuration and bandwidth combination sets for CA_46A-66A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_46A-66A
	CA_46A-66A
	46
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
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