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1 Introduction
Since the EMC requirements specified in 3GPP are derived keeping the regulatory requirements in view, it is useful to capture in the AAS TR how the regulatory requirements stand today (for AAS type of BS) and what is the on-going work in this arena. The contribution in [1] provided a discussion of the regulatory requirements in EU & US markets. The intention is to keep these requirements in view when specifying the EMC requirements for AAS in 3GPP.

This contribution encapsulates a text proposal to capture a summary of the regulatory EMC requirements in the AAS TR in [2].

2 Text Proposal
<Start of TP>
5.2 Regulatory EMC requirements

The following table provides a summary of the existing EMC regulatory requirements in EU and US market. These requirements should serve as a reference when specifying the EMC requirements for the AAS BS.
	
	EU Market
	US Market

	Radiated Spurious Emission requirements
	· -36dBm/100kHz ERP below 1 GHz and -30dBm/1MHz ERP above 1 GHz

· Requirements specified in ETSI EN 301 908-1, and are tested with the antenna port connected in a terminating load.

· No TX exclusion bands defined for BS equipment today.
	· General requirement of -13 dBm/MHz ERP is applicable

· Requirements specified in FCC Part 2.

· FCC does not define any TX exclusion bands for BS equipment today.

	EMC Radiated Emission Requirements
	· -50dBm/MHz ERP general requirement. Not applicable for BS equipment

· Defined in ETSI EN 55032.
	· -50dBm/MHz above 1 GHz mandatory requirement. 

· Specified in FCC Part 15, §15.35.

	Radiated Immunity (RF electromagnetic field) requirements
	· Two type of requirements defined:

· 3 V/m, 80 MHz – 690 MHz, and

· 10 V/m 690 MHz – 6 GHz.

· Defined in ETSI EN 301 489-1 and ENSI EN 301 489-50

· RX Exclusion bands defined 20 MHz above and below the operating band
	· No requirements today


Note: From the above regulatory requirements, the radiated spurious emission requirements (-36dBm/100kHz and -30dBm/1MHz) are reflected in the existing EMC specifications for AAS BS [8] and non-AAS BS [9] . Similarly, the 3V/m immunity requirement is captured in the existing EMC specifications.
<End of TP>
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