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1. Overall Description: 

Following RAN2 recommendations (see [1]) on the HSDPA Radio Bearer settings to use in the test specifications RAN5 created two possible Radio Bearer Setup messages in the test specification TS 34.108 (see [2]): 

· One RB Setup message containing one Radio Bearer multiplexing option for the PS RAB: 

i. DCH / HS-DSCH

· And one RB Setup message containing three Radio Bearer multiplexing options for the PS RAB: 

i. DCH / HS-DSCH

ii. DCH / DCH

iii. RACH / FACH

In the second case RAN5 had to decide the configuration to define for the DL DCH. 

RAN5 has studied four possible solutions: 

· Define the full set of Transport Format & the corresponding TFCS, same as when the PS RAB is mapped on the DL DCH (usual non HSDPA case). 
This solution has not been adopted because it was considered as wasting the physical resources. 

· Not define the DL DCH at all. 
This solution has not been adopted because RAN5 is unsure whether it is possible to include a RB mapping to a not defined transport channel. 

· Only define one transport format, containing zero block of data (See [3]). 
By doing so we limit the TFCS to two CTFC’s, used for signalling.

· Define the full set of Transport Format, but restrict the TFCS to the combinations where the DL DCH for the PS RAB is at a 0kbps bit rate. 

RAN5 has finally chosen the third solution as the best way to define a DCH / DCH RB alternative mapping option for HSDPA Radio Bearer Setup while limiting the physical resource consumption. 

2. Actions: 

To TSG RAN2:

ACTION:

1. RAN5 kindly ask RAN2 to confirm whether the configuration chosen by RAN5 for the Radio Bearer Setup message in the case of three radio bearer multiplexing options is in line with RAN2 expectations from [1]. 

2. In the case RAN2 have reservations on the chosen solution RAN5 would be grateful if RAN2 could provide guidance on the DL DCH configuration to define in TS 34.108. 

3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 #28 
22 – 26 August 2005

Berlin, Germany (ETS)

TSG-RAN WG5 #29 
07 – 11 November 2005
South Korea
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