Page 1



3GPP TSG-RAN WG5 Meeting #28
Tdoc (
R5-051536
Germany , BerlinAugust 22nd – August 26th 2005

	CR-Form-v7

	CHANGE REQUEST

	

	(

	TS34.108
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	CR to 34.108 Rel-5: Corrections to the value of Sintrasearch and Sintersearch  in “Cell selection and reselection quality measure” of System Information Block type 3/4 (1.28Mcps TDD and 3.84Mcps TDD) in section 6.1.0b 

	
	

	Source:
(

	ZTE / CCSA

	
	

	Work item code:
(

	TDD
	
	Date: (

	22/08/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(
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6.1.0b
Default System Information Block Messages
…
Contents of System Information Block type 3 (3.84 Mcps TDD and 1.28 Mcps TDD)

	- SIB4 Indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not present

	 - Cell selection and reselection quality measure
	CPICH RSCP

	 - CHOICE mode
	TDD

	  - Sintrasearch
	11 dB

	  - Sintersearch
	11 dB

	  - SsearchHCS
	Not present

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not present

	  - Slimit,ShearchRAT
	Not Present

	  - Qrxlevmin
	-103 dBm

	 - Qhyst1s
	0 dB

	 - Treselections
	0 seconds

	 - HCS Serving cell information
	Not present

	 - Maximum allowed UL TX power
	30dBm

	- Cell Access Restriction
	

	 - Cell barred
	Not barred

	 - Intra-frequency cell re-selection indicator
	Not present

	 - Tbarred
	Not present

	 - Cell Reserved for operator use
	Not reserved

	 - Cell Reservation Extension
	Not reserved

	 - Access Class Barred List
	

	  - Access Class Barred0
	Not barred

	  - Access Class Barred1
	Not barred

	  - Access Class Barred2
	Not barred

	  - Access Class Barred3
	Not barred

	  - Access Class Barred4
	Not barred

	  - Access Class Barred5
	Not barred

	  - Access Class Barred6
	Not barred

	  - Access Class Barred7
	Not barred

	  - Access Class Barred8
	Not barred

	  - Access Class Barred9
	Not barred

	  - Access Class Barred10
	Not barred

	  - Access Class Barred11
	Not barred

	  - Access Class Barred12
	Not barred

	  - Access Class Barred13
	Not barred

	  - Access Class Barred14
	Not barred

	  - Access Class Barred15
	Not barred


…
Contents of System Information Block type 4 in connected mode (similar to SIB type3) 
(3.84 Mcps TDD and 1.28 Mcps TDD)

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	 - Cell selection and reselection quality measure
	CPICH RSCP

	 - CHOICE mode
	TDD

	  - Sintrasearch
	11 dB

	  - Sintersearch
	11dB

	  - SsearchHCS
	Not present

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not present

	  - Slimit,ShearchRAT
	Not Present

	  - Qrxlevmin
	-103 dBm

	 - Qhyst1s
	0 dB

	 - Treselections
	0 seconds

	 - HCS Serving cell information
	Not present

	 - Maximum allowed UL TX power
	30dBm

	- Cell Access Restriction
	

	 - Cell barred
	Not barred

	 - Intra-frequency cell re-selection indicator
	Not present

	 - Tbarred
	Not present

	 - Cell Reserved for operator use
	Not reserved

	 - Cell Reservation Extension
	Not reserved

	 - Access Class Barred List
	Not present
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