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1. Overall Description

RAN2 would like to thank SA4 for the LS [1] on RAB and the error-delay-profile for the performance characterization of VoIMS 

In the LS, SA4 requested RAN2 to inform SA4 of the appropriate RAB(s) adequate for the support of the conversational voice services based on the HS-DSCH for down link and E-DCH for the uplink.

RAN2 has discussed the issue and would like to comment the following:

First it could be mentioned that appropriate RAB(s) for HS-DSCH and E-DCH are under discussion in RAN2 and is not completely finalized.

Then, defining the appropriate RAB(s) needs the consideration of the error and delay profiles as provided by RAN1 and in addition the latency tolerated by the characteristics of the VoIP service (e.g. codec). For example, the number of SDUs in each HSDPA TTI depends on the latency tolerance and the typical error probabilities on the link and thus affects scheduler operation.

From a RAN2 point of view it would thus be preferable to await RAN1 conclusion on the error-delay profiles/L1 Parameters and also receive feedback on the latency tolerances from SA4, before a RAB proposal for VoIMS could be completed.

2. Actions

To SA4:

RAN2 kindly asks SA4 to provide typical latency requirements for the VoIMS service.

3. Date of Next RAN2 Meetings

TSG-RAN WG2 #49
07th – 11th November 2005

Seoul, South Korea

TSG-RAN WG2 #50

09th – 13th January, 2006
Sophia Antipolis, France
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