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6.1.0b
Default System Information Block Messages
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<<START OF MODIFICATION>>
Contents of System Information Block type 3 (FDD)

	Information Element
	Value/remark
	Version

	- SIB4 indicator
	TRUE
	

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B
	

	- Cell selection and re-selection info
	
	

	 - Mapping info
	Not Present
	

	  - Cell selection and reselection quality measure
	CPICH RSCP
	

	 - CHOICE mode
	FDD
	

	  - Sintrasearch
	16 dB
	

	  - Sintersearch
	16 dB
	

	  - SsearchHCS
	Not Present
	

	  - RAT List
	This parameter is configurable
	

	   - RAT identifier
	GSM
	

	   - Ssearch,RAT
	-32 dB
	

	   - SHCS,RAT
	Not Present
	

	   - Slimit,SearchRAT
	0
	

	  - Qqualmin
	Reference to table 6.1.1
	

	  - Qrxlevmin
	Reference to table 6.1.1
	

	  - Qhyst1s
	2 dB
	

	  - Qhyst2s
	Not Present
	

	  - Treselections
	0 seconds
	

	  - HCS Serving cell information
	Not Present
	

	  - Maximum allowed UL TX power
	Reference to table 6.1.1
	

	- Cell Access Restriction
	
	

	  - Cell barred
	Not barred
	

	  - Intra-frequency cell re-selection indicator
	Not present
	

	  - Tbarred
	Not present
	

	  - Cell Reserved for operator use
	Not reserved
	

	  - Cell Reservation Extension
	Not reserved
	

	 - Access Class Barred List
	
	

	  - Access Class Barred0
	Not barred
	

	  - Access Class Barred1
	Not barred
	

	  - Access Class Barred2
	Not barred
	

	  - Access Class Barred3
	Not barred
	

	  - Access Class Barred4
	Not barred
	

	  - Access Class Barred5
	Not barred
	

	  - Access Class Barred6
	Not barred
	

	  - Access Class Barred7
	Not barred
	

	  - Access Class Barred8
	Not barred
	

	  - Access Class Barred9
	Not barred
	

	  - Access Class Barred10
	Not barred
	

	  - Access Class Barred11
	Not barred
	

	  - Access Class Barred12
	Not barred
	

	  - Access Class Barred13
	Not barred
	

	  - Access Class Barred14
	Not barred
	

	  - Access Class Barred15
	Not barred
	

	- Domain Specific Access Restriction Parameters For PLMN Of MIB
	Not present
	REL-6

	- Domain Specific Access Restriction For Shared Network
	Not present
	REL-6


Contents of System Information Block type 3 (3.84 Mcps TDD and 1.28 Mcps TDD)

	Information Element
	Value/remark
	Version

	- SIB4 Indicator
	TRUE
	

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B
	

	- Cell selection and re-selection info
	
	

	 - Mapping info
	Not present
	

	 - Cell selection and reselection quality measure
	(no data)
	

	 - CHOICE mode
	TDD
	

	  - Sintrasearch
	10 dB
	

	  - Sintersearch
	10 dB
	

	  - SsearchHCS
	Not present
	

	  - RAT List
	This parameter is configurable
	

	   - RAT identifier
	GSM
	

	   - Ssearch,RAT
	-32 dB
	

	   - SHCS,RAT
	Not present
	

	  - Slimit,ShearchRAT
	Not Present
	

	  - Qrxlevmin
	-103 dBm
	

	 - Qhyst1s
	0 dB
	

	 - Treselections
	0 seconds
	

	 - HCS Serving cell information
	Not present
	

	 - Maximum allowed UL TX power
	30dBm
	

	- Cell Access Restriction
	
	

	 - Cell barred
	Not barred
	

	 - Intra-frequency cell re-selection indicator
	Not present
	

	 - Tbarred
	Not present
	

	 - Cell Reserved for operator use
	Not reserved
	

	 - Cell Reservation Extension
	Not reserved
	

	 - Access Class Barred List
	
	

	  - Access Class Barred0
	Not barred
	

	  - Access Class Barred1
	Not barred
	

	  - Access Class Barred2
	Not barred
	

	  - Access Class Barred3
	Not barred
	

	  - Access Class Barred4
	Not barred
	

	  - Access Class Barred5
	Not barred
	

	  - Access Class Barred6
	Not barred
	

	  - Access Class Barred7
	Not barred
	

	  - Access Class Barred8
	Not barred
	

	  - Access Class Barred9
	Not barred
	

	  - Access Class Barred10
	Not barred
	

	  - Access Class Barred11
	Not barred
	

	  - Access Class Barred12
	Not barred
	

	  - Access Class Barred13
	Not barred
	

	  - Access Class Barred14
	Not barred
	

	  - Access Class Barred15
	Not barred
	

	- Domain Specific Access Restriction Parameters For PLMN Of MIB
	Not present
	REL-6

	- Domain Specific Access Restriction For Shared Network
	Not present
	REL-6
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