
3GPP TSG-RAN WG5 Meeting #31 
Tdoc R5-061310

Shanghai, China, 08th – 12th May 2006
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	34.108
	CR
	
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR for 34.108:Addition of  the combinations on DPCH and HS-PDSCH for LCR TDD

	
	

	Source:
(

	CATT/CCSA, RITT, ZTE

	
	

	Work item code:
(

	HSDPA_Test
	
	Date: (

	25/4/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	There are no combinations on DPCH and HS-PDSCH for LCR TDD in the current version.

	
	

	Summary of change:
(

	To add combinations on DPCH and HS-PDSCH for LCR TDD in 6.11.5.

For revised version:

To delete the redundant comments in the CR.

	
	

	Consequences if 
(

not approved:
	The HSDPA test cases can’t be implemented.

	
	

	Clauses affected:
(

	6.11.5

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	25.993

	affected:
	X
	
	 Test specifications
	34.123-1, 34-123-2

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to LCR TDD only.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

<<START OF MODIFIED SECTION>>
6.11.5.2
Combinations of RABs and Signalling RBs

In the present document, physical channel parameters for following combinations of RABs and signalling RBs on a CCTrCH are described.

NOTE:

It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

1a)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (Multiframe).

2) Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.
2a)
   Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH (Multiframe).
3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

4a)
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL:(12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

5)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5a)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

6)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7a)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75)kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

7)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

8)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

11)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

12)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

14)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

15)
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

18)
Void.

19)
Void.

20)
Void.

21) Void.

22)
Void.
23)
Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23a)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23b)
Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23c)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23d)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.(20 msTTI)

24)
Void.

25)
Interactive or background / UL:32 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

26)
Interactive or background / UL:64 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

27)
Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

28)
Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:64 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:144 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

31)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:128 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:384 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

35)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

36)
Void.

37)
Void.

38)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38b)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38c)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38d)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38e)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38f)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38g)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38h)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38i)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38j)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

39)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

41)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

46)
Void.

47)
Void.

48)
Void.

49)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

49a)
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

50)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51a)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51b)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

52)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

53)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Void.

55)
Void.

56)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

57)
Interactive or Background / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58)
Streaming / Unknown / UL:16 DL:64 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

59)
Reserved for future use

60)
Reserved for future use

61)
Conversational / Unknown / UL:8 DL:8 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

Combinations on PDSCH, SCCPCH, PUSCH and PRACH

1)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL:16.8 DL: 16 kbps SRBs for SHCCH.

2)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.

3)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.

Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH

1)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH 
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

2)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH 
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

3)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
+ Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH 
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

Combinations on SCCPCH

1)
Stand-alone SRB for PCCH.

2)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

2a)
Interactive/Background 32 kbps PS RAB
+ Interactive/Background 32 kbps PS RAB
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

2b)
SRBs for CCCH 
+ SRB for DCCH 
+ SRB for BCCH.

3)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for PCCH 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

3a)
SRB for PCCH 
+ SRB for CCCH 
+ SRB for DCCH 
+ SRB for BCCH.

4)
RB for CTCH 
+ SRB for CCCH 
+ SRB for BCCH.

Combinations on PRACH

1)
SRB for CCCH 
+ SRBs for DCCH.

2)
Interactive/Background 12.8 kbps PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH.

3)
Interactive/Background 12.8 kbps PS RAB 
+ Interactive/Background 12.8 kbps PS RAB
+ SRB for CCCH 
+ SRBs for DCCH.

Combinations on DPCH and HS-PDSCH

1) Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
1a)  Interactive or background / UL:8 (multiframe) DL: [max bit rate depending on UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe) (REL-5)
2) Interactive or background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
2a)   Interactive or background / UL:16(multiframe) DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
3) Interactive or background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
3a)  Interactive or background / UL:32(multiframe) DL: [max bit rate depending on UE category] / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
4) Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
5) Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6) Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
7) Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
8) Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
<<END OF MODIFIED SECTION>>

<<START OF MODIFIED SECTION>>
6.11.5.4.1
Combinations on DPCH

6.11.5.4.1.1
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH

6.11.5.4.1.1.1
Uplink

6.11.5.4.1.1.1.1
Transport channel parameters

6.11.5.4.1.1.1.1.1
Transport channel parameters for UL:1.7 kbps SRBs for DCCH

See clause 6.10.3.4.1.1.1.1.1.

6.11.5.4.1.1.1.1.2
TFCS

See clause 6.10.3.4.1.1.1.1.2.

6.11.5.4.1.1.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	160 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	1


6.11.5.4.1.1.2
Downlink 

6.11.5.4.1.1.2.1
Transport channel parameters

6.11.5.4.1.1.2.1.1
Transport channel parameters for DL:1.7 kbps SRBs for DCCH

See clause 6.10.3.4.1.1.2.1.1.

6.11.5.4.1.1.2.1.2
TFCS

See clause 6.10.3.4.1.1.2.1.2.

6.11.5.4.1.1.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	160 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	1


6.11.5.4.1.1a
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe) 

6.11.5.4.1.1a.1
Uplink

6.11.5.4.1.1a.1.1
Transport channel parameters

6.11.5.4.1.1a.1.1.1
Transport channel parameters for UL:1.7 kbps SRBs for DCCH

See clause 6.10.3.4.1.1a.1.1.1.

6.11.5.4.1.1a.1.1.2
TFCS

See clause 6.10.3.4.1.1a.1.1.2.

6.11.5.4.1.1a.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	160 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.60

	
	Repetition period 
	8

	
	Repetition length 
	2

	NOTE:
In case the first TFC in the TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.1a.2
Downlink 

6.11.5.4.1.1a.2.1
Transport channel parameters

6.11.5.4.1.1a.2.1.1
Transport channel parameters for DL:1.7 kbps SRBs for DCCH

See clause 6.10.3.4.1.1a.2.1.1.

6.11.5.4.1.1a.2.1.2
TFCS

See clause 6.10.3.4.1.1a.2.1.2.

6.11.5.4.1.1a.2.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	160 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.60

	
	Repetition period 
	8

	
	Repetition length 
	2

	NOTE:
In case the first TFC in the TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.2.1
Uplink

6.11.5.4.1.2.1.1
Transport channel parameters

6.11.5.4.1.2.1.1.1
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.2.1.1.2
TFCS

See clause 6.10.3.4.1.2.1.1.2.

6.11.5.4.1.2.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	160 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	1

	NOTE:
In case the first TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.2.2
Downlink

6.11.5.4.1.2.2.1
Transport channel parameters

6.11.5.4.1.2.2.1.1
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.2.2.1.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.11.5.4.1.2.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	160 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	1

	NOTE:
In case the first TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.2a
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe)

6.11.5.4.1.2a.1
Uplink

6.11.5.4.1.2a.1.1
Transport channel parameters

6.11.5.4.1.2a.1.1.1
Transport channel parameters for UL:3.4 kbps SRBs for DCCH (multiframe)
	Higher layer
	RAB/signalling RB
	SRB#1
	SRB#2
	SRB#3
	SRB#4

	
	User of Radio Bearer
	RRC
	RRC
	NAS_DT
High priority
	NAS_DT
Low priority

	RLC
	Logical channel type
	DCCH
	DCCH
	DCCH
	DCCH

	
	RLC mode
	UM
	AM
	AM
	AM

	
	Payload sizes, bit
	136
	128
	128
	128

	
	Max data rate, bps
	3 400
	3 200
	3 200
	3 200

	
	AMD/UMD PDU header, bit
	8
	16
	16
	16

	MAC
	MAC header, bit
	4
	4
	4
	4

	
	MAC multiplexing
	4 logical channel multiplexing

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	148 (alt. 0,148) (note)

	
	TFS
	TF0, bits
	0x148 (alt. 1x0) (note)

	
	
	TF1, bits
	1x148

	
	TTI, ms
	10

	
	Coding type
	CC 1/3

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	516

	
	Max number of bits/radio frame before rate matching
	516

	
	RM attribute
	155 to 165

	NOTE:
Alternative parameters enable the measurement "transport channel BLER" in the UTRAN.


6.11.5.4.1.2a.1.1.2
TFCS

See clause 6.10.3.4.1.2.1.1.2.

6.11.5.4.1.2a.1.2
Physical channel parameters
	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF8 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	336 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bit

	
	SS / radio frame
	2x2 bit

	
	Puncturing Limit
	0.64

	
	Repetition period 
	8

	
	Repetition length 
	2

	NOTE:
In case the first TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.2a.2
Downlink

6.11.5.4.1.2a.2.1
Transport channel parameters

6.11.5.4.1.2a.2.1.1
Transport channel parameters for DL:3.4 kbps SRBs for DCCH (multiframe)
	Higher layer
	RAB/signalling RB
	SRB#1
	SRB#2
	SRB#3
	SRB#4

	
	User of Radio Bearer
	RRC
	RRC
	NAS_DT
High priority
	NAS_DT
Low priority

	RLC
	Logical channel type
	DCCH
	DCCH
	DCCH
	DCCH

	
	RLC mode
	UM
	AM
	AM
	AM

	
	Payload sizes, bit
	136
	128
	128
	128

	
	Max data rate, bps
	3 400
	3 200
	3 200
	3 200

	
	AMD/UMD PDU header, bit
	8
	16
	16
	16

	MAC
	MAC header, bit
	4
	4
	4
	4

	
	MAC multiplexing
	4 logical channel multiplexing

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	148 (alt. 0, 148) (note)

	
	TFS
	TF0, bits
	0x148 (alt. 1x0) (note)

	
	
	TF1, bits
	1x148

	
	TTI, ms
	10

	
	Coding type
	CC 1/3

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	516

	
	Max number of bits/radio frame before rate matching
	516

	
	RM attribute
	155 to 165

	NOTE:
Alternative parameters enable the measurement "transport channel BLER" in the UE.


6.11.5.4.1.2a.2.1.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.11.5.4.1.2a.2.2
Physical channel parameters
	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 16 x 2 code x 2 time slots

	
	Max. Number of data bits / radio frame
	336 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.64

	
	Repetition period 
	8

	
	Repetition length 
	2

	NOTE:
In case the first TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH

6.11.5.4.1.3.1
Uplink

6.11.5.4.1.3.1.1
Transport channel parameters

6.11.5.4.1.3.1.1.1
Transport channel parameters for UL:13.6 kbps SRBs for DCCH

See clause 6.10.3.4.1.3.1.1.1.

6.11.5.4.1.3.1.1.2
TFCS

See clause 6.10.3.4.1.3.1.1.2.

6.11.5.4.1.3.1.2 
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF8 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	336 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bit

	
	SS / radio frame
	2x2 bit

	
	Puncturing Limit
	0.64

	NOTE:
In case the first TFCS is not configured, the TFCI code word will be 4 bit.


6.11.5.4.1.3.2
Downlink

6.11.5.4.1.3.2.1
Transport channel parameters

6.11.5.4.1.3.2.1.1
Transport channel parameters for DL:13.6 kbps SRBs for DCCH

See clause 6.10.3.4.1.3.2.1.1.

6.11.5.4.1.3.2.1.2
TFCS

See clause 6.10.3.4.1.3.2.1.2.

6.11.5.4.1.3.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 16 x 2 code x 2 time slots

	
	Max. Number of data bits / radio frame
	336 bits

	
	TFCI code word / radio frame
	8 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.64

	NOTE:
In case the first TFCS is not configured, the TFCI code word will be 4 bit.


…
<<END OF MODIFIED SECTION>>
<<START OF MODIFIED SECTION>>
6.11.5.4.6
Combinations on DPCH and HS-PDSCH
6.11.5.4.6.1
Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6.11.5.4.6.1.1
Uplink

See clause 6.11.5.4.1.23a.1.

6.11.5.4.6.1.2
Downlink

6.11.5.4.6.1.2.1
Transport channel parameters

6.11.5.4.6.1.2.1.1
Transport channel parameters for HS-DSCH

6.11.5.4.6.1.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320 (alt. 640)

	
	Max data rate, bps
	depends on UE category

NOTE1

	
	AMD PDU header, bit
	16

	MAC
	MAC-d header, bit 
	0

	
	MAC multiplexing
	N/A

	
	MAC-d PDU size, bit
	336 (alt. 656)

	
	MAC-hs header fixed part, bit
	21

	Layer 1
	TrCH type
	HS-DSCH

	
	TTI
	5 ms

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE:
The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs PDU (see 3GPP TS 25.321 [38]).


6.11.5.4.6.1.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.1.2.1.2.1
Transport channel parameters for UL:3.4 DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1
6.11.5.4.6.1.2.1.2.2
TFCS

See clause 6.10.2.4.1.2.2.1.2.

6.11.5.4.6.1.2.2
Physical channel parameters

6.11.5.4.6.1.2.2.1
Physical channel parameters on DPCH

See clause 6.11.5.4.1.2.2.2.

6.11.5.4.6.1.2.2.2
Physical channel parameters on HS-PDSCH

Note that each alternative configuration in physical channel parameters is stand-alone and can be associated with any of the RAB alternatives in the transport channel parameters.

UE HS-DSCH Physical Layer category 1:

	HS-PDSCH
	Number of processes
	4, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	1.2 Mbps, (alt. 600 kbps)


UE HS-DSCH Physical Layer category 2:

	HS-PDSCH
	Number of processes
	6, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	1.2 Mbps, (alt. 900 kbps)


UE HS-DSCH Physical Layer category 3:

	HS-PDSCH
	Number of processes
	8

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	1.2 Mbps


UE HS-DSCH Physical Layer category 4:

	HS-PDSCH
	Number of processes
	4, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	1.2 Mbps, (alt. 600 kbps)


UE HS-DSCH Physical Layer category 5:

	HS-PDSCH
	Number of processes
	6, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	1.2 Mbps, (alt. 900 kbps)


UE HS-DSCH Physical Layer category 6:

	HS-PDSCH
	Number of processes
	8

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	1.2 Mbps


UE HS-DSCH Physical Layer category 7:

	HS-PDSCH
	Number of processes
	4, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.0 Mbps, (alt. 1.0 Mbps)


UE HS-DSCH Physical Layer category 8:

	HS-PDSCH
	Number of processes
	6, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.0 Mbps, (alt. 1.5 Mbps)


UE HS-DSCH Physical Layer category 9:

	HS-PDSCH
	Number of processes
	8

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.0 Mbps


UE HS-DSCH Physical Layer category 10:

	HS-PDSCH
	Number of processes
	4, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.0 Mbps, (alt. 1.0 Mbps)


UE HS-DSCH Physical Layer category 11:

	HS-PDSCH
	Number of processes
	6, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.0 Mbps, (alt. 1.5 Mbps)


UE HS-DSCH Physical Layer category 12:

	HS-PDSCH
	Number of processes
	8

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.0 Mbps


UE HS-DSCH Physical Layer category 13:

	HS-PDSCH
	Number of processes
	4, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.6 Mbps, (alt. 1.3 Mbps)


UE HS-DSCH Physical Layer category 14:

	HS-PDSCH
	Number of processes
	6, (alt. 8)

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.6 Mbps, (alt. 1.9 Mbps)


UE HS-DSCH Physical Layer category 15:

	HS-PDSCH
	Number of processes
	8

	
	Process memory size
	Split equally among all processes

	
	Max Data Rate
	2.6 Mbps


6.11.5.4.6.1a
Interactive or background / UL:8 (multiframe) DL: [max bit rate depending on UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe) (REL-5)
6.11.5.4.6.1a.1
Uplink

6.11.5.4.6.1a.1.1
Transport channel parameters

6.11.5.4.6.1a.1.1.1
Transport channel parameters for Interactive or background / UL:8 kbps (multiframe) / PS RAB
	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320 (alt. 128)

	
	Max data rate, bps
	8 000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336 (alt. 144)

	
	TFS
	TF0, bits
	0x336 (alt. 0x144)

	
	
	TF1, bits
	1x336 (alt 1x144)

	
	
	TF2, bits
	2x336 (alt. 5x144)

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	2 124 (alt. 2 412)

	
	Max number of bits/radio frame before rate matching
	1 062 (alt. 1 206)

	
	RM attribute
	135 to 175


6.11.5.4.6.1a.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH(multiframe)
See clause 6.11.5.4.1.2a.1.1.1.

6.11.5.4.6.1a.1.1.3
TFCS
See clause  6.10.2.4.1.23d.1.1.3.
6.11.5.4.6.1a.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 2 x 1 code x 2 time slots

	
	Max. Number of data bits/radio frame
	680bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Repetition period 
	8

	
	Repetition length 
	2

	
	Puncturing limit
	0.80 (alt. 0.72) 


6.11.5.4.6.1a.2
Downlink

6.11.5.4.6.1a.2.1
Transport channel parameters

6.11.5.4.6.1a.2.1.1
Transport channel parameters for HS-DSCH
6.11.5.4.6.1a.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.6.1.2.1.1.1.
6.11.5.4.6.1a.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.1a.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH (multiframe)

See clause 6.10.3.4.1.2a.2.1.1.

6.11.5.4.6.1a.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2. 

6.11.5.4.6.1a.2.2
Physical channel parameters

6.11.5.4.6.1a.2.2.1
Physical channel parameters on DPCH

See clause 6.11.5.4.1.2a.2.2.

6.11.5.4.6.1a.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.11.5.4.6.1.2.2.2.
6.11.5.4.6.2
Interactive or background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6.11.5.4.6.2.1
Uplink

See clause 6.11.5.4.1.23b.1.

6.11.5.4.6.2.2
Downlink
See clause 6.11.5.4.6.1.2.
6.11.5.4.6.2a
Interactive or background / UL:16(multiframe) DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
6.11.5.4.6.2a.1
Uplink

6.11.5.4.6.2a.1.1
Transport channel parameters

6.11.5.4.6.2a.1.1.1
Transport channel parameters for Interactive or background / UL:16 kbps / PS RAB(multiframe)
	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320 (alt. 128) 

	
	Max data rate, bps
	16 000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336 (alt. 144)

	
	TFS
	TF0, bits
	0x336 (alt. 0x144)

	
	
	TF1, bits
	1x336 (alt. 1x144)

	
	
	TF2, bits
	2x336 (alt. 3x144)

	
	
	TF3, bits
	3x336 (alt. 7x144)

	
	
	TF4, bits
	4x336 (alt. 10x144)

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	4 236 (alt. 4 812)

	
	Max number of bits/radio frame before rate matching
	2 118 (alt. 2 406)

	
	RM attribute
	130 to 170


6.11.5.4.6.2a.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH(multiframe)
See clause 6.11.5.4.1.2a.1.1.1.

6.11.5.4.6.2a.1.1.3
TFCS

See clause  6.10.2.4.1.26.1.1.3.
6.11.5.4.6.2a.1.2
Physical channel parameters

	DPCH Uplink
	
	Physical 1
	Physical 2

	
	Modulation
	QPSK
	QPSK

	
	Codes and time slots / radio frame
	SF2 x 1 code x 2 time slots
	SF1 x 1 code x 2 time slots

	
	Max. Number of data bits/radio frame
	1 384 bits
	2 792 bits

	
	TFCI code word / radio frame
	16 bits
	16 bits

	
	TPC / radio frame
	2x2 bits
	2x2 bits

	
	SS / radio frame
	2x2 bits
	2x2 bits

	
	Repetition period 
	4
	8

	
	Repetition length 
	1
	2

	
	Puncturing limit
	0.48  (alt. 0.40)
	0.96 (alt. 0.84）


6.11.5.4.6.2a.2
Downlink
See clause 6.11.5.4.6.1a.2.
6.11.5.4.6.3 
Interactive or background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6.11.5.4.6.3.1
Uplink

See clause 6.10.3.4.1.23c.1.
6.11.5.4.6.3.2
Downlink
See clause 6.11.5.4.6.1.2.
6.11.5.4.6.3a
Interactive or background / UL:32(multiframe) DL: [max bit rate depending on UE category] / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
6.11.5.4.6.3a.1
Uplink

6.11.5.4.6.3a.1.1
Transport channel parameters

6.11.5.4.6.3a.1.1.1
Transport channel parameters for Interactive or background / UL:32 kbps / PS RAB(multiframe)
	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320 (alt. 128) 

	
	Max data rate, bps
	32 000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336 (alt. 144)

	
	TFS
	TF0, bits
	0x336 (alt. 0x144)

	
	
	TF1, bits
	1x336 (alt. 1x144)

	
	
	TF2, bits
	2x336  (alt. 7x144)

	
	
	TF3, bits
	4x336 (alt 14x144)

	
	
	TF4, bits
	8x336 (alt. 20x144)

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	8 460 ( alt. 9 612)

	
	Max number of bits/radio frame before rate matching
	4 230 (alt. 4 806)

	
	RM attribute
	120 to 160


6.11.5.4.6.3a.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH(multiframe)
See clause 6.11.5.4.1.2a.1.1.1.

6.11.5.4.6.3a.1.1.3
TFCS

See clause  6.10.2.4.1.28.1.1.3.
6.11.5.4.6.3a.1.2
Physical channel parameters
	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF1 x 1 codes x 2 time slots

	
	Max. Number of data bits/radio frame
	2 792 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame 
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Repetition period 
	8

	
	Repetition length 
	2

	
	Puncturing limit
	0.56 (alt. (0.48)


6.11.5.4.6.3a.2
Downlink
See clause 6.11.5.4.6.1a.2.
6.11.5.4.6.4
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6.11.5.4.6.4.1
Uplink

See clause 6.11.5.4.1.26.1.
6.11.5.4.6.4.2
Downlink
See clause 6.11.5.4.6.1.2.
6.11.5.4.6.5
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6.11.5.4.6.5.1
Uplink

See clause 6.11.5.4.1.28.1.
6.11.5.4.6.5.2
Downlink
See clause 6.11.5.4.6.1.2.
6.11.5.4.6.6
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
6.11.5.4.6.6.1
Uplink

See clause 6.11.5.4.1.38c.1.

6.11.5.4.6.6.2
Downlink

6.11.5.4.6.6.2.1
Transport channel parameters

6.11.5.4.6.6.2.1.1
Transport channel parameters for HS-DSCH

See clause 6.11.5.4.6.1.2.1.1.

6.11.5.4.6.6.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.6.2.1.2.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.2.1.1.

6.11.5.4.6.6.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.11.5.4.6.6.2.1.2.3
TFCS

See clause 6.10.2.4.1.4.2.1.3.

6.11.5.4.6.6.2.2
Physical channel parameters

6.11.5.4.6.6.2.2.1
Physical channel parameters on DPCH

See clause 6.10.2.4.1.4.2.2.

6.11.5.4.6.6.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.11.5.4.6.1.2.2.2.
6.11.5.4.6.7
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
6.11.5.4.6.7.1
Uplink

See clause 6.11.5.4.1.40.1.

6.11.5.4.6.7.2
Downlink
See clause 6.11.5.4.6.6.2.
6.11.5.4.6.8
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
6.11.5.4.6.8.1


Uplink

See clause 6.11.5.4.1.51.1.

6.11.5.4.6.8.2
Downlink

6.11.5.4.6.8.2.1
Transport channel parameters

6.11.5.4.6.8.2.1.1
Transport channel parameters for HS-DSCH

See clause 6.11.5.4.6.1.2.1.1.

6.11.5.4.6.8.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.8.2.1.2.1
Transport channel parameters for Conversational / unknown / DL:64 kbps / CS RAB

See clause 6.10.3.4.1.13.2.1.1.

6.11.5.4.6.8.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.11.5.4.6.8.2.1.2.3
TFCS

See clause 6.10.3.4.1.13.2.1.3.

6.11.5.4.6.8.2.2
Physical channel parameters

6.11.5.4.6.8.2.2.1
Physical channel parameters on DPCH

See clause 6.11.5.4.1.13.2.2.

6.11.5.4.6.8.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.11.5.4.6.1.2.2.2.
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