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	Reason for change:
(

	1.  The Moving Scenario and Periodic Update Performance Test cannot be run for more than 300 seconds due to the expiration of the T3241 (300 second) timer in the UE which is started when the LCS signalling begins.  300 seconds is too short a duration to obtain enough fixes for statistical significance.
2.  There is no known solution for testing Rel-6 UEs in CELL_FACH state for test durations longer than 300s.  

	
	

	Summary of change:
(

	1.   Change paging cause of Moving Scenario and Periodic Update Performance Test in CELL_DCH state to voice call.  Placing the UE in a voice call (i.e paging cause is Terminating Conversational Call instad of High Priority Signalling), means that the T3241 timer does not start and hence the test can be run for the duration required by the test. 

2.  The Nominal Accuracy Test (instead of the Moving Scenario and Periodic Update Test) is run in CELL_FACH state ( in addition to CELL_DCH state). 
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not approved:
	Moving Scenario and Periodic Update Performance Test will not run for more than 300 seconds as the T3241 timer will expire causing the UE to release the connection. Statistical requirements cannot be met.
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5.1
General

This section defines the minimum performance requirements for both UE based and UE assisted FDD A‑GPS terminals. If a terminal supports both modes then it shall be tested in both modes.

The requirements are defined for CELL_DCH and CELL_FACH states.  All tests shall be performed in CELL_DCH state and the Nominal Accuracy Performance test case shall be also performed in CELL_FACH state.
<<Unchanged Sections Skipped>>

D.2.3
Specific message contents

The default message contents specified in clause 9.1 of TS 34.108 will be used for the Moving Scenario and Periodic Update test. For all Mimimum Performance TTFF Tests the default message contents specified in clause 9.1 of TS 34.108 will be used with the following exception. 
Contents of PAGING TYPE1:

	Information Element
	Value/remark

	Paging Cause
	Terminating High Priority Signalling


Contents of RRC CONNECTION SETUP:

For A-GPS performance testing in CELL_DCH state: The RRC Connection Setup is defined in clause 9.1.1 of TS 34.108 "Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)".

For A-GPS performance testing in CELL_FACH state: The RRC Connection Setup is defined in clause 9.1.1 of TS 34.108 "Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)".
Contents of RRC CONNECTION SETUP COMPLETE:

	Information Element
	Value/remark

	UE radio access capability
	

	    - UE positioning capability
	Defines the A-GPS mode the UE supports (UE-based, UE-assisted, or both). UE shall be tested for all modes it supports.
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