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8.3.7.1.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports GSM AMR,

-
UE supports GSM EFR,

-
UE supports GSM FR,

-
UE supports GSM HR,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U10 on cell 9.

Test Procedure

The SS brings the UE into call active state (CC state U10) with AMR. The SS  configures the appropriate traffic channel on the GSM cell, then sends HANDOVER FROM UTRAN COMMAND indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel on the target GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS through GSM cell.

Depending on the PIXIT parameters the above procedure is executed maximum four times, each time with a different target channel in the GSM cell.
For UEs where the PIXIT indicates support for the GSM/ DCS 1800 and/ or GSM/ PCS 1900 band, the whole test should be repeated to cover these frequencies in order to verify the correct handling of the IE "Frequency band".

Inter RAT handover is normally preceded by the configuration and activation of compressed mode (depending on UE capabilities/ PIXIT) and the configuration of inter- RAT measurements. The inter RAT handover is normally initiated by the SS upon receiving an event triggered measurement report. The verification of this functionality is covered by other subclauses.

Expected sequence

This sequence is performed for a maximum execution counter M = 1, 2, 3, 4, depending on the PIXIT parameters.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS bring the UE into UTRAN U10 state in cell 1

	2
	SS
	
	The SS configures a traffic channel on cell 9 (GSM cell):

for GSM AMR (M = 1); or

for GSM EFR (M = 2); or

for GSM FR (M = 3); or

for GSM HR (M = 4).

	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send on cell 1 (UTRAN cell) and the message indicates:

the target channel for GSM AMR (M = 1); or

the target channel for GSM EFR (M = 2); or

the target channel for GSM FR (M = 3); or

the target channel for GSM HR (M = 4).

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	6
	(
	HANDOVER ACCESS
	

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	PHYSICAL INFORMATION
	

	10
	(
	SABM
	

	11
	(
	UA
	

	12
	(
	HANDOVER COMPLETE
	The SS receives the message on the traffic channel of GSM cell.

	
	
	
	The SS performs a ‘postamble’ and restores both UE and SS to their initial state so that the test can be repeated from step 1 for executions 2,3 and 4 (if required).


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	now

	RAB Info
	

	     - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use  T314

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as Variable Length BIT STRING without Length Indicator. The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.


For execution 1:

HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 3


For execution 2:
HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 2


For execution 3:
HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 1


For execution 4:
HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 4 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 1


<End of Modified Section >

<Start of Next Modified Section >
8.3.7.2.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports UTRAN Streaming/unknown/uplink:14.4 DL:14.4 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports GSM 14.4 kbps data ( full rate traffic channel for 14.4 kbit/s user data (TCH/F14.4)),

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U10 on cell 9.

Test Procedure

The SS brings the UE into data call active state (CC state U10) with  Streaming/unknown/uplink:14.4 DL:14.4 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs . The SS  configures a 14.4 kbps data channel on the GSM cell, then sends a HANDOVER FROM UTRAN COMMAND indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel of the GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS in GSM cell.
UEs for which the PIXIT indicates support for the GSM/ DCS 1800 and/ or GSM/ PCS 1900 band, the test should cover these frequencies in order to verify the correct handling of the IE "Frequency band".

Inter RAT handover is normally preceded by the configuration and activation of compressed mode (depending on UE capabilities/ PIXIT) and the configuration of inter- RAT measurements. The inter RAT handover is normally initiated by the SS upon receiving an event triggered measurement report. The verification of this functionality is covered by other subclauses.
Expected sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS bring the UE into UTRAN U10 state in cell 1, the configuration is:

Streaming/unknown/uplink:14.4 DL:14.4 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs ;



	2
	SS
	
	The SS configures a traffic channel on cell 9 (GSM cell):

for GSM 14.4 kbps data .

	3
	(
	HANDOVER FROM UTRAN COMMAND GSM
	Send on cell 1 (UTRAN cell) and the message indicates:

the target channel

for GSM 14.4 kbps data

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	6
	(
	HANDOVER ACCESS
	

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	PHYSICAL INFORMATION
	

	10
	(
	SABM
	

	11
	(
	UA
	

	12
	(
	HANDOVER COMPLETE
	The SS receives the message on the traffic channel of GSM cell.

	
	
	
	


Specific message contents
HANDOVER FROM UTRAN COMMAND-GSM
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	now

	RAB Info
	

	     - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use  T314

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	GSM message List

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as BIT STRING(1..512). The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = data, 14.5 kbit/s radio interface rate (14.4 kbit/s user data (TCH/F14.4))


NOTE:
This test case requires that the size of the HANDOVER COMMAND does not exceed 64 octets. Whenever the contents for the 04.18 HANDOVER COMMAND is changed, a check is needed to verify that size constraint is still met. 

<End of Modified Section >

<Start of Next Modified Section >
8.3.7.3.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports UTRAN Streaming/unknown/uplink:28.8 DL:28.8 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports UTRAN Streaming/unknown/uplink:57.6 DL:57.6 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports GSM 14.4 kbps data ( full rate traffic channel for 14.4 kbit/s user data (TCH/F14.4)),

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

-
UE support CS and PS service.

Foreseen final state of the UE

The UE is in CC state U10 on cell 9.

Test Procedure

The SS brings the UE into data call active state (CC state U10) with a suitable configuration (e.g. Streaming/unknown/uplink:28.8 DL:28.8 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs for M = 1). The SS configures a 14.4 kbps data channel on the GSM cell, then sends a HANDOVER FROM UTRAN COMMAND indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel of the GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS in GSM cell.

Upon completion of the handover, depending on UE capabilities, the UE performs routing area update and (re-) establishes the connection towards the PS domain.

Depending on the PIXIT parameters the above procedure is executed maximum two times, each time with different target channel in the GSM cell.
Expected sequence

This sequence is performed for a maximum execution counter M = 1, 2 depending on the PIXIT parameters.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS bring the UE into UTRAN U10 state in cell 1, the configuration is:

Streaming/unknown/uplink:28.8 DL:28.8 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs (for M = 1);

Streaming/unknown/uplink:57.6 DL:57.6 kbps/CS RAB + uplink:3.4 DL:3.4 kbps SRBs (for M = 2).

	2
	SS
	
	The SS configures  a traffic channel on cell 9 (GSM cell):

for GSM 14.4 kbps data (M = 1 and 2).

	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send on cell 1 (UTRAN cell) and the message indicates:

the target channel

for GSM 14.4 kbps data (M = 1 and 2).

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	6
	(
	HANDOVER ACCESS
	

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	PHYSICAL INFORMATION
	

	10
	(
	SABM
	

	11
	(
	UA
	

	12
	(
	HANDOVER COMPLETE
	The SS receives the message on the traffic channel of GSM cell.

	13
	(
	ROUTING AREA UPDATE
	Conditional on Class A UE.

	
	
	
	The SS performs a ‘postamble’ and restores both UE and SS to their initial state so that the test can be repeated from step 1 for execution 2 (if required).


Specific message contents

For execution 1:

Same as the message contents of clause 8.3.7.2 Procedure 1 for M = 1.

For execution 2:

Same as the message contents of clause 8.3.7.2 Procedure 1 for M = 1.
<End of Modified Section >

<Start of Next Modified Section >
8.3.7.4.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports UTRAN AMR,

-
UE supports GSM FR,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U1 on cell 9.

Test Procedure

The  UE is triggered to initialise an MO speech call. During the call establishment phase, after the SS receives SETUP message the SS configures a dedicated channel on the GSM cell, then sends the UE an HANDOVER FROM UTRAN COMMAND indicating the dedicated channel in the target GSM cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel of the GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS in GSM cell.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	To trigger the UE to initialise an MO call

	2
	(
	SETUP
	U1

	3
	SS
	
	The SS configures a dedicated channel SDCCH on the GSM cell.

	4
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send on cell 1 (UTRAN cell) and the message indicates:

the dedicated channel SDCCH.

	5
	UE
	
	The UE accepts the handover command and switches to the GSM dedicated channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	6
	(
	HANDOVER ACCESS
	The SS receives this burst on the dedicated channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	HANDOVER ACCESS
	

	10
	(
	PHYSICAL INFORMATION
	

	11
	(
	SABM
	

	12
	(
	UA
	

	13
	(
	HANDOVER COMPLETE
	The SS receives the message on the dedicated channel of GSM cell.


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	now

	RAB Info
	Not present

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as Variable Length BIT STRING without Length Indicator. The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 4 in clause 26.6.5.2 of GSM 51.010 except that ‘Mode of first channel’ IE should be set to ‘signalling only’


<End of Modified Section >

<Start of Next Modified Section >
8.3.7.5.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports GSM FR,

-
UE supports UTRAN AMR,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810
- 
UE supports compressed mode (FDD only).

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS  brings the UE into call active state (CC state U10) with AMR. If the UE requires compressed mode (refer ICS/IXIT), the SS sends a PHYSICAL CHANNEL RECONFIGURATION message to the UE to configure the compressed mode pattern sequence parameters. When the PHYSICAL CHANNEL RECONFIGURATION COMPLETE is received from the UE, the SS sends a MEASUREMENT CONTROL message indicating two GSM cells of which only one is actually configured. This message is used to provide measurement control parameters (GSM RSSI) to the UE and to start compressed mode for the measurement if required according to the UE capabilities. The UE replies according to request by sending RRC: MEASUREMENT REPORT messages periodically to SS (reporting period is 4000 ms). 

The SS sends a HANDOVER FROM UTRAN COMMAND indicating a dedicated channel (not configured) of the target GSM cell to the UE through DCCH of the serving UTRAN cell. The UE receives the command and configures itself accordingly but can not complete the handover. The SS checks that the handover is failed by checking that the UE transmits the HANDOVER FROM UTRAN FAILURE message to the SS using the old UTRAN configuration.

After the handover failure, the UE re-activates compressed mode (if configured) and resumes periodic measurement reporting including sending MEASUREMENT REPORT messages periodically to SS.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS bring the UE into U10 state in UTRAN cell 1. If the UE does not require compressed mode (refer ICS/IXIT), then goto step 1c.

	1a
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Compressed mode pattern sequence parameters are loaded to UE.

	1b
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	1c
	(
	MEASUREMENT CONTROL
	SS provides GSM RSSI measurement control parameters to UE. Compressed mode for GSM RSSI measurement is started if required as per UE capabilities.

	1d
	(
	MEASUREMENT REPORT
	UE reports measurement results of GSM RSSI measurement to SS.

	
	
	
	

	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send on cell 1 (UTRAN cell) and the message indicates:

the target channel for GSM FR which does not exist in the GSM cell.

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	5
	(
	HANDOVER FROM UTRAN FAILURE
	The SS receives the message via the old UTRAN configuration.

	5a
	(
	MEASUREMENT REPORT
	The SS shall verify that the UE resumes periodic measurement reporting for GSM RSSI measurements


Specific message contents

PHYSICAL CHANNEL RECONFIGURATION (Step 1a)

Use the same message sub-type as in TS 34.108 titled "Speech in CS", with the following exceptions:

	Information Element
	Value/remark
	Version

	Downlink information common for all radio links
	
	

	         - DPCH compressed mode info
	
	

	          - TGPSI
	1
	

	          - TGPS Status Flag
	Deactivate
	

	          - TGCFN
	Not present
	

	          - Transmission gap pattern sequence configuration parameters
	
	

	           - TGMP
	GSM Carrier RSSI Measurement
	

	           - TGPRC
	Infinity
	

	           - TGSN
	4
	

	           - TGL1
	7
	

	           - TGL2
	Not present
	

	           - TGD
	Undefined
	

	           - TGPL1
	12
	

	           - TGPL2
	Not present
	R99 and REL-4 only

	           - RPP
	Mode 0
	

	           - ITP
	Mode 0
	

	           CHOICE UL/DL Mode
	UL&DL or UL-only or DL-only (depends on UE's Measurement capability)
	

	                - Downlink compressed mode method
	SF/2
	

	                - Uplink compressed mode method
	SF/2
	

	           - Downlink frame type
	A
	

	           - DeltaSIR1
	20 (2.0)
	

	           - DeltaSIRAfter1
	10 (1.0)
	

	           - DeltaSIR2
	Not Present
	

	           - DeltaSIR2After2
	Not Present
	

	           - N identify abort
	Not Present
	

	           - T Reconfirm abort
	Not Present
	

	          - TGPSI
	2
	

	          - TGPS Status Flag
	Deactivate
	

	          - TGCFN
	Not present
	

	          - Transmission gap pattern sequence configuration parameters
	
	

	           - TGMP
	GSM Initial BSIC identification
	

	           - TGPRC
	Infinity
	

	           - TGSN
	4
	

	           - TGL1
	7
	

	           - TGL2
	Not present
	

	           - TGD
	undefined
	

	           - TGPL1
	8
	

	           - TGPL2
	Not present
	R99 and REL-4 only

	           - RPP
	Mode 0
	

	           - ITP
	Mode 0
	

	           CHOICE UL/DL Mode
	UL&DL or UL-only or DL-only (depends on UE's Measurement capability)
	

	                - Downlink compressed mode method
	SF/2
	

	                - Uplink compressed mode method
	SF/2
	

	           - Downlink frame type
	A
	

	           - DeltaSIR1
	20 (2.0)
	

	           - DeltaSIRAfter1
	10 (1.0)
	

	           - DeltaSIR2
	Not Present
	

	           - DeltaSIR2After2
	Not Present
	

	           - N identify abort
	128
	

	           - T Reconfirm abort
	Not Present
	


MEASUREMENT CONTROL (Step 1c)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	    - Periodic Reporting / Event Trigger Reporting Mode
	Periodical reporting

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - inter-RAT measurement
	

	        - inter-RAT measurement object list
	

	            CHOICE Inter-RAT Cell Removal
	Remove all inter-RAT cells

	            - New inter-RAT cells
	

	                - inter-RAT cell id
	0

	                CHOICE Radio Access Technology
	GSM

	                   - Cell individual offset
	0 (0 dB)

	                   - Cell selection and re-selection info
	Not present

	                   - BSIC
	Value set to correspond with HANDOVER COMMAND IEs seen in TS 51.010 clause 26.6.5.1 M=2

	                   - Band indicator
	GSM/DCS-1800 or GSM/PCS-1900 (dependent on band used) 

	                   - BCCH ARFCN
	Value the same as HANDOVER COMMAND in TS 51.010 clause 26.6.5.1 M=2 (dependant on band used)

	                - inter-RAT cell id
	1

	                CHOICE Radio Access Technology
	GSM

	                   - Cell individual offset
	0 (0 dB)

	                   - Cell selection and re-selection info
	Not present

	                   - BSIC
	BSIC2

	                   - Band indicator
	GSM/DCS-1800 or GSM/PCS-1900 (dependent on band used) 

	                   - BCCH ARFCN
	Value according to the GSM band under test (see 3GPP 34.123-1 table 6.5 for details on the ARFCN)

	             - Cell for measurement
	Not present

	        - inter-RAT measurement quantity
	

	            - Measurement quantity for UTRAN quality estimate
	Not present

	            CHOICE system
	GSM

	                 - Measurement quantity
	GSM carrier RSSI

	                 - Filter coefficient
	0

	                 - BSIC verification required
	not required

	        - inter-RAT reporting quantity
	

	            UTRAN estimated quality
	FALSE

	            CHOICE system
	GSM

	                - Observed time difference to GSM cell reporting indicator
	FALSE

	                - GSM carrier RSSI reporting indicator
	TRUE

	         - Reporting cell status
	

	             CHOICE reported cell
	

	                 - Reported cells within active set or within 
	

	                    virtual active set or of the other RAT
	

	                     - Maximum number of reported cells
	6

	           CHOICE report criteria
	

	                - Periodical reporting criteria
	

	                     - Amount of reporting
	infinity

	                     - Reporting interval
	4000

	Physical channel information elements
	

	    - DPCH compressed mode status info
	If the UE requires compressed mode (refer ICS/IXIT), this IE is present and contains the IEs as follows. If the UE does not require compressed mode (refer ICS/IXIT), this IE is not present.

	        - TGPS reconfiguration CFN
	(Current CFN + (256 – TTI/10msec))mod 256

	        - Transmission gap pattern sequence
	

	            - TGPSI
	1

	            - TGPS status flag
	Activate

	            - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256

	            - TGPSI
	2

	            - TGPS status flag
	Deactivate

	            - TGCFN
	Not present


MEASUREMENT REPORT, if the UE requires compressed mode (refer ICS/IXIT)  (Step 1d and step 5a)
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Inter-RAT measured results list"

	        - Inter-RAT measured result list
	

	            - CHOICE system
	GSM

	                - Measured GSM cells
	

	                    - GSM carrier RSSI
	Check to see if present

	                    CHOICE BSIC
	Check to see if present

	                     - Observed time difference to GSM cell
	Check that not present

	                     - GSM carrier RSSI
	Check to see if present

	                     CHOICE BSIC
	Non verified BSIC

	                         - BCCH ARFCN
	Check that is set to the correct value according to the GSM band under test (see 3GPP 34.123-1 table 6.5 for details on the ARFCN) 

	                     - Observed time difference to GSM cell
	Check that not present

	Measured results on RACH
	Check that not present

	Additional Measured results
	Check that not present

	Event results
	Check that not present


MEASUREMENT REPORT, if the UE doesn’t requires compressed mode (refer ICS/IXIT)  (Step 1d and step 5a)
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Inter-RAT measured results list"

	        - Inter-RAT measured result list
	

	            - CHOICE system
	GSM

	                - Measured GSM cells
	

	                    - GSM carrier RSSI
	Check to see if present

	                    CHOICE BSIC
	verified BSIC

	                         - Inter-RAT cell id
	Check that is set to 0

	                     - Observed time difference to GSM cell
	Check that not present

	                     - GSM carrier RSSI
	Check to see if present

	                     CHOICE BSIC
	Non verified BSIC

	                         - BCCH ARFCN
	Check that is set to the correct value according to the GSM band under test (see 3GPP 34.123-1 table 6.5 for details on the ARFCN) 

	                     - Observed time difference to GSM cell
	Check that not present

	Measured results on RACH
	Check that not present

	Additional Measured results
	Check that not present

	Event results
	Check that not present


HANDOVER FROM UTRAN COMMAND-GSM

The contents of this message is identical to the HANDOVER FROM UTRAN COMMAND-GSM message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as BIT STRING (1..512). The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 1 and that the indicated target channel for GSM FR does not exist in the GSM cell


HANDOVER FROM UTRAN FAILURE

The contents of this message is identical to the HANDOVER FROM UTRAN FAILURE message specified in [9] TS 34.108 clause 9.

<End of Modified Section >

<Start of Next Modified Section >
8.3.7.7.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 section 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports GSM FR,

-
UE supports UTRAN AMR,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS brings the UE into call active state (CC state U10). The SS  activates a dedicated channel in the GSM cell, then sends HANDOVER FROM UTRAN COMMAND indicating a dedicated channel of the target GSM cell to the UE through DCCH using the UTRAN configuration. The UE receives the command, configures itself accordingly and sends the HANDOVER ACCESS burst. Upon receiving this burst, the SS turns off the dedicated channel indicated to the UE, so the UE cannot complete the handover. The SS checks that the UE reverts to the old UTRA configuration by checking that the UE transmits the HANDOVER FROM UTRAN FAILURE message to the SS via the old UTRAN configuration.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into UTRAN U10 state in cell 1.

	2
	SS
	
	The SS configures  a traffic channel on cell 9 (GSM cell).

	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send on cell 1 (UTRAN cell) and the message indicates:

The target channel for GSM FR in GSM Cell.

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the  HANDOVER FROM UTRAN COMMAND-GSM



	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell. 

	6
	(
	HANDOVER ACCESS
	

	7
	SS
	
	The target GSM Traffic Channel is Switched off

	8
	(
	HANDOVER FROM UTRAN FAILURE
	The SS receives the message via the old UTRAN configuration.

The cause in the IE "inter-RAT change failure" is set to "physical channel failure"


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM

The contents of this message is identical to the HANDOVER FROM UTRAN COMMAND-GSM message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as BIT STRING (1..512). The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 1


HANDOVER FROM UTRAN FAILURE

The contents of this message is identical to the HANDOVER FROM UTRAN FAILURE message specified in [9] TS 34.108 clause 9.
<End of Modified Section >

<Start of Next Modified Section >
8.3.7.9.4
Method of test

Initial conditions

System Simulator: 1 UTRAN cell. 
UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.Related 
ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS brings the UE into call active state (CC state U10) with AMR on the UTRAN cell. The SS then sends an HANDOVER FROM UTRAN COMMAND message including a configuration not supported by the UE in the HANDOVER COMMAND that is contained in the IE "GSM message", to the UE through DCCH using the UTRAN configuration. The UE receives the command and finds that the configuration given in Inter Rat message is not supported. The SS checks that the UE reverts to the old UTRA configuration by checking that the UE transmits the HANDOVER FROM UTRAN FAILURE message to the SS using the old UTRA configuration.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into UTRAN U10 state in cell 1

	2
	(
	HANDOVER FROM UTRAN COMMAND -GSM
	Send using the UTRAN configuration and the message carries an unsupported configuration.

	3
	(
	HANDOVER FROM UTRAN FAILURE
	The SS receives the message via the old UTRAN configuration.


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM

The contents of this message is identical to the HANDOVER FROM UTRAN COMMAND-GSM message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	RAB_Info
	Not present

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE  GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as Variable Length BIT STRING without Length Indicator. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the frequency band is set to a value not supported by the UE.


HANDOVER FROM UTRAN FAILURE

The contents of this message is identical to the HANDOVER FROM UTRAN FAILURE message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	Inter-RAT handover failure
	

	  -Inter-RAT handover failure cause
	configuration unacceptable


<End of Modified Section >

<Start of Next Modified Section >
8.3.7.12.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 section 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

SYSTEM INFORMATION BLOCK TYPE 1 (see specific message contents).

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

The 'timer poll' value in the SS RLC transmit entity should be set to 800 ms.
Related ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS and brings the UE into call active state (CC state U10) with AMR on the UTRAN cell. The SS configures a target dedicated channel on the GSM cell. The SS sends a HANDOVER FROM UTRAN COMMAND indicating a dedicated channel  of the target GSM cell to the UE through DCCH using the UTRAN configuration. The UE receives the command and configures itself accordingly but cannot complete the handover and wants to revert to the old configuration, but the UE cannot revert to the old configuration because the SS released the old configuration. The UE transmits a CELL UPDATE message on uplink CCCH with IE "Cell update cause" set to "radio link failure". The SS shall transmit CELL UPDATE CONFIRM message on downlink DCCH after receiving CELL UPDATE message. The UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC and subsequently transmits the HANDOVER FROM UTRAN FAILURE message to the SS using the new UTRA configuration, on the DCCH using AM RLC, setting the value of IE "failure cause" to " physical channel failure". In case of R99 or Rel-4, UE may transmit HANDOVER FROM UTRAN FAILURE message using uplink AM RLC and subsequently PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.
Expected sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into UTRAN U10 state in cell 1

	2
	SS
	
	The SS configures a dedicated GSM FR channel on the GSM cell.

	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send using the  UTRA configuration and the message indicates:

the target channel for GSM FR. 

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER COMMAND message that is contained within the HANDOVER FROM UTRAN COMMAND -GSM message

	4a
	SS
	
	SS removes the UTRAN physical channel (DPCH) allocated to the mobile to ensure UE will not be able to revert back to the old UTRAN configuration when handover failed

	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell. Upon receiving this burst, SS removes the target GSM Traffic Channel. As a result not only the handover will fail, but also the reversion to the old UTRA configuration.

	6
	(
	CELL UPDATE 
	The value "radio link failure" shall be set in IE "Cell update cause". 

	7
	(
	CELL UPDATE CONFIRM
	This message include IE "Physical channel information elements".

	8
	
	
	The SS configures the dedicated physical channel according to the IE "Physical channel information elements" included in the CELL UPDATE CONFIRM message.

	9
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	10
	(
	HANDOVER FROM UTRAN FAILURE
	The IE "failure cause" shall be set to "physical channel failure"

	
	
	
	Note: For R99 and Rel-4 UEs the messages in Steps 9 and 10 may be received in either order.


Specific message contents

Same as the message contents of clause 8.3.7.1 for Execution 3.

System Information Block type 1 (FDD)

Use the default system information block with the same type specified in clause 6.1.0b of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	- UE Timers and constants in connected mode
	

	           - T312
	2


CELL UPDATE (Step 6)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in TS 34.108, clause 9,with the following exceptions:
	Information Element
	Value/remark

	U-RNTI
	

	
- SRNC Identity
	Check to see if set to '0000 0000 0001'

	
- S-RNTI
	Check to see if set to '0000 0000 0000 0000 0001'

	Cell Update Cause
	"radio link failure"


CELL UPDATE CONFIRM (Step 7) (FDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS 34.108, clause 9,with the following exceptions:
	Information Element
	Value/remark
	Version

	U-RNTI
	Same as CELL UPDATE message in step 3
	

	RRC State indicator
	CELL_DCH
	

	CHOICE channel requirement
	Uplink DPCH info
	

	         -UplinkDPCH Info
	Same as specified in “Contents of RADIO BEARER SETUP message: AM or UM” for condition A2 (Speech CS) in TS 34.108 clause 9.1
	

	         - DPCCH power offset
	-40 (-80 dB)  
	

	         - PC Preamble
	1 frame
	

	         - SRB delay
	7 frames
	

	         - Power Control Algorithm
	Algorithm1
	

	         - TPC step size
	0 (1 dB)
	

	        - Scrambling code type
	Long
	

	        - Scrambling code number
	0 (0 to 16777215)
	

	        - Number of DPDCH
	Not Present(1)
	

	         - spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - Number of FBI bit
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set 
	

	Downlink information common for all radio links
	Same as specified in “Contents of RADIO BEARER SETUP message: AM or UM” for condition A2 (Speech CS) in TS 34.108 clause 9.1
	

	CHOICE Mode
	FDD
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Initialise
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	          - Power offset PPilot-DPDCH
	0
	

	          - DL rate matching restriction information
	Not Present
	

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 
	

	          - Fixed or Flexible Position
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	Not Present
	

	         - TX Diversity mode
	None
	

	         - SSDT information
	Not Present
	R99 and Rel-4 only

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512
	

	Downlink information for each radio links
	
	

	         - Primary CPICH info
	
	

	          - Primary scrambling code
	100
	

	         - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	         - DPCH frame offset
	Set to value: Default DPCH Offset value (as currently stored in SS) mod 38400
	

	         - Secondary CPICH info
	Not Present
	

	         - DL channelisation code
	
	

	          - Secondary scrambling code
	2
	

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - Code number
	SF-1(SF is reference to TS34.108 clause 6.10 Parameter Set)
	

	          - Scrambling code change
	No change
	

	         - TPC combination index
	0
	

	         - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	         - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	R99 and Rel-4 only


CELL UPDATE CONFIRM (Step 7) (3.84 Mcps TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS34.108, clause 9, with the following exceptions:
	Information Element
	Value/remark

	U-RNTI
	Same as CELL UPDATE message in step 3

	RRC State indicator
	CELL_DCH

	Frequency info
	

	   - CHOICE mode
	TDD

	        - UARFCN (Nt)
	Reference to TS34.108 clause 5.1 Test frequencies

	Maximum allowed UL TX power
	30dBm

	CHOICE Mode
	TDD

	Downlink information for each radio links
	

	         - Primary CCPCH info
	

	          - CHOICE mode
	TDD

	            - CHOICE TDD option
	3.84 Mcps TDD

	             - CHOICE SyncCase
	Not Present

	           - Cell Parameters ID
	Not Present

	           - Block STTD indicator
	FALSE

	         - Downlink DPCH info for each RL
	

	           - CHOICE mode
	TDD

	             - DL CCTrCh List
	

	              - TFCS ID
	1

	              - Time info
	

	                 - Activation time
	Not Present (default)

	                 - Duration
	Not Present (default)

	             - Common timeslot info
	Not Present (default)

	             - Downlink DPCH timeslots and codes
	Not Present (default)

	          - UL CCTrCH TPC List
	Not Present (default)


CELL UPDATE CONFIRM (Step 7) (1.28 Mcps TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	U-RNTI
	Same as CELL UPDATE message in step 3

	RRC State indicator
	CELL_DCH

	Frequency info
	

	   - CHOICE mode
	TDD

	        - UARFCN (Nt)
	Reference to TS34.108 clause 5.1 Test frequencies

	Maximum allowed UL TX power
	30dBm

	CHOICE Mode
	TDD

	Downlink information for each radio links
	

	         - Primary CCPCH info
	

	          - CHOICE mode
	TDD

	            - CHOICE TDD option
	1.28 Mcps TDD

	             - TSTD indicator
	FALSE

	           - Cell Parameters ID
	Not Present

	           - Block STTD indicator
	FALSE

	         - Downlink DPCH info for each RL
	

	           - CHOICE mode
	TDD

	             - DL CCTrCh List
	

	              - TFCS ID
	1

	              - Time info
	

	                 - Activation time
	Not Present (default)

	                 - Duration
	Not Present (default)

	             - Common timeslot info
	Not Present (default)

	             - Downlink DPCH timeslots and codes
	Not Present (default)

	          - UL CCTrCH TPC List
	Not Present (default)


HANDOVER FROM UTRAN COMMAND

The contents of this message is identical to the HANDOVER FROM UTRAN COMMAND-GSM message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as BIT STRING (1..512). The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 1


PHYSICAL CHANNEL RECONFIGURATION COMPLETE (Step 9)

Use the same message found in TS 34.108 clause 9, with the exceptions of the following IEs:

	Information Element
	Value/remark

	Uplink counter synchronisation info
	Not Checked


HANDOVER FROM UTRAN FAILURE (Step 10)

The contents of this message are identical to the HANDOVER FROM UTRAN FAILURE message specified in [9] TS 34.108 clause 9.
<End of Modified Section >

<Start of Next Modified Section >
8.3.7.13.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010-1 26.6.5.1 section 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.
UE: CC State U0 (NULL state) in cell 1.
Related ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810.

Foreseen final state of the UE

The UE is in CC state U0 (NULL) on cell 1.

Test Procedure

The SS activates the UTRAN cell and GSM Cell. The UE is triggered to initialise an MO speech call. During the call establishment phase, the SS is configured to not transmit the RLC Acknowledgment for SETUP message. SS configures a dedicated channel in GSM Cell, then sends the UE an HANDOVER FROM UTRAN COMMAND indicating the dedicated channel in the target GSM cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel of the GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS in GSM cell. The SS checks MS correctly retransmits CC  SETUP message, that was not acknowledged by UTRAN RLC Layer before the Handover, following completion of the handover to GSM cell.
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	To trigger the UE to initialise an MO call

	2
	(
	SETUP
	SS does not Acknowledge it

	3
	SS
	
	The SS starts the GSM cell and configure a dedicated channel SDCCH.

	4
	(
	HANDOVER FROM UTRAN COMMANDGSM
	Send via the UTRA configuration and the message indicates:

the dedicated channel SDCCH.

	5
	UE
	
	The UE accepts the handover command and switches to the GSM dedicated channel specified in the  HANDOVER FROM UTRAN COMMAND-GSM

	6
	(
	HANDOVER ACCESS
	The SS receives this burst on the dedicated channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	HANDOVER ACCESS
	

	10
	(
	PHYSICAL INFORMATION
	

	11
	
	Void
	

	12
	
	Void
	

	13
	(
	HANDOVER COMPLETE
	The SS receives the message on the dedicated channel of GSM cell.

	14
	->
	SETUP
	The SS receives the message on the dedicated channel of GSM cell.

	15
	<-
	CHANNEL RELEASE
	


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM

The contents of this message is identical to the HANDOVER FROM UTRAN COMMAND-GSM message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	RAB_info
	Not present

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE  GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as Variable Length BIT STRING without Length Indicator. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 4 in clause 26.6.5.2 of GSM 51.010, except that the CHANNEL MODE IE is included with value = signalling only


<End of Modified Section >

<Start of Next Modified Section >
8.3.7.14.4
Method of test

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 26.6.5.1 shall be referenced for the default parameters of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Related ICS/IXIT statement(s)

-
UE supports both GSM and UTRAN Radio Access Technologies,

-
UE supports PS+CS

-
UE supports GSM AMR
-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810
Foreseen final state of the UE

The UE is in CC state U10 on cell 9.

Test Procedure

The SS brings the UE into call active state (CC state U10) with AMR with configuration (conversational/speech/uplink:12.2 DL:12.2 kbps/CS RAB + interactive/ background UL: 32kbps, DL :( max bit rate depending on UE category) PS RAB + uplink:3.4 DL3.4 kbps SRBs). PS RAB is configured with HS-DSCH. The SS configures the appropriate traffic channel on the GSM cell, then sends HANDOVER FROM UTRAN COMMAND indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel on the target GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS through GSM cell. SS receives GPRS SUSPENSION REQUEST from the UE.

SS disconnects the CS call and releases the RR connection.

Once RR connection is released, an RAU procedure is performed. To check that PDP context is active, SS  sends MODIFY PDP CONTEXT REQUEST and assigns new QoS in GPRS cell. The UE may or may not accept the new QoS and replies to the SS accordingly.

For UEs where the PIXIT indicates support for the GSM/ DCS 1800 and/ or GSM/ PCS 1900 band, the whole test should be repeated to cover these frequencies in order to verify the correct handling of the IE "Frequency band".

Inter RAT handover is normally preceded by the configuration and activation of compressed mode (depending on UE capabilities/ PIXIT) and the configuration of inter- RAT measurements. The inter RAT handover is normally initiated by the SS upon receiving an event triggered measurement report. The verification of this functionality is covered by other subclauses.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS bring the UE into UTRAN U10 state and PS RAB with HS-DSCH active in cell 1

	2
	SS
	
	The SS configures a traffic channel on cell 9 (GSM cell):

for GSM AMR (M = 1); or



	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send on cell 1 (UTRAN cell) and the message indicates:



	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	6
	(
	HANDOVER ACCESS
	

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	PHYSICAL INFORMATION
	

	10
	(
	SABM
	

	11
	(
	UA
	

	12
	(
	HANDOVER COMPLETE
	The SS receives the message on the traffic channel of GSM cell.

	13
	(
	GPRS SUSPENSION REQUEST
	UE sends GPRS SUSPENSION REQUEST on FACCH.Suspension cause value is not checked

	14
	(
	CHANNEL RELEASE
	SS disconnects the CS call and releases the RR connection. The GPRS Resumption IE is included and is set to “resumption of GPRS services successfully acknowledged.”

	15
	(
	ROUTING AREA UPDATE REQUEST
	GMM “update type” = ‘combined RA/LA updating’

	16
	(
	ROUTING AREA UPDATE ACCEPT
	GMM. P-TMSI is included

	17
	(
	ROUTING AREA UPDATE COMPLETE
	

	18
	(
	MODIFY PDP CONTEXT REQUEST 
	SS requests the modification of a PDP context, with a new QoS  (peak throughput is changed to ‘0011’)

	A19
	(
	MODIFY PDP CONTEXT ACCEPT
	UE behaviour type A: Accept the PDP context modification

	B19
	(
	DEACTIVATE PDP CONTEXT REQUEST
	UE behaviour type B: Initiate the PDP context deactivation. Cause set to 'QoS not accepted'

	B19a
	(
	DEACTIVATE PDP CONTEXT ACCEPT
	UE behaviour type B: Accept the PDP context deactivation.

	B19b
	(
	DETACH REQUEST
	UE behaviour type B: A non-auto attach UE may (optionally) send a Detach Request. The SS shall wait up to 'T3390' seconds for the Detach Request. 

	B19c
	(
	DETACH ACCEPT
	If the UE transmitted a Detach Request message in step B20b then the SS responds with a Detach Accept message.


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	now

	RAB Info
	

	     - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use T314

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as Variable Length BIT STRING without Length Indicator. The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.

	
	


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 3


<End of Modified Section >

<Start of Next Modified Section >
8.3.7.16.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 9 is GPRS with BCCH. 51.010 clause 40.1.1 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9 

UE: Registered Idle Mode on CS/PS  (state 7) as specified in clause 7.4 of TS 34.108

Related ICS/IXIT statements
-
UE supports both GSM and UTRAN Radio Access Technologies,

· UE supports UTRAN Conversational /Speech UL: 12.2kbps DL: 12.2 kbps /CS RAB+ Interactive or Background UL: 64kbps DL: 64kbps /PS RAB + uplink: 3.4 DL: 3.4 kbps SRBs

· UE supports UE operation mode A: PS and CS simultaneously

· UE supports GPRS operation mode class B
· UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810
Foreseen final state of the UE

UE is in packet Idle mode on cell 9
Test Procedure

The SS brings the UE into call active state (CC state U10) with conversational/speech /uplink: 12.2 DL: 12.2 kbps/CS RAB + UL: 3.4 DL: 3.4 kbps SRBs. During call active state, SS configures PS RAB with Interactive or Background/UL: 64 kbps DL: 64 kbps configuration. The SS configures an appropriate traffic channel on the GSM cell. SS sends a HANDOVER FROM UTRAN COMMAND indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel of the GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS in GSM cell. SS receives GPRS SUSPENSION REQUEST  from the UE.
SS disconnects the CS call and releases the RR connection.
Once RR connection is released, an RAU procedure is performed. To check that PDP context is active, SS  sends MODIFY PDP CONTEXT REQUEST and assigns new QoS in GPRS cell. The UE may or may not accept the new QoS and replies to the SS accordingly.
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	
	The SS brings the UE into UTRAN U10 state in cell 1 with configuration:

Conversational/Speech/uplink: 12.2 DL: 12.2 kbps/CS RAB + uplink: 3.4 DL: 3.4 kbps SRBs



	2
	(
	SS executes Procedure P19 (clause 7.4.2.8.1.2) specified in TS 34.108
	Session Setup is initiated from UE side. PS RAB configuration is Interactive/Background UL: 64 kbps DL: 64 kbps/PS RAB + UL: 3.4kbps DL: 3.4kbps SRBs

	3
	
	SS
	The SS configures a traffic channel on cell 9 for GSM FR

	4
	(
	HANDOVER FROM UTRAN COMMAND
	Send on cell 1 (UTRAN cell) and the message indicates:

the target channel for GSM

	5
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	6
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	HANDOVER ACCESS
	

	10
	(
	PHYSICAL INFORMATION
	

	11
	(
	SABM
	

	12
	(
	UA
	

	13
	(
	HANDOVER COMPLETE
	The SS receives the message on the traffic channel of GSM cell. 

	14
	(
	GPRS SUSPENSION REQUEST
	UE sends GPRS SUSPENSION REQUEST on FACCH.Suspension cause  value is not checked

	15
	(
	CHANNEL RELEASE
	SS disconnects the CS call and releases the RR connection. The GPRS Resumption IE is included and is set to “resumption of GPRS services successfully acknowledged.”

	16
	(
	ROUTING AREA UPDATE REQUEST
	GMM “update type” = ‘combined RA/LA updating’

	17
	(
	ROUTING AREA UPDATE ACCEPT
	GMM. P-TMSI is included

	18
	(
	ROUTING AREA UPDATE COMPLETE
	

	19
	(
	MODIFY PDP CONTEXT REQUEST 
	SS requests the modification of a PDP context, with a new QoS  ( peak throughput is changed to ‘0011’)

	A20
	(
	MODIFY PDP CONTEXT ACCEPT
	UE behaviour type A: Accept the PDP context modification

	B20
	(
	DEACTIVATE PDP CONTEXT REQUEST
	UE behaviour type B: Initiate the PDP context deactivation. Cause set to 'QoS not accepted'

	B20a
	(
	DEACTIVATE PDP CONTEXT ACCEPT
	UE behaviour type B: Accept the PDP context deactivation.

	B20b
	(
	DETACH REQUEST
	UE behaviour type B: A non-auto attach UE may (optionally) send a Detach Request. The SS shall wait up to 'T3390' seconds for the Detach Request. 

	B20c
	(
	DETACH ACCEPT
	If the UE transmitted a Detach Request message in step B20b then the SS responds with a Detach Accept message.


Specific message contents

HANDOVER FROM UTRAN COMMAND (step 4)
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	RAB Info
	

	     - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use T314

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	GSM message List

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as BIT STRING (1..512). The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate


<End of Modified Section >

<Start of Next Modified Section >
8.3.7.17.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 9 is GPRS with BCCH. 51.010 clause 40.1.1 shall be referenced for the default parameters, and  clause 26.6.5.1 shall be referenced for cell allocation of cell 9 

DTM  support is indicated in  SI6 for cell 9. MAX_LAPDm is set to 111.

UE: Registered Idle Mode on CS/PS  (state 7) as specified in clause 7.4 of TS 34.108

Related ICS/IXIT statements

-
UE supports both GSM and UTRAN Radio Access Technologies,

· UE supports UTRAN Conversational /Speech UL: 12.2kbps DL: 12.2 kbps /CS RAB+ Interactive or Background UL: 64kbps DL: 64kbps /PS RAB + uplink: 3.4 DL: 3.4 kbps SRBs

· UE supports UE operation mode A: PS and CS simultaneously

· UE supports DTM
· UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810
Foreseen final state of the UE

UE is in CC state U10 and packet Idle mode on cell 9

Test Procedure

The SS brings the UE into call active state (CC state U10) with conversational/speech /uplink: 12.2 DL: 12.2 kbps/CS RAB + UL: 3.4 DL: 3.4 kbps SRBs. During call active state, SS configures PS RAB with Interactive or Background/UL: 64 kbps DL: 64 kbps configuration. The SS configures an appropriate traffic channel on the GSM cell. SS sends a HANDOVER FROM UTRAN COMMAND indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel of the GSM cell. The SS checks whether the handover is performed by checking that the UE transmits the HANDOVER COMPLETE message to the SS in GSM cell. The RAU  procedure is perfomed.

To check that PDP context is active, SS  sends MODIFY PDP CONTEXT REQUEST and assigns new QoS in GPRS cell. The UE may or may not accept the new QoS and replies to the SS accordingly.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	
	The SS brings the UE into UTRAN U10 state in cell 1 with configuration: Conversational/Speech/uplink: 12.2 DL: 12.2 kbps/CS RAB + uplink: 3.4 DL: 3.4 kbps SRBs

	2
	(
	SS executes Procedure P19 (clause 7.4.2.8.1.2) specified in TS 34.108
	Session Setup is initiated from UE side. PS RAB configuration is Interactive/Background UL: 64 kbps DL: 64 kbps/PS RAB + UL: 3.4kbps DL: 3.4kbps SRBs

	3
	(
	SS
	The SS configures a traffic channel on cell 9 for GSM FR

	4
	(
	HANDOVER FROM UTRAN COMMAND
	Send on cell 1 (UTRAN cell) and the message indicates: the target channel for GSM

	5
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER FROM UTRAN COMMAND-GSM

	6
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell.

	7
	(
	HANDOVER ACCESS
	

	8
	(
	HANDOVER ACCESS
	

	9
	(
	HANDOVER ACCESS
	

	10
	(
	PHYSICAL INFORMATION
	

	11
	(
	SABM
	

	12
	(
	UA
	

	13
	(
	HANDOVER COMPLETE
	The SS receives the message on the traffic channel of GSM cell. 

	14
	(
	DTM INFORMATION
	MAX_LAPDm set to 111.

	15
	(
	GPRS INFORMATION
	Contains the ROUTING AREA UPDATE REQUEST message.

	16
	(
	GPRS INFORMATION
	Contains the ROUTING AREA UPDATE ACCEPT message, reallocating the UEs P-TMSI to C2345678Hex.

	17
	(
	GPRS INFORMATION
	Contains the ROUTING AREA UPDATE COMPLETE message.

	18
	(
	GPRS INFORMATION
	Contains the MODIFY PDP CONTEXT REQUEST to request the modification of a PDP context, with a new QoS  ( peak throughput is changed to ‘0011’)

	A19
	(
	GPRS INFORMATION
	Contains the MODIFY PDP CONTEXT ACCEPT to accept the PDP Context modification. 

	B19
	(
	GPRS INFORMATION
	Contains the DEACTIVATE PDP CONTEXT REQUEST.  Cause set to ‘QoS not accepted’

	B20
	(
	GPRS INFORMATION
	Contains the DEACTIVATE PDP CONTEXT ACCEPT  to accept  the PDP context deactivation.

	
	
	
	Steps B21-B22 are optional

	B21

(Optional)
	(
	GPRS INFORMATION
	Contains the DETACH REQUEST. This is sent optionally by a non-auto attach UE. behaviour type B: The SS shall wait up to ‘T3390’ seconds for the DETACH REQUEST. 

	B22

(Optional)
	(
	GPRS INFORMATION
	Contains the DETACH ACCEPT.


NOTE:
The UE follows either branch A or B after step 18

Specific message contents

HANDOVER FROM UTRAN COMMAND (step 4)
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	RAB Info
	

	     - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use T314

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	GSM message List

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as BIT STRING (1..512). The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND in clause 26.6.5.1 of TS 3GPP 51.010-1.


<End of Modified Section >

<Start of Next Modified Section >
8.3.9.1.4
Method of test

Initial conditions

System Simulator: 3 cells – Cell 1 is UTRAN FDD, Cell 2 is GPRS and Cell 3 is GSM. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2. 51.010 clause 26.6.5.1 shall be referenced for the default parameters of cell 3.

All cells belong to the same PLMN . UTRAN and GPRS cells belong to different location area.

The Inter-RAT Cell Info List of Cell 1 (UTRAN) refers to Cell 2 (GPRS) and Cell 3 (GSM).

The 3G Neighbour Cell Description of Cell 2 (GPRS) and Cell 3 (GSM) refers to Cell 1 (UTRAN).
UE: Power-Off (State 1) as specified in clause 7.4 of TS 34.108.

In SIB3 and SIB4 the IE “SsearchRAT”, is set to value “20dB”  in Cell 1 (UTRAN).
Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810
Step a-c:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Test Channel
	
	1

	CPICH Ec (FDD)
	dBm / 3.84 MHz
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-60

	Srxlev*
	dB
	19

	CellBarred
	
	Not barred


	Parameter
	Unit
	Cell 2 (GPRS)

	Test Channel
	
	1

	RF Signal Level
	dBm
	-75

	RXLEV_ACCESS_MIN
	dBm
	-100

	C1*
	dBm
	25

	FDD_Qmin
	dB
	-20

	FDD_Qoffset
	dBm
	0


	Parameter
	Unit
	Cell 3 (GSM)

	Test Channel
	
	2

	RF Signal Level
	dBm
	-85

	RXLEV_ACCESS_MIN
	dBm
	-100

	C1*
	dBm
	15

	FDD_Qmin
	dB
	-20

	FDD_Qoffset
	dBm
	0


Step d-f:

	Parameter
	Unit
	Cell 1 (UTRAN)

	CellBarred
	
	Not barred -> Barred

	Tbarred
	S
	80


Step i:

	Parameter
	Unit
	Cell 1 (UTRAN)

	CPICH Ec (FDD)
	dBm / 3.84 MHz
	-60 -> -90

	P-CCPCH RSCP (TDD)
	dBm
	-60 -> -90

	Srxlev*
	dB
	19 -> -11


Test procedure

a)
The SS activates cells 1, 2, and 3. The SS monitors cells 1, 2 and 3 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS brings the UE to PS-DCCH+DTCH_FACH (State 6-11). SS then sends SystemInformation Type 11 and 12 with FACH Measurement Occasions.

d)
The SS sets Cell 1 to be barred. 

e)
The SS sends SYSTEM INFORMATION CHANGE INDICATION message to UE to inform UE of the modification in the system information.

f)
The SS waits for channel request from the UE SS sends an IMMEDIATE ASSIGNMENT REJECT to bring the UE to idle mode..

g)
The SS pages the UE with PAGING TYPE 2 in Cell 1 (UTRAN), if UE does not respond by transmitting an upper layer message to answer this page, it means UE has released the UTRAN resources.

h)
The UE is switched off.

i)
Step a-h) is repeated with the same initial conditions except that in step d),  the signal level is reduced, so S will become negative instead of being barred.

Specific Message Contents
RADIO BEARER SETUP (Step c)

Use the same message as specified for PS-DCCH+DTCH_FACH (state 6-11)  in clause 7.4 of TS 34.108, except for the following:
	Information Element
	Value/remark

	New C-RNTI
	'0000 0000 0000 0001'


System Information Block type 11 (Step c)

Use the message type reference found in clause 6.1.0b of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD measurement indicator
	FALSE

	     - Inter-RAT measurement indicators
	GSM


System Information Block type 12 (Step c)

Use the message type reference found in clause 8.3.9 of TS 34.123-1, with the following exceptions:

	Information Element
	Value/remark

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD measurement indicator
	FALSE

	     - Inter-RAT measurement indicators
	GSM


<End of Modified Section >

<Start of Next Modified Section >
8.3.9.3.4
Method of test

Initial conditions

System Simulator: 2 cells – Cell 1 is UTRAN FDD, Cell 9 is GPRS with PBCCH. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 9.
All cells belong to the same PLMN.

The Inter-RAT Cell Info List of Cell 1 (UTRAN) refers to Cell 9 (GPRS).

The 3G Neighbour Cell Description of Cell 9 (GPRS) refers to Cell 1 (UTRAN)
UE: Power-Off (State 1) (UTRAN) as specified in clause 7.4 of TS 34.108.
In SIB3 and SIB4 the IE “SsearchRAT”, is set to value “20dB”  in Cell 1 (UTRAN).
Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810.

Step a-c:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Test Channel
	
	1

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-60

	Treselections
	s
	5

	R*
	dB
	-58

	CellBarred
	
	Not barred


	Parameter
	Unit
	Cell 9 (GPRS)

	Test Channel
	
	1

	RF Signal Level
	dBm
	-80

	R*
	dB
	-80

	CellBarred
	
	barred


Step d:
	Parameter
	Unit
	Cell 1 (UTRAN)

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60 -> -70

	P-CCPCH RSCP (TDD)
	dBm
	-60 -> -70

	R*
	dB
	-58 -> -68


	Parameter
	Unit
	Cell 9 (GPRS)

	RF Signal Level
	dBm
	-80 -> -50

	C1*
	dBm
	20 -> 50

	C32*
	dB
	20 -> 50

	R*
	dB
	-80 -> -50

	CellBarred
	
	barred


Test procedure

a)
The SS activates cells 1 and 9. The SS monitors cells 1and 9 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS brings the UE to PS-DCCH+DTCH_FACH (State 6-11). SS then sends SystemInformation Type 11 and 12 with FACH Measurement Occasions.

d)
The SS increases RF Signal Level of the GPRS Cell to -50 dBm and decreases the CPICH of the UMTS cell to -70 dBm so that the ranking of the UMTS cell goes lower than the GPRS cell.

e)
After the expiry of the timer Treselection, SS waits for 5 seconds to allow UE to read the system information for a GPRS cell and finds that the cell is barred. Later SS calls for generic procedure C.2 in cell 1 (UTRAN) to check that UE is in CELL_FACH state. The UE resumes the connection to UTRAN using the resources used before initiating the inter-RAT cell reselection procedure.

f)
The UE is switched off.

Specific Message Contents

RADIO BEARER SETUP (Step c)

Use the same message as specified for PS-DCCH+DTCH_FACH (state 6-11)  in clause 7.4 of TS 34.108, except for the following:
	Information Element
	Value/remark

	New C-RNTI
	'0000 0000 0000 0001'


Contents of System Information Block type 11 (FDD, Step c)

Use the same message type found in clause 6.1.0b of TS 34.108, with the following exceptions: 

	- FACH measurement occasion info
	
	

	  - FACH Measurement occasion cycle length coefficient
	
	3

	  - Inter-frequency FDD measurement indicator
	
	FALSE

	  - Inter-frequency TDD measurement indicator
	
	FALSE

	  - Inter-RAT measurement indicators
	
	

	    - RAT-Type
	
	GSM


Contents of System Information Block type 12 (FDD,Step c)

Use the message type reference found in clause 8.3.9 of TS 34.123-1, with the following exceptions:

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD measurement indicator
	FALSE

	     - Inter-RAT measurement indicators
	

	        - RAT-Type
	GSM


<End of Modified Section >

<Start of Next Modified Section >
8.3.9.5.4
Method of test

Initial conditions

System Simulator: 2 cells – Cell 1 is UTRAN FDD, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2.

All cells belong to the same PLMN . UTRAN and GPRS cells belong to different location area.

The Inter-RAT Cell Info List of Cell 1 (UTRAN) refers to Cell 2 (GPRS).

The 3G Neighbour Cell Description of Cell 2 (GPRS) refers to Cell 1 (UTRAN).
UE: Power-Off (State 1) as specified in clause 7.4 of TS 34.108.

In SIB3 and SIB4 the IE “SsearchRAT”, is set to value “20dB” in Cell 1 (UTRAN).
Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810
Step a-c:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Test Channel
	
	1

	CPICH Ec (FDD)
	dBm
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-60

	Qrxlevmin
	dBm
	-101

	Srxlev*
	dB
	41

	CellBarred
	
	Not barred


	Parameter
	Unit
	Cell 2 (GPRS)

	Test Channel
	
	1

	RF Signal Level
	dBm
	-70

	RXLEV_ACCESS_MIN
	dBm
	-100

	C1*
	dBm
	30

	FDD_Qmin
	dB
	-20

	FDD_Qoffset
	dBm
	0


Step d:

	Parameter
	Unit
	Cell 1 (UTRAN)

	Qoffset1s,n
	dBm
	-25


Test procedure

a)
The SS activates cells 1 and 2. The SS monitors cells 1and 2 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS brings the UE to PS-DCCH+DTCH_FACH (State 6-11). SS then sends SystemInformation Type 11 and 12 with FACH Measurement Occasions.d)
Qoffset value is modified at UTRAN such that it makes the GSM cell look the best.

e)
The SS sends SYSTEM INFORMATION CHANGE INDICATION message to UE to inform UE of the modification in the system information.

f)
Void.

g)
The SS monitors for random access requests from the UE.

h)
The SS pages the UE with PAGING TYPE 2 and PAGING TYPE 1 messages in Cell 1 (UTRAN), if UE does not respond by transmitting an upper layer message to answer this page, it means UE has released the UTRAN resources.

Specific Message Contents
RADIO BEARER SETUP (Step c)

Use the same message as specified for PS-DCCH+DTCH_FACH (state 6-11)  in clause 7.4 of TS 34.108, except for the following:
	Information Element
	Value/remark

	New C-RNTI
	'0000 0000 0000 0001'


System Information Block type 11 (Step c)

Use the message type reference found in clause 6.1.0b of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD measurement indicator
	FALSE

	     - Inter-RAT measurement indicators
	GSM


System Information Block type 12 (Step c)

Use the message type reference found in clause 8.3.9 of TS 34.123-1, with the following exceptions:

	Information Element
	Value/remark

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD measurement indicator
	FALSE

	     - Inter-RAT measurement indicators
	GSM


<End of Modified Section >

<Start of Next Modified Section >
8.3.11.1.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2.

All cells belong to the same PLMN . UTRAN and GPRS cells belong to different location area.

Cell 1- SIB 1 T309 set to 8 seconds (see specific message contents)
UE: PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, one PS domain RAB is established.

Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports UTRAN interactive/ background UL: 64kbps, DL: 64 kbps/PS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810
Test Procedure

The SS starts the UTRAN cell and brings the UE into PS-DCCH+DTCH_DCH (State 6-10). The SS starts GPRS cell, then sends CELL CHANGE ORDER FROM UTRAN indicating the target cell description, GPRS cell, to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel on the target GPRS cell. The SS checks whether the cell change is performed by checking that the UE receives a successful response to the CHANNEL REQUEST message from the SS through GPRS cell. The UE sends a RA UPDATE REQUEST message to indicate that the UTRAN UE context needs to be transferred to GPRS.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into PS-DCCH+DTCH_DCH (State 6-10) in cell 1

	2
	SS
	
	The SS configures cell 2 as a GSM cell with GPRS enabled

	3
	(
	CELL CHANGE ORDER FROM UTRAN
	Send on cell 1 (UTRAN cell) and the message indicates:

the target cell description for GPRS.

	4
	UE
	
	The UE accepts the cell change command and switches to the GPRS cell specified in the CELL CHANGE ORDER FROM UTRAN

	5
	(
	CHANNEL REQUEST
	The SS receives this burst on the RACH of cell 2 to establish temporary block flow (GPRS cell). It implies that the UE has switched to GPRS cell.

	6
	(
	IMMEDIATE ASSIGNMENT
	Uplink dynamic allocation. Sent on AGCH.

	7
	(
	ROUTING AREA UPDATE REQUEST
	


Specific message contents

SYSTEM INFORMATION BLOCK TYPE 1

Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	T309
	8 Sec


CELL CHANGE ORDER FROM UTRAN

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	Target cell description
	

	 - CHOICE Radio Access Technology
	

	     - GSM
	

	        - BSIC
	 BSIC of Cell 2

	        - Band Indicator
	 Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	        - BCCH ARFCN
	 Allocated BCCH ARFCN of Cell 2

	        - NC mode
	NOT PRESENT


<End of Modified Section >

<Start of Next Modified Section >
8.3.11.4.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2.

All cells belong to the same PLMN . UTRAN and GPRS cells belong to different location area.

SYSTEM INFORMATION BLOCK TYPE 1 (see specific message contents).

UE: PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, one PS domain RAB is established.
NOTE:
The 'timer poll' value in the SS RLC transmit entity should be set to 800 ms.
Related ICS/IXIT statement

-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports UTRAN interactive/ background UL: 64kbps, DL: 64 kbps/PS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810
Test Procedure

The SS starts the UTRAN cell and brings the UE into PS-DCCH+DTCH_DCH (state 6-10). The SS starts GPRS cell, then sends CELL CHANGE ORDER FROM UTRAN indicating the target cell description, GPRS cell, to the UE through DCCH of the serving UTRAN cell. The UE receives the command and configures itself accordingly but cannot complete the cell change and wants to revert to the old configuration, but the UE cannot revert to the old configuration because the SS shall not use the old configuration. The UE transmit CELL UPDATE message on uplink CCCH with IE "Cell update cause" set to  "radio link failure". The SS shall transmit CELL UPDATE CONFIRM message on downlink CCCH after receiving CELL UPDATE message. The UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC and subsequently transmits the CELL CHANGE ORDER FAILURE message to the SS in UTRAN cell, on the DCCH using AM RLC, setting the value of IE " Inter-RAT change failure " to " physical channel failure".
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into PS-DCCH+DTCH_DCH (State 6-10) in cell 1

	2
	SS
	
	The SS configures cell 2 as a GSM cell with GPRS enabled

	3
	(
	CELL CHANGE ORDER FROM UTRAN
	Send on cell 1 (UTRAN cell) and the message indicates:

the target cell description for GSM/GPRS.

	3a
	SS
	
	SS removes the physical channel (DPCH), which was allocated to the mobile before Cell Change Order From UTRAN transmission

	4
	UE
	
	The UE accepts the cell change command and switches to the GSM/GPRS specified in the CELL CHANGE ORDER FROM UTRAN

	5
	(
	CHANNEL REQUEST
	The SS receives this burst on RACH of cell 2 (GPRS cell) to establish temporary block flow. It implies that the UE has switched to GPRS cell.

	6
	(
	IMMEDIATE ASSIGNMENT REJECT
	SS rejects the channel request

	7
	
	VOID
	

	8
	(
	CELL UPDATE 
	The value "radio link failure" shall be set in IE "Cell update cause". 

	9
	(
	CELL UPDATE CONFIRM
	This message include IE "Physical channel information elements".

	10
	
	
	The SS configure the dedicated physical channel according to the IE "Physical channel information elements" included in the CELL UPDATE CONFIRM message.

	11
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	12
	(
	CELL CHANGE ORDER FROM UTRAN FAILURE
	The IE "Inter-RAT failure cause" shall be set to "physical channel failure"

	13
	
	
	Note: The UE may send a ROUTING AREA UPDATE REQUEST to complete the RA Update  procedure initiated at step 5.


Specific message contents

System Information Block type 1 (FDD)

Use the default system information block with the same type specified in clause 6.1.0b of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	- UE Timers and constants in connected mode
	

	           - T312
	2


CELL CHANGE ORDER FROM UTRAN

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	Target cell description
	

	 - CHOICE Radio Access Technology
	

	     - GSM
	

	        - BSIC
	 BSIC of Cell 2

	        - Band Indicator
	 Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	        - BCCH ARFCN
	 Allocated BCCH ARFCN of Cell 2

	        - NC mode
	Not present


CELL UPDATE (Step 8)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in TS 34.108, clause 9,with the following exceptions:

	Information Element
	Value/remark

	U-RNTI
	

	- SRNC Identity
	Check to see if set to '0000 0000 0001'

	- S-RNTI
	Check to see if set to '0000 0000 0000 0000 0001'

	Cell Update Cause
	"radio link failure"


CELL UPDATE CONFIRM (Step 9) (FDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS 34.108, clause 9,with the following exceptions:

	Information Element
	Value/remark
	Version

	U-RNTI
	Same as CELL UPDATE message in step 3
	

	RRC State indicator
	CELL_DCH
	

	Frequency info
	
	

	        - UARFCN uplink (Nu)
	Reference to TS34.108 clause 5.1 Test frequencies
	

	        - UARFCN downlink (Nd)
	Reference to TS34.108 clause 5.1 Test frequencies
	

	Maximum allowed UL TX power
	33dBm
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - DPCCH power offset
	-40 (-80 dB)  
	

	         - PC Preamble
	1 frame
	

	         - SRB delay
	7 frames
	

	         - Power Control Algorithm
	Algorithm1
	

	         - TPC step size
	0 (1 dB)
	

	        - Scrambling code type
	Long
	

	        - Scrambling code number
	0
	

	        - Number of DPDCH
	Not Present
	

	         - spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - TFCI existence
	TRUE
	

	        - Number of FBI bit
	Not present
	

	        - Puncturing Limit
	pl0-96
	

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Initialise
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	          - Power offset PPilot-DPDCH
	0
	

	          - DL rate matching restriction information
	Not Present
	

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - Fixed or Flexible Position
	flexible
	

	          - TFCI existence
	TRUE
	

	          - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	Not Present
	

	         - TX Diversity mode
	None
	

	         - SSDT information
	Not Present
	R99 and Rel-4 only

	         - Default DPCH Offset Value
	Set to value: Default DPCH Offset Value (as currently stored in SS) mod 38400
	

	Downlink information for each radio links
	
	

	CHOICE Mode
	FDD
	

	         - Primary CPICH info
	
	

	          - Primary scrambling code
	100
	

	         - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	         - DPCH frame offset
	Set to value : Default DPCH Offset Value (as currently stored in SS) mod 38400
	

	         - Secondary CPICH info
	Not Present
	

	         - DL channelisation code
	
	

	          - Secondary scrambling code
	2
	

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - Code number
	SF-1 (SF is reference to TS34.108 clause 6.10 Parameter Set)
	

	          - Scrambling code change
	No change
	

	         - TPC combination index
	0
	

	         - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	         - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	R99 and Rel-4 only


CELL UPDATE CONFIRM (Step 9) (3.84 Mcps TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS 34.108, clause 9,with the following exceptions:

	Information Element
	Value/remark
	Version

	U-RNTI
	Same as CELL UPDATE message in step 3
	

	RRC State indicator
	CELL_DCH
	

	Frequency info
	
	

	        - UARFCN (Nt)
	Reference to TS34.108 clause 5.1 Test frequencies
	

	Maximum allowed UL TX power
	33dBm
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	          - CHOICE mode
	TDD
	

	            - UL target SIR
	12 (6 dB)
	

	            - CHOICE UL OL PC info
	Broadcast UL OL PC info
	

	        - CHOICE mode
	TDD
	

	            - UL CCTrCH List
	1
	

	            - UL target SIR
	12 (6 dB)
	

	            - Time info
	
	

	              - Activation time
	Now
	

	              - Duration
	Infinite
	

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indication
	Initialise
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	         - CHOICE mode
	TDD (No Data)
	

	         - CHOICE mode
	TDD (No Data)
	

	        - CHOICE mode
	TDD
	

	         - CHOICE TDD option
	3.84 Mcps TDD (No Data)
	

	         - Default DPCH Offset Value
	Set to value: Default DPCH Offset Value (as currently stored in SS) mod 38400
	

	Downlink information for each radio links
	
	

	  - CHOICE Mode
	TDD
	

	     - Primary CCPCH info
	
	

	       - CHOICE Mode
	TDD
	

	         - CHOICE TDD option
	3.84 Mcps TDD
	

	            - CHOICE SyncCase
	Sync Case 1
	

	               - Timeslot
	0
	

	         - SCTD indicator
	FALSE
	

	       - Downlink DPCH info for each RL
	
	

	           - CHOICE mode
	TDD
	

	              - DL CCTrCh List
	
	

	                 - TFCS ID
	1
	

	                 - Time info
	
	

	                   - Activation time
	Now
	

	                   - Duration
	Infinite
	

	                 - Common timeslot info
	Default
	

	                 - Downlink DPCH timeslots and codes
	Default
	

	                 - UL CCTrCH TPC List
	Default
	

	        - SCCPCH information for FACH
	Not Present
	R99 and Rel-4 only


CELL UPDATE CONFIRM (Step 9) (1.28 Mcps TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS 34.108, clause 9,with the following exceptions:

	Information Element
	Value/remark
	Version

	U-RNTI
	Same as CELL UPDATE message in step 3
	

	RRC State indicator
	CELL_DCH
	

	Frequency info
	
	

	        - UARFCN uplink (Nu)
	Reference to TS34.108 clause 5.1 Test frequencies
	

	        - UARFCN downlink (Nd)
	Reference to TS34.108 clause 5.1 Test frequencies
	

	Maximum allowed UL TX power
	33dBm
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	          - CHOICE mode
	TDD
	

	            - UL target SIR
	12 (6 dB)
	

	            - CHOICE UL OL PC info
	Individually Signalled
	

	              - CHOICE TDD option
	1.28 Mcps TDD
	

	                - TPC step size
	0 (1 dB)
	

	            - UL CCTrCH List
	1
	

	            - UL target SIR
	12 (6 dB)
	

	            - Time info
	
	

	              - Activation time
	Now
	

	              - Duration
	Infinite
	

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Initialise
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - CHOICE mode
	TDD (NoData)
	

	         - CHOICE mode
	TDD (NoData)
	

	        - CHOICE mode
	TDD
	

	         - CHOICE TDD option
	1.28 Mcps TDD
	

	          - TSTD indicator
	FALSE
	

	         - Default DPCH Offset Value
	Set to value: Default DPCH Offset Value (as currently stored in SS) mod 38400
	

	Downlink information for each radio links
	
	

	  - CHOICE Mode
	TDD
	

	     - Primary CCPCH info
	
	

	       - CHOICE Mode
	TDD
	

	         - CHOICE TDD option
	1.28 Mcps TDD
	

	            - TSTD indicator
	FALSE
	

	         - SCTD indicator
	FALSE
	

	       - Downlink DPCH info for each RL
	
	

	           - CHOICE mode
	TDD
	

	              - DL CCTrCh List
	
	

	                 - TFCS ID
	1
	

	                 - Time info
	
	

	                   - Activation time
	Now
	

	                   - Duration
	Infinite
	

	                 - Common timeslot info
	Default
	

	                 - Downlink DPCH timeslots and codes
	Default
	

	                 - UL CCTrCH TPC List
	Default
	

	        - SCCPCH information for FACH
	Not Present
	R99 and Rel-4 only


CELL CHANGE ORDER FROM UTRAN FAILURE
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink CELL CHANGE ORDER FROM UTRAN message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Inter-RAT change failure
	

	  -Inter-RAT change failure cause
	physical channel failure


<End of Modified Section >

<Start of Next Modified Section >
8.3.11.9.4
Method of test
Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2.

All cells belong to the same PLMN and location area.

Cell 1- SIB 1 T309 set to 8 seconds (see specific message contents)
UE: PS-DCCH+DTCH_DCH_HSDCH (State 6-17) in cell 1 as specified in clause 7.4 of TS 34.108, one PS domain RAB is established.

Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

-
UE supports GSM/GPRS
-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810
Test Procedure

The UE is in CELL_DCH state and has a radio bearer mapped on HS-DSCH established. The SS starts GPRS cell, then sends CELL CHANGE ORDER FROM UTRAN indicating the target cell description, GPRS cell, to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel on the target GPRS cell. The SS checks whether the cell change is performed by checking that the UE receives a successful response to the CHANNEL REQUEST message from the SS through GPRS cell. The UE sends a RA UPDATE REQUEST message to indicate that the UTRAN UE context needs to be transferred to GPRS.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into PS-DCCH+DTCH_DCH_HSDSCH in cell 1

	2
	SS
	
	The SS configures cell 2 as a GSM cell with GPRS enabled

	3
	(
	CELL CHANGE ORDER FROM UTRAN
	Send on cell 1 (UTRAN cell) and the message indicates:

the target cell description for GPRS.

	4
	UE
	
	The UE accepts the cell change command and switches to the GPRS cell specified in the CELL CHANGE ORDER FROM UTRAN

	5
	(
	CHANNEL REQUEST
	The SS receives this burst on the RACH of cell 2 to establish temporary block flow (GPRS cell). It implies that the UE has switched to GPRS cell.

	6
	(
	IMMEDIATE ASSIGNMENT
	Uplink dynamic allocation. Sent on AGCH.

	7
	(
	ROUTING AREA UPDATE REQUEST
	


Specific message contents

SYSTEM INFORMATION BLOCK TYPE 1

Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	T309
	8 Sec


CELL CHANGE ORDER FROM UTRAN

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	Target cell description
	

	 - CHOICE Radio Access Technology
	

	     - GSM
	

	        - BSIC
	BSIC of Cell2

	        - Band Indicator
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	        - BCCH ARFCN
	Allocated BCCH ARFCN of Cell 2

	        - NC mode
	NOT PRESENT


<End of Modified Section >

<Start of Next Modified Section >
8.3.11.10.4
Method of test
Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2.

All cells belong to the same PLMN and location area.

UE: PS-DCCH+DTCH_DCH_HSDSCH (State 6-17) in cell 1 as specified in clause 7.4 of TS 34.108, one PS domain RAB is established.

NOTE:
The 'timer poll' value in the SS RLC transmit entity should be set to 800 ms.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

-
UE supports GSM/GPRS
-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS, GSM-850, GSM-710, GSM 750, T_GSM-810
Test Procedure

The UE is in CELL_DCH state and has a radio bearer mapped on HS-DSCH established. The SS starts GPRS cell, then sends CELL CHANGE ORDER FROM UTRAN indicating the target cell description, GPRS cell, to the UE through DCCH of the serving UTRAN cell. The UE starts the timer T309. After the UE receives the command it shall configure itself accordingly but cannot complete the cell change, as SS does not respond to the CHANNEL REQUEST message transmitted by UE till the expiry of T309 timer. The SS checks that the cell change has failed by checking that the UE transmits the CELL CHANGE ORDER FROM UTRAN FAILURE message to the SS in UTRAN cell.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS bring the UE into PS-DCCH _DCH_HSDSCH (State 6-17) in cell 1

	2
	SS
	
	The SS configures cell 2 as a GSM cell with GPRS enabled

	3
	(
	CELL CHANGE ORDER FROM UTRAN
	Send on cell 1 (UTRAN cell) and the message indicates:

the target cell description for GSM/GPRS.

	4
	UE
	
	UE starts the timer T309. The UE accepts the cell change command and switches to the GPRS specified in the CELL CHANGE ORDER FROM UTRAN

	5
	(
	CHANNEL REQUEST
	The SS receives this burst on RACH of cell 2 (GPRS cell) to establish temporary block flow 

	6
	(
	
	SS does not respond to the channel request. 

UE sends M + 1 CHANNEL REQUEST messages

	
	
	
	The SS does not transmit a response and wait for T309 timer to expire.

	7
	(
	CELL CHANGE ORDER FROM UTRAN FAILURE
	The SS receives the message on the old channel of UTRAN cell.

	
	
	
	Note
The UE may send a ROUTING AREA UPDATE REQUEST to complete the RA Update  procedure initiated at step 5.


Specific message contents

CELL CHANGE ORDER FROM UTRAN

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	Target cell description
	

	 - CHOICE Radio Access Technology
	

	     - GSM
	

	        - BSIC
	BSIC of Cell 2

	        - Band Indicator
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	        - BCCH ARFCN
	Allocated BCCH ARFCN of Cell 2

	        - NC mode
	Not present


<End of Modified Section >

<Start of Next Modified Section >
8.3.11.12.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN. Cell 2 is GPRS, no System Information is broadcast on the BCCH. 51.010 clauses 20.22 and 40.1.1 Cell A parameters shall be referenced for the default parameters of cell 2.

All cells belong to the same PLMN. UTRAN and GPRS cells belong to different location area.

Cell 1- SIB 1 T309 set to 8 seconds (see specific message contents).
UE: PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, one PS domain RAB is established.

Related ICS/IXIT statement

-
UE supports UTRAN to GERAN NACC,
-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports UTRAN interactive/ background UL: 64kbps, DL: 64 kbps/PS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810
Test Procedure

The SS starts the UTRAN cell and brings the UE into PS-DCCH+DTCH_DCH (State 6-10). The SS starts GPRS cell, then sends CELL CHANGE ORDER FROM UTRAN indicating the target cell description, GPRS cell, including GERAN system information, to the UE through DCCH of the serving UTRAN cell. After the UE receives the command it shall configure itself accordingly and switch to the new channel on the target GPRS cell. The SS checks whether the cell change is performed by checking that the UE receives a successful response to the CHANNEL REQUEST message from the SS through GPRS cell. The UE sends a RA UPDATE REQUEST message to indicate that the UTRAN UE context needs to be transferred to GPRS.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into PS-DCCH+DTCH_DCH (State 6-10) in cell 1

	2
	SS
	
	The SS configures cell 2 as a GSM cell with GPRS enabled. No system information is broadcast on the BCCH

	3
	(
	CELL CHANGE ORDER FROM UTRAN
	Send on cell 1 (UTRAN cell) and the message indicates:

the target cell description for GPRS and includes system information for cell 2.

	4
	UE
	
	The UE accepts the cell change command and switches to the GPRS cell specified in the CELL CHANGE ORDER FROM UTRAN

	5
	(
	CHANNEL REQUEST
	The SS receives this burst on the RACH of cell 2 to establish temporary block flow (GPRS cell). It implies that the UE has switched to GPRS cell.

	6
	(
	IMMEDIATE ASSIGNMENT
	Uplink dynamic allocation. Sent on AGCH.

	7
	(
	ROUTING AREA UPDATE REQUEST
	


Specific message contents

SYSTEM INFORMATION BLOCK TYPE 1

Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	T309
	8 Sec


CELL CHANGE ORDER FROM UTRAN

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	Target cell description
	

	 - CHOICE Radio Access Technology
	

	     - GSM
	

	        - BSIC
	 BSIC of Cell 2

	        - Band Indicator
	 Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	        - BCCH ARFCN
	 Allocated BCCH ARFCN of Cell 2

	        - NC mode
	NOT PRESENT

	 - CHOICE geran-SystemInfoType
	

	     - sI
	Encoded to contain default GPRS Cell A system information with the exception the SI_STATUS_IND bit in System Information Type 13 set to “1”.


<End of Modified Section >

<Start of Next Modified Section >
8.3.11.13.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 Cell A parameters shall be referenced for the default parameters of cell 2 with the exception the SI_STATUS_IND bit in System Information Type 13 set to “1”.
All cells belong to the same PLMN. UTRAN and GPRS cells belong to different location area.

Cell 1- SIB 1 T309 set to 8 seconds (see specific message contents)
UE: PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, one PS domain RAB is established.

Related ICS/IXIT statement

-
UE supports UTRAN to GERAN NACC,
-
UE supports both GSM/GPRS and UTRAN Radio Access Technologies,

-
UE supports UTRAN interactive/ background UL: 64kbps, DL: 64 kbps/PS RAB + uplink:3.4 DL:3.4 kbps SRBs,

-
UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-850, GSM-PCS, GSM-710, GSM 750, T_GSM-810.

Test Procedure

The SS starts the UTRAN cell and brings the UE into PS-DCCH+DTCH_DCH (State 6-10). The SS starts GPRS cell, then sends CELL CHANGE ORDER FROM UTRAN indicating the target cell description, GPRS cell, and including a set of GERAN system information which describes a GPRS cell different to the target cell, and replaced SI 3 with all ‘1’s, to the UE through DCCH of the serving UTRAN cell. This is to test that if any of the SI signalled is not correct, all of the IE is ignored. After the UE receives the command it shall configure itself accordingly and switch to the new channel on the target GPRS cell, ignoring the IE "GERAN System Information" and reading this instead from cell 2. The SS checks whether the cell change is performed by checking that the UE receives a successful response to the CHANNEL REQUEST message from the SS through GPRS cell. The UE sends a RA UPDATE REQUEST message to indicate that the UTRAN UE context needs to be transferred to GPRS.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into PS-DCCH+DTCH_DCH (State 6-10) in cell 1

	2
	SS
	
	The SS configures cell 2 as a GSM cell with GPRS enabled

	3
	(
	CELL CHANGE ORDER FROM UTRAN
	Send on cell 1 (UTRAN cell) and the message indicates:

the target cell description for GPRS, including invalid GERAN system information.

	4
	UE
	
	The UE accepts the cell change command and switches to the GPRS cell specified in the CELL CHANGE ORDER FROM UTRAN

	5
	(
	CHANNEL REQUEST
	The SS receives this burst on the RACH of cell 2 to establish temporary block flow (GPRS cell). It implies that the UE has switched to GPRS cell.

	6
	(
	IMMEDIATE ASSIGNMENT
	Uplink dynamic allocation. Sent on AGCH.

	7
	(
	ROUTING AREA UPDATE REQUEST
	


Specific message contents

SYSTEM INFORMATION BLOCK TYPE 1

Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	T309
	8 Sec


CELL CHANGE ORDER FROM UTRAN

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	Target cell description
	

	 - CHOICE Radio Access Technology
	

	     - GSM
	

	        - BSIC
	 BSIC of Cell 2

	        - Band Indicator
	 Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	        - BCCH ARFCN
	 Allocated BCCH ARFCN of Cell 2

	        - NC mode
	NOT PRESENT

	 - CHOICE geran-SystemInfoType
	

	     - sI
	Encoded to contain default GPRS Cell B system information with the exception the SI_STATUS_IND bit in System Information Type 13 set to “1”. SI 3 encoded PDU is replaced with all ‘1’ bits to test that all of the IE is ignored if any part is incorrect.


8.3.11.13.5
Test requirement

After step 3 the UE shall transmit a CHANNEL REQUEST message on RACH.
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