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<Start of modified section>

7.3.2.2.3b
CPHY_Detect_TFCI

	ASN.1 ASP Type Definition

	Type Name
	CPHY_DetectTFCI_CNF

	PCO Type
	CSAP

	Comment
	To confirm to CPHY_DetetTFCI_REQ

	Type Definition

	SEQUENCE
{




cellId 






INTEGER(0..63) ),




routingInfo





RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_DetectTFCI_REQ

	PCO Type
	CSAP

	Comment
	To set the mode of the SS for detecting whether the specified list of TFCI values occurred.

Usage:

At the SS initialisation, the default mode is stop.

When the mode is set to start, the SS shall detect whether the specified list of TFCI values (tfci_List) happens on the specified uplink physical channel. When happened the SS generates a CPHY_TFCI_Detected_IND and stop further detection. Otherwise keeps monitoring until a  CPHY_DetectTFCI_REQ with mode = stop received.

	Type Definition

	SEQUENCE
{




cellId






INTEGER(0..63),




routingInfo





RoutingInfo,




mode






ENUMERATED{start(0), stop(1)},




tfci_List





TFCI_List
}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_TFCI_Detected_IND

	PCO Type
	CSAP

	Comment
	To indicate the TFCI value specified in the CPHY_DetectTFCI_REQ has been detected.



	Type Definition

	SEQUENCE
{




cellId






INTEGER(0..63),




routingInfo





RoutingInfo,




tfciValue





INTEGER (0..1023)

}


	ASN.1 Type Definition

	Type Name
	TFCI_List

	Comment
	

	Type Definition

	SEQUENCE ( SIZE (1..1024)) OF INTEGER (0..1023)


<End of modified section>
<Start of modified section>
B.1.2
L3M test suite parameters declarations

The following parameters are commonly used in the RRC and NAS ATSs.

Table B.2: L3M PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_3G324M_MmediaEnable
	For a Multimedia UE: 

set to TRUE if a multimedia call is enabled;

set to FALSE if a speech call is enabled.
	BOOLEAN
	TRUE
	

	px_BcapDataCompression
	Data compression supported (used in the Bearer Capability)
	B1
	'0'B
	

	px_BcapFNUR
	Fixed Network User rate supported: 

'00001'B: FNUR 9.6 kbit/s '00010'B: FNUR 14.4 kbit/s '00011'B: FNUR 19.2 kbit/s '00100'B: FNUR 28.8 kbit/s '00101'B: FNUR 38.4 kbit/s '00110'B: FNUR 48.0 kbit/s '00111'B: FNUR 56.0 kbit/s '01000'B: FNUR 64.0 kbit/s '01001'B: FNUR 33.6 kbit/s '01010'B: FNUR 32.0 kbit/s
	B5
	'00001'B
	

	px_BcapITC
	Information transfer capability supported (used for the generation of the Bearer Capability)

0 - UDI 

1 - RDI 

2 - 31 kHz Audio

3 - Other
	ItcInt
	2
	

	px_BcapModemType
	Modem type supported (used in the Bearer Capability)
	B5
	'00110'B
	

	px_BcapNumberDataBits
	Number of data bits supported (used in the Bearer Capability)
	B1
	'1'B
	

	px_BcapNumberStopBits
	Number of Stops bits supported (used in the Bearer Capability)
	B1
	'1'B
	

	px_BcapOtherModemType
	Other modem type supported (used in the Bearer Capability)
	B2
	'10'B
	

	px_BcapParity
	Parity supported (used in the Bearer Capability)
	B3
	'011'B
	

	px_BcapSACP
	Signalling access protocol supported (used in the Bearer Capability)
	B3
	'001'B
	

	px_BcapSyncAsync
	Synchronous '0'B or Asynchronous '1'B mode supported by IUT
	B1
	'1'B
	

	px_BcapUeFlowControl
	UE flow control. 

0-outband, 

1-inband, 

2-no flow control. 

3- X.25

4- X.75

Default: 0, outband flow control
	FlowControl
	0
	

	px_CC_CallDiallingDigits
	Dialling digits used to initiate a CC  MO call (used with the AT dial D command).
	IA5String
	"0123456902" 
	

	px_CC_Serv
	Service selected for Mobile Originated calls and Mobile Terminated calls. The possible values are

("Telephony", "EmergencyCall", "31kHz",  "V110",  "V120",   "PIAFS",  "FTM", "X31",  "BTM", "MmediaCall")
	Services
	"31kHz"
	

	px_DeltaSS_DelayTime
	Tdelta value (refer to 34.108 clause 4.2.3) in ms.
	INTEGER
	55ms
	

	px_EmergencyCallNumber
	Emergency Number used by UE to initiate an emergency call
	EmergencyNumber
	"112"
	

	px_IMEI_Def
	Default IMEI value
	HEXSTRING
	See note 1
	

	px_IMEISV_Def
	Default IMEISV value
	HEXSTRING
	See note 1
	

	px_IMSI_Diff
	Different IMSI from the IMSI stored in the USIM
	HEXSTRING
	'001010654321063'H
	

	px_SupportOpModeC
	TRUE if UE supports operation mode C, i.e. UE offers PS services only (see 3GPP 23.060 clause 4.1 and 3GPP 24.008)
	BOOLEAN
	TRUE
	

	px_NwOrgPDP_Support
	This indicates if the UE implementation supports network originated PDP Context.

TRUE indicates, supported 

FALSE indicate, not supported
	BOOLEAN
	FALSE 
	

	px_PDP_IP_AddrInfoDCH
	A string parameter that identifies the MT in the address space applicable to the PDP for DCH.
	IA5String
	"200.1.1.80" 
	

	px_PDP_IP_AddrInfoFACH
	A string parameter that identifies the MT in the address space applicable to the PDP for FACH.
	IA5String
	"200.1.1.90" 
	

	px_PTMSI_2
	Second PTMSI used for testing.
	OCTETSTRING
	'09876543'O
	

	px_PTMSI_Sig2
	Second PTMSI signature used for testing.
	OCTETSTRING
	'AB1234'O 
	

	px_TMSI_2
	Second TMSI value for testing
	OCTETSTRING
	'09876543'O
	

	px_SMS_IndexOffset
	SMS index offset for the numbering of short messages, value range: (0,1)
	INTEGER
	0
	

	NOTE 1:
No default value can be proposed (Manufacturer defined value).


<End of modified section>
<Start of modified section>
B.1.12
MMI questions

Table B.12 requests additional information needed for the execution of the  MMI commands used in the ATSs, the column 'ATS' indicates in which ATS the question is used.

Table B.12: MMI questions

	Required information for MMI question
	ATS

	Please switch the PLMN selection mode of the UE to automatic selection
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Please switch the PLMN selection mode of the UE to manual selection
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Please select the following PLMN manually: MCC = <p_MCC>, MNC = <p_MNC>
	RRC, SMS, NAS, RAB HSD_ENH, IR_U, A-GPS

	Please power off the UE
	All ATSs

	Please power on the UE
	All ATSs

	Please switch off the UE
	All ATSs

	Please switch on the UE
	All ATSs

	Please insert the USIM card into the UE
	All ATSs

	Please remove the USIM card into the UE
	All ATSs

	Please check that the DTCH is through connected by generating a noise
	SMS, NAS, A-GPS

	Configure UE for an MO Telephony call
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U,  A-GPS

	Configure UE for an Emergency call
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Configure UE for an MT telephony call
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Please set UE in operation mode C (PS services only)
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Please set UE in operation mode A (to support simultaneous CS and PS services)
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Please configure UE to use the following emergency number <p_EmergencyNumber>
	RRC, SMS, NAS, RAB, HSD_ENH, IR_U, A-GPS

	Please initiate a non call related supplementary service which is supported by the UE
	NAS

	Please insert Test USIM programmed with Access Class: <p_AccessClass>
	NAS

	Please insert 2nd SIM card with short IMSI
	NAS, SMS, A-GPS

	Please initiate an autocalling call with the number: <p_AutocallingNumber>
	NAS

	Please initiate an autocalling call with a number that will be put in the blacklisted list. The following number shall not be used: <p_AutocallingNumber>
	NAS

	Please reset the autocalling list of blacklisted numbers
	NAS

	Please initiate a DTMF tone with the character <p_Character> and the tone duration <p_ToneDuration>
	NAS

	Please enable call refusal on the UE
	NAS

	Please check that the DTMF tone indication has been generated
	NAS

	Please insert the USIM card with information given in 9.4.5.4.1
	NAS

	Please insert another USIM card as required for test case tc_9_4_5_4_6. The PLMN selector on the USIM card shall contain entries for PLMNs MCC='022'H , MNC='01F'H  resp. MCC='022'H , MNC='03F'H. The latter PLMN shall be ranked better than the first one
	NAS

	Please trigger UE to initiate a Detach procedure for non-PS services only
	NAS

	Please check that the mobile indicates the reception of a message with message id: <p_MessageId > and message code:  <p_MessageCode>
	SMS

	Please check the length of the received Short Message: <p_LengthMessage> and the contents of the received Short Message: <p_Message>
	SMS

	Please send an SMS COMMAND  message  containing a request to delete the previously submitted Short Message
	SMS

	Please send an SMS COMMAND  message  containing an enquiry about the previously submitted Short Message
	SMS

	Please check that NO recalled Short Message is displayed
	SMS

	Please check that the reception of a received Short Message is indicated
	SMS

	Please check that the Mobile does not indicate the reception of a new message with message id: <p_MessageId> and message code: <p_MessageCode>
	SMS

	Please check that NO reception of a received Short Message of type 0 is indicated
	SMS

	Please insert the USIM card of type B into the UE
	MAC

	Please insert the USIM card, with information given in 6.1.1.4
	RRC

	Please check that the UE display the registered PLMN as PLMN <p_PLMN>
	RRC

	Please insert the USIM card, with information given in 6.1.2.6
	RRC

	Please insert the USIM card, with Type A EFACC
	RRC

	Please insert the USIM card, with Type B EFACC
	RRC

	Please trigger UE to send three SNDCP PDUs of 500 bytes each on SAPI 11
	IR_G

	Please trigger PDP Context Activation Type 2 in UE
	IR_G

	Please trigger MO-LR for position estimate
	AGPS

	Please trigger MO-LR for assistance data
	AGPS

	Please trigger MO-LR for transfer to 3rd party
	AGPS

	Please check that the UE displays the correct information about the LCS client
	AGPS

	Please accept the location request within 20 s
	AGPS

	Please deny the location request within 20 s
	AGPS

	Please do not reply to the location request
	AGPS

	Please check that the UE notifies the user of the location request
	AGPS

	If the UE does not support the RESET command defined in 34.109, please ensure that the UE has no assistance data stored before running this test case
	AGPS

	Please trigger UE to send 10 kbytes of data on SAPI 3
	IR_G

	Please trigger UE to send 1 kbyte of data on SAPI 3
	IR_G


 <End of modified section>
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