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The following documents contain provisions, which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.


For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
ETSI ETR 273-1-2: "Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement of radiated methods of measurement (using test sites) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 2: Examples and annexes"

[2]
3GPP TS 25.306: "UE Radio Access capabilities definition".

[3]
ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain".
[4]
3GPP TS 25.224: " Physical layer procedures (TDD)
5.7
Transmit Modulation

5.7.1
Error Vector Magnitude 

5.7.1.1
Definition and applicability

The Error Vector Magnitude (EVM) is a measure of the difference between the measured waveform and the theoretical modulated waveform (the error vector). Both waveforms pass through a matched Root Raised Cosine filter with bandwidth 3,84 MHz and roll-off =0,22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing so as to minimise the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference signal power expressed as a %. The measurement interval is one timeslot.

For signals containing more than one spreading code where the slot alignment of the codes is not the same and the code power is varying, the period over which the nominal mean power remains constant can be less than one timeslot. For such time-varying signals it is not possible to define EVM across one timeslot since this interval contains an expected change in mean power, and the exact timing and trajectory of the power change is not defined. For these signals, the EVM minimum requirements apply only for intervals of at least one half timeslot (less any 25μs transient periods) during which the nominal code power of each individual code is constant.
The requirement of this clause shall apply to all types of UTRA-UE.

Note: 
The reason for setting a lower limit for the EVM measurement interval is that for any given impaired signal, the EVM would be expected to improve for measurement intervals less than one timeslot while the frequency error would be expected to degrade. 
5.7.1.2
Minimum Requirement

The Error Vector Magnitude shall not exceed 17.5 % for the parameters specified in table 5.7.1.2. The requirements are applicable for all values of βi as specified in [4].
Table 5.7.1.2.: Test parameters for Error Vector Magnitude/Peak Code Domain Error
	Parameter
	Level
	Unit

	UE Output Power
	-20
	dBm

	Operating conditions
	Normal conditions
	

	Power control step size
	1
	dB


The normative reference for this requirement is TS 25.102 [1] clause 6.8.2.1.

<End of Change>
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