3GPP TSG RAN WG R5 Meeting #32

R5-062553
Edinburgh, UK
21 - 26 August 2006

-------------------------------------------------------------------------------------------------------
List with AGREED at the meeting CRs that shall be submitted to TSG plenary for approval:

	Doc numb
	Subject
	Source
	Agenad Item

	R5-062092
	Editorial changes in 34.108  
	Spirent
	5.4.1

	R5-062440
	CR to 34.108: Correction of reference test frequencies for UMTS800 (Band VI)
	Motorola
	5.4.1

	R5-062427
	Correction to SIB11 in 6.1
	Anritsu
	5.4.1

	R5-062403
	Correction to SECURITY MODE COMMAND message in 9.2.1
	Anritsu
	5.4.1

	R5-062423
	Correction to the formula of CPICH_RSCP of Table 5.5.2.3
	CGC
	5.4.2

	R5-062220
	Correction to 5.13.3 UE phase discontinuity
	Anritsu
	5.4.2.1

	R5-062406
	Correction to 5.13.4 PRACH preamble quality
	Anritsu
	5.4.2.1

	R5-062407
	Split of 34.121-1 test case 6.4 to 6.4 and 6.4A
	Nokia
	5.4.2.2

	R5-062129
	BLER test limit for TC 7.8.4 Power control in DL, different transport formats
	Rohde & Schwarz
	5.4.2.3

	R5-062450
	Correction to test case 7.11 Demodulation of Paging Channel (PCH)
	NEC, Spirent
	5.4.2.3

	R5-062409
	Correction to 7.8.2 Power control in the downlink, initial convergence
	Anritsu
	5.4.2.3

	R5-062400
	Clarification to UL data rate in test 7.8.2 subtest 3 and 4
	Nokia
	5.4.2.3

	R5-062411
	Correction to the RRM Test cases 8.6.1.1 and 8.6.1.1A 
	Anite
	5.4.2.4

	R5-062203
	Correction to ARFCN of GSM target cell in test case 8.2.3.3
	NEC
	5.4.2.4

	R5-062204
	Clarification to GSM target cell in test case 8.3.5.3
	NEC
	5.4.2.4

	R5-062222
	Correction to 8.5.1 UE Transmit Timing
	Anritsu
	5.4.2.4

	R5-062413
	Correction to 8.6.5.1 Correct reporting of neighbours in AWGN propagation condition
	Anritsu
	5.4.2.4

	R5-062426
	Correction to Annex C.6.2 Channel combinations for BLER measurements
	Rohde & Schwarz
	5.4.2.5

	R5-062127
	Correction of applicability for RF test case 6.5 (narrow band blocking requirement)
	7 layers AG
	5.4.3

	R5-062453
	Addition of applicability for new test cases
	NEC
	5.4.3

	R5-062232
	New Rel-6 RRM test case: 8.3.8 Serving HS-DSCH cell change
	Ericsson
	5.4.3

	R5-062416
	Correction of applicability for RF test case 6.7
	7 layers AG
	5.4.3

	R5-062124
	Correction to Handover to GSM for 1.28Mcps TDD option
	CATT/CCSA,RITT
	5.4.4

	R5-062125
	Correcting the RRC re-establishment delay for 1.28Mcps TDD option
	CATT/CCSA,ZTE,RITT
	5.4.4

	R5-062126
	Correcting the statistical testing of receiver BER/BLER performance 
	CATT/CCSA,RITT
	5.4.4

	R5-062128
	Correcting the statistical testing of RRM delay performance 
	CATT/CCSA,RITT
	5.4.4

	R5-062028
	Implementation change for Moving Scenario and Periodic Update Performance Test
	Spirent
	5.4.5

	R5-062029
	Test procedure change to A-GPS Minimum Performance TTFF test cases
	Spirent
	5.4.5

	R5-062093
	Change to UE Simulated Altitude  
	Spirent
	5.4.5

	R5-062060
	Beta values for HSDPA RF tests
	Aeroflex
	5.5.1.1

	R5-062420
	Correction to beta values to be used in test 5.13.1A 
	Cetecom Spain
	5.5.1.1

	R5-062421
	Correction of reference to connection diagram in 9.3.1 
	Cetecom Spain
	5.5.1.1

	R5-062439
	MAC header transmission on HS-DSCH (alternative)
	Nokia, NEC
	5.5.1.1

	R5-062422
	New Rel-6 RRM test case: 8.3.8 Serving HS-DSCH cell change
	Ericsson
	5.5.1.1

	R5-062231
	Changes to annex of 34.121-1 for the testcase "Serving HS-DSCH cell change"
	Ericsson
	5.5.1.1

	R5-062441
	Correction of betafactors during the measurement period for test cases 5.XA
	R&S
	5.5.1.1

	R5-062452
	New HSUPA Test Case to 34.121-1: E-TFC restriction in UE
	Motorola
	5.5.2

	R5-062448
	New HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-HICH
	Motorola
	5.5.2

	R5-062449
	New HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-RGCH
	Motorola
	5.5.2

	R5-062433
	Clarification on the loopback test mode for E-DCH RF test cases
	NEC
	5.5.2

	R5-062208
	Correction to RB Setup default message for E-DCH RF testing
	NEC
	5.5.2

	R5-062434
	Introduction of E-AGCH information sequence for E-AGCH test case.
	NEC
	5.5.2

	R5-062211
	Test tolerance for E-AGCH test case.
	NEC
	5.5.2

	R5-062546
	Introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing
	Nokia, Ericsson
	5.5.3

	R5-062073
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.1.30
	ZTE Corporation
	6.3.2

	R5-062074
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.39
	ZTE Corporation
	6.3.2

	R5-062075
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.42
	ZTE Corporation
	6.3.2

	R5-062076
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.3.32
	ZTE Corporation
	6.3.2

	R5-062078
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.33
	ZTE Corporation
	6.3.2

	R5-062399
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.34
	ZTE Corporation
	6.3.2

	R5-062080
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.36
	ZTE Corporation
	6.3.2

	R5-062081
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.37
	ZTE Corporation
	6.3.2

	R5-062500
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.29
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062501
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.32
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062502
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.2.40
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062503
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.33
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062114
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.34
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062504
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.4.36
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062505
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.42
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062506
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.46
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062507
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.49
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062508
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.11.9, 8.3.11.10 and 8.3.7.14
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062509
	CR to 34.123-1: New test case addition of 8.2.6.40a to LCR TDD
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062510
	CR to 34.123-2: ICS parameter addition for the new test cese of 8.2.6.40a for LCR TDD HSDPA
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062511
	CR to 34.108: Correction the contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
	CATT/CCSA,ZTE,RITT
	6.3.2

	R5-062542
	Addition of 3.84 Mcps TDD MAC-hs transport block size selection to HS-DSCH MAC-hs Tests
	IPWireless
	6.3.3

	R5-062384
	Addition of combinations on DPCH and HS-PDSCH for interoperability radio bearer tests for 3.84 Mcps TDD
	IPWireless
	6.3.3

	R5-062253
	Addition of HSDPA cases to radio bearer setup and radio bearer release in section 9.1.2
	IPWireless
	6.3.3

	R5-062385
	Addition of test: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, serving HS-DSCH cell change) for 3.84 Mcps TDD
	IPWireless
	6.3.3

	R5-062386
	Addition of TFRC test points for HS-DSCH radio bearer testing in 3.84 Mcps
	IPWireless
	6.3.3

	R5-062258
	Update of test: Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised. Serving HS-DSCH cell change): Failure (Physical channel failure and reversion to old channel) to include 3.84 Mcps TDD
	IPWireless
	6.3.3

	R5-062261
	Update of test: Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Start of HS-DSCH reception) to include 3.84Mcps TDD 
	IPWireless
	6.3.3

	R5-062262
	Update of test: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception) to include 3.84 Mcps TDD
	IPWireless
	6.3.3

	R5-062263
	Update of test: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH and from CELL_FACH to CELL_DCH: Success (start and stop of HS-DSCH reception) to include 3.84 Mcps TDD
	IPWireless
	6.3.3

	R5-062265
	Update of test: Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception) to include 3.84 Mcps TDD
	IPWireless
	6.3.3

	R5-062312
	Correction to the generic test procedure for HS-DSCH radio bearer combinations with AMR RB configurations using SRB#5 for TFC control
	Ericsson
	6.4.1

	R5-062291
	Corrections to the default PHYSICAL CHANNEL RECONFIGURATION message 
	Ericsson
	6.4.1

	R5-062313
	Corrections to HSDPA test case 8.2.6.39a
	Ericsson, ZTE, CATT/CCSA
	6.4.1

	R5-062314
	Corrections to HSDPA test case 8.2.6.39b
	Ericsson, CATT/CCSA, ZTE, RITT
	6.4.1

	R5-062294
	Correction to GCF WI-14 HSDPA Test Cases 8.3.1.35 and 8.3.1.37
	Anritsu Ltd
	6.4.1

	R5-062170
	Corrections to GCF WI-014 (HSDPA) RAB  test case 14.6.4
	Motorola, MCC 160
	6.4.1

	R5-062171
	Corrections to GCF WI-014 (HSDPA) RAB  test case 14.6.4a
	Motorola, MCC 160
	6.4.1

	R5-062212
	Correction to HS-SCCH code allocation
	NEC
	6.4.1

	R5-062239
	Corrections to GCF WI-014 MAC-HS test case 7.1.5.6
	Nokia, Qualcomm, NEC, Aeroflex, Anite, Anritsu, Rohde&Schwarz, ETSI MCC160
	6.4.1

	R5-062316
	Enhancement of GCF WI-014 IRAT test case 8.3.7.14
	Nokia
	6.4.1

	R5-062303
	Correction to GCF WI-014 test cases 8.3.11.9 and 8.3.11.10
	Nokia, Motorola, ETSI MCC160
	6.4.1

	R5-062544
	Corrections to specification of HARQ RV sequence and retransmissions in Radio Bearer test cases
	Qualcomm, MCC160
	6.4.1

	R5-062325
	CR to 34.123-3: ASP changes for EDCH test
	MCC task 160
	6.4.2

	R5-062317
	Introduction of generic test procedure for AMR RB configurations using SRB#5 for TFC control in combination with HS-DSCH/E-DCH radio bearers
	Ericsson, Siemens, T-Mobile, Vodafone
	6.4.2

	R5-062321
	Addition of details to E-DCH/WB AMR radio bearer test case 14.7.8
	Ericsson, Siemens, T-Mobile, Vodafone
	6.4.2

	R5-062296
	Correction to E-DCH radio bearer test case 14.7.4
	Ericsson
	6.4.2

	R5-062318
	Addition of details to radio bearer test cases 14.7.6
	Ericsson
	6.4.2

	R5-062319
	Addition of details to radio bearer test cases 14.7.7
	Ericsson
	6.4.2

	R5-062065
	Correction to E-DCH radio bearer test case 14.7.5
	Ericsson
	6.4.2

	R5-062066
	Correction to E-DCH radio bearer test case 14.7.1
	Ericsson
	6.4.2

	R5-062320
	Corrections to the default RADIO BEARER SETUP message
	Ericsson
	6.4.2

	R5-062326
	Corrections to Enhanced uplink test case 8.2.6.51
	Ericsson
	6.4.2

	R5-062354
	Corrections to Enhanced uplink test case 8.3.4.10
	Ericsson, NEC
	6.4.2

	R5-062514
	New Mac-es/e test case on Correct handling of HARQ profile power offsets
	Qualcomm Europe S.A.R.L.
	6.4.2

	R5-062531
	New Mac-es/e test case on Correct handling of minimum set of E-TFCI
	Qualcomm Europe S.A.R.L.
	6.4.2

	R5-062154
	Correction to testcase 8.2.6.50
	Rohde & Schwarz
	6.4.2

	R5-062327
	Correction to testcase 8.3.1.41
	Rohde & Schwarz
	6.4.2

	R5-062333
	Corrections to MAC-E/Es test case 7.1.6.1.1
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062334
	Corrections to MAC-E/Es test case 7.1.6.1.2
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062335
	Corrections to MAC-E/Es test case 7.1.6.1.3
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062336
	Corrections to MAC-E/Es test case 7.1.6.2.1
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062338
	Corrections to MAC-E/Es test case 7.1.6.2.3
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062339
	Corrections to MAC-E/Es test case 7.1.6.2.4
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062340
	Corrections to MAC-E/Es test case 7.1.6.2.5
	Motorola, MCC 160
	6.4.2

	R5-062341
	Corrections to MAC-E/Es test case 7.1.6.2.6
	Motorola, MCC 160
	6.4.2

	R5-062342
	Corrections to MAC-E/Es test case 7.1.6.2.7
	Motorola, MCC 160, NEC
	6.4.2

	R5-062343
	Corrections to MAC-E/Es test case 7.1.6.2.8
	Motorola, MCC 160, NEC
	6.4.2

	R5-062344
	Corrections to MAC-E/Es test case 7.1.6.3.1
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062345
	Corrections to MAC-E/Es test case 7.1.6.3.2
	Motorola, MCC 160
	6.4.2

	R5-062392
	Corrections and extensions to MAC-E/Es test case 7.1.6.4.1
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062347
	Corrections to MAC-E/Es test case 7.1.6.4.2
	Motorola, MCC 160, Ericsson
	6.4.2

	R5-062328
	New Test RABS for MAC-E/Es test cases
	Motorola, MCC 160
	6.4.2

	R5-062199
	Correction to radio bearer configuration 6.10.2.4.6 and 6.10.2.4.8
	Ericsson
	6.4.2

	R5-062329
	Correction TC 8.2.6.52: Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success
	NEC
	6.4.2

	R5-062330
	Addition of a new E-DCH RRC test case to 34.123 for Hard Handover fallback with active E-DCH transmission
	Nokia
	6.4.2

	R5-062331
	Addition of a new E-DCH RRC test case to 34.123 for Radio Link Failure during active E-DCH transmission
	Nokia
	6.4.2

	R5-062379
	Addition of a new E-DCH RRC test case to 34.123 for Cell Change Order From UTRAN with stop of E-DCH transmission
	Nokia
	6.4.2

	R5-062332
	Addition of the applicability of the new E-DCH RRC test cases to 34.123-2 update of name and applicability of E-DCH test case 8.2.6.52
	Nokia, NEC
	6.4.2

	R5-062378
	Enhancement of GCF WI-025 MACes/e test case 7.1.6.2.2
	Vodafone, Nokia
	6.4.2

	R5-062516
	New Mac-es/e test case on Correct handling of MAC-es/e reset
	Qualcomm Europe S.A.R.L.
	6.4.2

	R5-062348
	Correction to 34.108 Section 9.1 : Corrections to Radio Bearer Setup for A12
	Anritsu
	6.4.2

	R5-062557
	Correction to the definition of the applicability statement C408 and creation of a new applicability condition for TC 8.2.3.36
	Nokia
	6.4.2

	R5-062360
	Correction to TS 34.229-1 contents
	CGC
	6.4.3

	R5-062543
	Clarification to Emergency Test Case
	Qualcomm Inc.
	6.4.3

	R5-062309
	Clarifications for SDP handling in TC 12.1 MO Call Successful
	Nokia
	6.4.3

	R5-062362
	Test Case Correction on SigComp in the Initial registration
	Telecom Italia, NEC, Nokia
	6.4.3

	R5-062323
	New TC on SigComp in the MO Call
	Telecom Italia
	6.4.3

	R5-062372
	Correction to authentication test case 9.2 Invalid Behaviour – SQN out of range
	RIM
	6.4.3

	R5-062363
	New TC on SigComp in the MT Call
	Telecom Italia
	6.4.3

	R5-062364
	New test cases for P-CSCF Discovery List
	Motorola
	6.4.3

	R5-062365
	Applicability for new P-CSCF Discovery List test cases
	Motorola
	6.4.3

	R5-062371
	General IMS testing corrections and clarifications
	NEC
	6.4.3

	R5-062215
	Alignment with TS 24.229 version 5.16.0 affecting TCs 8.1, 8.2, 8.3 and the default message REGISTER.
	NEC
	6.4.3

	R5-062216
	Correction for TC 8.4: Invalid Behaviour – 423 Interval Too Brief
	NEC
	6.4.3

	R5-062370
	Correction for TCs 9.1and 9.2  
	NEC
	6.4.3

	R5-062156
	Correction to testcase 9.4.3.6 & 9.5.9
	Rohde & Schwarz
	6.5.1.1

	R5-062523
	Correction to Idle Mode Test Case 6.1.1.8 (Network Sharing)
	TeliaSonera
	6.5.1.2

	R5-062367
	Correction to Idle Mode Test Case 6.1.1.9 (Network Sharing)
	TeliaSonera
	6.5.1.2

	R5-062194
	Clarification to section 6.10 and 6.11
	Ericsson
	6.5.2

	R5-062398
	Correction to 34.108 Section 6.1 : Inclusion of System Information Block Type 5bis 
	Nokia, Anritsu, Motorola
	6.5.2

	R5-062350
	Corrections to maximum data rate for combinations on PRACH (FDD)
	Anritsu
	6.5.2

	R5-062099
	Correction to GCF WI-10 Inter-RAT Test Case 6.2.2.3
	Anritsu Ltd
	6.5.3.1

	R5-062521
	Correction to GCF WI-010 HCS idle mode test case  6.1.2.4
	Qualcomm Europe S.A.R.L., Nokia
	6.5.3.1

	R5-062522
	Correction to GCF WI-010 HCS idle mode test case  6.1.2.5
	Qualcomm Europe S.A.R.L., Nokia
	6.5.3.1

	R5-062351
	Correction to GCF WI 10/1 Idle mode test case 6.1.1.4
	Nokia
	6.5.3.1

	R5-062519
	New test case: 6.2.2.5 Cell reselection using SIB18; UTRAN to GSM
	TeliaSonera
	6.5.3.1

	R5-062277
	Correction to 34.123-1 Section 6 : Defines the uplink UARFCN for test frequencies of Band IV 
	Nokia
	6.5.3.1

	R5-062310
	Correction to Inter-RAT idle mode frequency lists
	MCC160, Motorola
	6.5.3.1

	R5-062159
	Correction to GCF WI 10/1 MAC testcase 7.1.2.3.1
	Anite
	6.5.3.2

	R5-062278
	Correction to 34.123-1 Section 7: Inclusion of System Information Block Type 5bis 
	Nokia
	6.5.3.2

	R5-062394
	Frequency band extension for GSM 710 and T-GSM 810 bands in interRAT tests
	MCC task 160
	6.5.3.3

	R5-062095
	Correction to GCF WI-13 Test Cases 8.3.1.38 and 8.3.1.39
	Anritsu Ltd
	6.5.3.3

	R5-062097
	Corrections to GCF WI-012 RRC test case 8.3.1.30
	Anritsu Ltd
	6.5.3.3

	R5-062098
	Corrections to GCF WI-010 RRC test case 8.3.1.10 and 8.3.2.4
	Anritsu Ltd
	6.5.3.3

	R5-062160
	Correction to GCF WI 10/2 RRC testcase 8.4.1.8
	Anite
	6.5.3.3

	R5-062297
	Correction to GCF WI-010/2 InterRAT test case 8.3.7.4
	Aeroflex
	6.5.3.3

	R5-062298
	Correction to GCF WI-010/4 InterRAT test case 8.3.7.13
	Aeroflex
	6.5.3.3

	R5-062192
	34.123-1 Section 8.1 - Corrections to the values for IE based on calculated ASN.1 value.
	Aeroflex
	6.5.3.3

	R5-062396
	Correction to GCF WI-10 RRC Hard Handover Test Case 8.2.6.37
	Nokia
	6.5.3.3

	R5-062397
	Correction to 34.123-1 Section 8.1: Inclusion of System Information Block Type 5bis 
	Nokia
	6.5.3.3

	R5-062280
	Correction to 34.123-1 Section 8.2: Inclusion of System Information Block Type 5bis 
	Nokia
	6.5.3.3

	R5-062284
	Corrections to GCF WI-12 test case 8.4.1.48
	Anritsu
	6.5.3.3

	R5-062356
	Correction to GCF WI-10 test Case 9.4.5.2
	Sasken
	6.5.3.4

	R5-062315
	Correction to WI-012 GMM test case 12.3.2.8 Proc1
	Panasonic
	6.5.3.7

	R5-062094
	Correction to GCF WI-10 NAS Test Case 12.4.2.4
	Anritsu Ltd
	6.5.3.7

	R5-062391
	Correction to GCF WI 10 GMM testcase 12.9.7c
	Anite
	6.5.3.7

	R5-062191
	Correction to GCF WI-012/1 test case 12.3.2.7
	Aeroflex
	6.5.3.7

	R5-062281
	Correction to 34.123-1 Section 14: Inclusion of System Information Block Type 5bis 
	Nokia
	6.5.3.9

	R5-062050
	CR to 34.123-1: Corrections to SMS TC 16.1.1 and 16.1.2
	Ericsson, MCC task 160
	6.5.3.10

	R5-062520
	Addition of new PICS
	MCC task 160
	6.5.4

	R5-062236
	Corrections to TS 34.123-2, in test case applicability table.
	Sasken
	6.5.4

	R5-062290
	New test case: 6.2.2.5 Cell reselection using SIB18; UTRAN to GSM, Applicability
	TeliaSonera
	6.5.4

	R5-062518
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