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	Reason for change:
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	Test case 8.2.3.35 has been added to the 34.123-1 specification. The corresponding 34.123-2 CR in T1-050180 was agreed but has not been implemented. 
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	Test case 8.2.3.35 added and the corresponding Title, Release, Applicability and Comments columns updated. 
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	8.2.3.21
	RRC / Radio Bearer Release from CELL_DCH to CELL_PCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.3.22
	Radio Bearer Release for transition from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service

	8.2.3.23
	Radio Bearer Release for transition from CELL_FACH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service

	8.2.3.24
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD

	8.2.3.25
	Radio Bearer Release for transition from CELL_DCH to URA_PCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.3.26
	Radio Bearer Release for transition from CELL_FACH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.3.27
	Radio Bearer Release for transition from CELL_FACH to URA_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.3.28
	Radio Bearer Release for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.3.29
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Associated with signalling connection release during multi call for PS and CS services
	R99
	C228
	UEs supporting FDD and supporting CS bearer service and supporting PS bearer service and supporting Multi call.

	8.2.3.30
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.3.31
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (With active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services and HS-PDSCH

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.3.32
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, with active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services and HS-PDSCH.

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.3.33
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services and HS-PDSCH.

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.3.34
	Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.3.35
	Radio Bearer Release for transition from CELL_DCH to CELL_PCH: Success (stop of HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services and HS-PDSCH.

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.3.36
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of E-DCH transmission)
	Rel-6
	C463
	UEs supporting FDD and PS domain services and CS domain services and HS-PDSCH and E-DPDCH

	8.2.4.1
	RRC / Transport channel reconfiguration (Timing re- initialised hard handover with transmission rate modification) from CELL_DCH to CELL_DCH (Hard handover to same radio frequency): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.1a
	RRC / Transport channel reconfiguration (Transmission Rate Modification) from CELL_DCH to CELL_DCH of the same cell: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.2
	Void
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