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Note all documents presented by IPWireless in the Signalling area will be in the VHCRTDD-UEConTest WI.

CRs to 34.108

R5-071287
Title : Addition Standard TDD reference test frequencies (7.68 Mcps option) to 34.108

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
Section 5.1.2 (TDD Mode Test frequencies) of 34.108 is updated to include test frequencies for 7.68Mcps TDD.

R5-071279
Title : Addition of default system information for 7,68 Mcps TDD to 34.108

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
Section 6.1.0a of 34.108 (Default Master Information Block and Scheduling Block messages) is updated to include 7.68Mcps case. 

R5-071280
Title : Addition of default system information for 7,68Mcps TDD to 34.108 for SCCPCH configuration with Stand-alone SRB

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
Section 6.1.1 of 34.108 SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second SCCPCH) is updated to include 7.68Mcps case. 

R5-071270

Title : Addition of 7.68 Mcps TDD TX diversity modes to 34.108 (section 6.7)

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
TX diversity table is added to section 6.7 to include the 7.68Mcps TDD case.
R5-071284

Title : Addition of Reference Radio Bearer configurations used in Radio Bearer testing for 7.68 Mcps TDD

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
Section 6.11.6 (Reference Radio Bearer configurations used in Radio Bearer testing for 7.68 Mcps TDD) is added to 34.108 to allow reference radio bearer definitions for 7.68Mcps. Note that the only change from the definitions for reference radio bearer definitions for 3.84Mcps is in the physical channel definitions.

R5-071278
Title : Addition of default message contents for signalling tests (7.68Mcps TDD)

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
Section 9.1.2 of 34.108 (Default Message Contents for Signalling (TDD)) is updated to include 7.68Mcps case. 

CRs to 34.123-1

R5-071282
Title : Addition of MAC-hs transport block size selection test for 7.68Mcps TDD

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Section 7.1.5.8 (MAC-hs transport block size selection (7.68 Mcps TDD)) is added to allow MAC-hs block size selection testing for 7.68Mcps TDD.
NOTE: this CR moves 34.123 to release 7.
R5-071275

Title : Addition of 7.68Mcps TDD tests to RRC connection management procedure tests (section 8.1)

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Section 8.1 of 34.123-1 (RRC connection management procedure) is updated to include 7.68Mcps case. This includes adding specific message contents for the 7.68 Mcps TDD case. Note that the RRC functionality is the same between 3.84Mcps and 7.68Mcps.
NOTE: this CR moves 34.123 to release 7.

R5-71311 (updated version of R5-071272)
Title : Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.1, 8.2.2, 8.2.3 of 34-123

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Sections 8.2.1, 8.2.2, 8.2.3 of 34.123-1 (radio bearer control procedure) is updated to include 7.68Mcps case. This includes adding specific message contents for the 7.68 Mcps TDD case. Note that the RRC functionality is the same between 3.84Mcps and 7.68Mcps.
NOTE: this CR moves 34.123 to release 7.
R5-071273
Title : Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.4, 8.2.5, 8.2.6 of 34-123

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Sections 8.2.4, 8.2.5, 8.2.6 of 34.123-1 (radio bearer control procedure) is updated to include 7.68Mcps case. This includes adding specific message contents for the 7.68 Mcps TDD case. Note that the RRC functionality is the same between 3.84Mcps and 7.68Mcps.
NOTE: this CR moves 34.123 to release 7.

R5-071276
Title : Addition of 7.68Mcps TDD tests to RRC connection mobility procedure tests

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Section 8.3 of 34.123-1 (RRC connection mobility procedure) is updated to include 7.68Mcps case. This includes adding specific message contents for the 7.68 Mcps TDD case. Note that the RRC functionality is the same between 3.84Mcps and 7.68Mcps.
NOTE: this CR moves 34.123 to release 7.
R5-071271
Title : Addition of 7.68Mcps TDD tests to measurement procedure tests

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Section 8.4 of 34.123-1 (measurement procedure) is updated to include 7.68Mcps case. This includes adding specific message contents for the 7.68 Mcps TDD case. Note that the RRC functionality is the same between 3.84Mcps and 7.68Mcps.
NOTE: this CR moves 34.123 to release 7.

R5-071283
Title : Addition of radio bearer tests for 7.68Mcps TDD to 34.123-1

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-1
Section 18.3 (Radio Bearer Tests for 7.68 Mcps TDD option) is added to allow radio bearer test for 7.68 Mcps TDD.

NOTE: this CR moves 34.123 to release 7.
CRs to 34.123-2

R5-071312 (updated version of R5-071274)
Title : Addition of 7.68Mcps TDD tests to recommended test case applicability statement

Work item : VHCRTDD-UEConTest

Spec updated : 34.123-2
The implementation conformance statement is updated to reflect the changes which are made to 34.123-1 by the CRs presented at this meeting for 7.68Mcps TDD.
NOTE: this CR moves 34.123 to release 7.
