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	Reason for change:
(

	Default Message contents for Radio Bearer setup for MBMS PtP RAB establishment are missing

	
	

	Summary of change:
(

	Added default message contents for MBMS PtP RAB

Version 1:

Added MBMS Service Identity and MBMS Session Identity to the default message contents
Version 2:

Removed

- In-sequence delivery,           - Receiving window size, - Downlink RLC status info, - Timer_status_prohibit, - Timer_EPC, - Missing PDU indicator, - Timer_STATUS_periodic replaced with UM specific - DL UM RLC LI size &           - DL Reception Window Size
Version 3:

Default message contents to be added to 34.108 rather than 34.123-1.
Merged 2 tables into 1 and created conditions B1 and B2.

Removed mapping info on RACH/FACH.
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<<Start of Modification>>
9.1.1
Default RRC Message Contents (FDD)
<<< Text Skipped here>>>
Contents of RADIO BEARER SETUP message: AM or UM
<<< Text Skipped here (table contents)>>>

	A12
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-6

	A13
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-6

	A14
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-6

	A15
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (two streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-6

	A16
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-6


Contents of RADIO BEARER SETUP message: AM or UM, for MBMS PtP Radio Bearer Setup 
	Information Element
	Condition
	Value/remark

	   - RAB information for setup
	
	

	        - RAB info
	
	(UM DTCH for PS domain DL only)

	         - RAB identity
	
	11111111B For Selected Service and 

Set to same as Enhanced NSAPI received in Service Request (10000000B to 11111110B) for Multicast service.
The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	         - CN domain identity
	
	PS domain

	         - NAS Synchronization Indicator
	
	Not Present

	         - Re-establishment timer
	
	useT315

	        - RB information to setup
	
	 

	         - RB identity
	
	21

	         - MBMS Service Identity
	
	Present for Selected Service only

	           - MBMS Service ID
	
	MBMS Service ID of the service UE has selected

	         -  MBMS Session identity
	
	

	           - MBMS Session ID
	
	Ongoing Session ID

	         - PDCP info
	
	 

	          - Support for lossless SRNS relocation
	
	FALSE

	          - Max PDCP SN window size
	
	Not present

	          - PDCP PDU header
	
	Absent

	          - Header compression information
	
	Not present

	         - CHOICE RLC info type
	
	RLC info

	          - CHOICE Uplink RLC mode
	
	Not Present

	          - CHOICE Downlink RLC mode
	
	UM RLC

	           - DL UM RLC LI size
	
	7

	           - DL Reception Window Size
	
	Not Present

	        - RB mapping info
	
	 

	         - Information for each multiplexing option
	
	1 RBMuxOptions

	          - RLC logical channel mapping indicator
	
	Not Present

	          - Number of uplink RLC logical channels
	
	Not Present

	          - Downlink RLC logical channel info
	
	

	           - Number of downlink RLC logical channels
	
	1

	            - Downlink transport channel type
	
	DCH

	            - DL DCH Transport channel identity
	
	7

	            - DL DSCH Transport channel identity
	
	Not Present

	            - Logical channel identity
	
	Not Present

	Added or Reconfigured UL TrCH information
	B1, B2
	1 DCH reconfigured 

	
	
	

	        - Uplink transport channel type
	
	DCH

	        - UL Transport channel identity
	
	1

	        - TFS
	
	 

	         - CHOICE Transport channel type
	
	Dedicated transport channels

	         - Dynamic Transport format information
	
	 

	          - RLC Size
	
	Reference to clause 6. 11.1b Parameter Set 

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)

	           - Transmission Time Interval
	
	Not Present

	           - Number of Transport blocks
	
	Reference to clause 6. 11.1b Parameter Set

	          - CHOICE Logical channel list
	
	All

	         - Semi-static Transport Format information
	
	 

	          - Transmission time interval
	
	Reference to clause 6. 11.1b Parameter Set 

	          - Type of channel coding
	
	Reference to clause 6. 11.1b Parameter Set 

	          - Coding Rate
	
	Reference to clause 6. 11.1b Parameter Set 

	          - Rate matching attribute
	
	Reference to clause 6. 11.1b Parameter Set 

	          - CRC size
	
	Reference to clause 6. 11.1b Parameter Set 

	Added or Reconfigured DL TrCH information
	B1, B2
	2 TrCHs(DCH for DCCH and 1 DCH for DTCH)

	        - Downlink transport channel type
	
	DCH

	        - DL Transport channel identity
	
	10

	        - CHOICE DL parameters
	
	Same as UL

	         - Uplink transport channel type
	
	DCH

	         - UL TrCH identity
	
	5

	        - DCH quality target
	
	 

	         - BLER Quality value
	
	-20 (-2.0)

	        - Downlink transport channel type
	
	DCH

	        - DL Transport channel identity
	
	7

	        - CHOICE DL parameters
	
	Explicit

	        - TFS
	
	 

	         - CHOICE Transport channel type
	
	Dedicated transport channel

	         - Dynamic transport format information
	
	 

	          - RLC Size
	
	Reference to clause 6. 11.1b Parameter Set 

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)

	           - Transmission Time Interval
	
	Not Present

	           - Number of Transport blocks
	
	Reference to clause 6. 11.1b Parameter Set only including TF0

	          - CHOICE Logical channel list
	
	All

	         - Semi-static Transport Format information
	
	 

	          - Transmission time interval
	
	Reference to clause 6. 11.1b  Parameter Set

	          - Type of channel coding
	
	Reference to clause 6. 11.1b Parameter Set

	          - Coding Rate
	
	Reference to clause 6. 11.1b Parameter Set

	          - Rate matching attribute
	
	Reference to clause 6. 11.1b Parameter Set

	          - CRC size
	
	Reference to clause 6. 11.1b Parameter Set

	        - DCH quality target
	
	 

	         - BLER Quality value
	
	-20 (-2.0)

	Added or Reconfigured DL TrCH information
	B3, B4
	3 TrCHs(DCH for DCCH and 2 DCH for DTCH’s)

	        - Downlink transport channel type
	
	DCH

	        - DL Transport channel identity
	
	10

	        - CHOICE DL parameters
	
	Same as UL

	         - Uplink transport channel type
	
	DCH

	         - UL TrCH identity
	
	5

	        - DCH quality target
	
	 

	         - BLER Quality value
	
	-20 (-2.0)

	        - Downlink transport channel type
	
	DCH

	        - DL Transport channel identity
	
	6

	        - CHOICE DL parameters
	
	Same as UL

	         - Uplink transport channel type
	
	DCH

	         - UL TrCH identity
	
	1

	        - DCH quality target
	
	 

	         - BLER Quality value
	
	-20 (-2.0)

	        - Downlink transport channel type
	
	DCH

	        - DL Transport channel identity
	
	7

	        - CHOICE DL parameters
	
	Explicit

	        - TFS
	
	 

	         - CHOICE Transport channel type
	
	Dedicated transport channel

	         - Dynamic transport format information
	
	 

	          - RLC Size
	
	Reference to clause 6. 11.1a  Parameter Set 

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)

	           - Transmission Time Interval
	
	Not Present

	           - Number of Transport blocks
	
	Reference to clause 6. 11.1a  Parameter 

	          - CHOICE Logical channel list
	
	All

	         - Semi-static Transport Format information
	
	 

	          - Transmission time interval
	
	Reference to clause 6. 11.1a  Parameter Set

	          - Type of channel coding
	
	Reference to clause 6. 11.1a  Parameter Set

	          - Coding Rate
	
	Reference to clause 6. 11.1a  Parameter Set

	          - Rate matching attribute
	
	Reference to clause 6. 11.1a  Parameter Set

	          - CRC size
	
	Reference to clause 6. 11.1a  Parameter Set

	        - DCH quality target
	
	 

	         - BLER Quality value
	
	-20 (-2.0)

	All other IEs
	B1
	Use the values defined in the RADIO BEARER SETUP message indicated as “Packet to CELL_DCH from CELL_DCH in PS” condition A3 except RB parameter set referred in 6.11.1b instead of 6.10

	All other IEs
	B2
	Use the values defined in the RADIO BEARER SETUP message indicated as “Packet to CELL_DCH from CELL_DCH in PS” condition A4 except RB parameter set referred in 6.11.1b instead of 6.10

	All other IEs
	B3
	Use the values defined in the RADIO BEARER SETUP message indicated as “Packet to CELL_DCH from CELL_DCH in PS” condition A3 except RB parameter set referred in 6.11.1a instead of 6.10

	All other IEs
	B4
	Use the values defined in the RADIO BEARER SETUP message indicated as “Packet to CELL_DCH from CELL_DCH in PS” condition A4 except RB parameter set referred in 6.11.1a instead of 6.10


	Condition
	Explanation
	Version

	B1
	This IE is needed for " MBMS PtP Radio Bearer Setup when UE state is state 6-7"
	

	B2
	This IE is needed for " MBMS PtP Radio Bearer Setup when UE state is state 6-8"
	

	B3 
	This IE is needed for " MBMS PtP Radio Bearer Setup, when UE state is 6-10"
	

	B3
	This IE is needed for " MBMS PtP Radio Bearer Setup, when UE state is 6-11"
	


<<< End of Modification>>>
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