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	Reason for change:
(

	MBSFN features have been added to the technical specifications and test cases will be added for these.  Service and Physical Layer capability items need to be added in order to permit correct test case selection. 

	
	

	Summary of change:
(

	Add Service Capability and Physical Layer Baseline Implementation Capability items to tables A.10 and A.18b respectively.  Add item relating to support for new MBSFN test loop mode to table A.13.
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	Other comments:
(

	Addition of the new test loop mode item is dependent upon agreement for CR R5-081033 to TS 34.109. New test cases to be added to TS 34.123-1 will need to reference these new capability items. 


A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities
	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	pc_AltSpeechFax_TS61
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
	
	

	4
	MBMS broadcast services
	22.246
	Rel-6
	pc_MBMS_Broadcast
	

	5
	MBMS multicast services
	22.246
	Rel-6
	pc_MBMS_Multicast
	

	6
	IMS
	23.228
	Rel-5
	pc_IMS
	

	7
	MBMS broadcast services in MBSFN mode
	25.306
	Rel-7
	pc_MBMS_MBSFN
	


[Text skipped here]
A.4.3.1
Baseline Implementation Capabilities to facilitate Conformance testing

Table A.12: Reference Measurement Channels

	Item
	Reference Measurement Channels
	Ref.
	Release
	Mnemonic
	Comments

	1
	Up-link reference measurement channel 12.2 kbps (FDD)
	25.101 A.2.1
	R99
	
	

	2
	Down-link reference measurement channel 12.2 kbps (FDD)
	25.101 A.3.1
	R99
	
	

	3
	Up-link reference measurement channel12.2 kbps (TDD)
	25.102 A.2.1
	R99
	
	

	4
	Down-link reference measurement channel 12.2 kbps (TDD)
	25.102 A.2.2
	R99
	
	

	5
	Up-link reference measurement channel12.2 kbps (1.28 Mcps TDD)
	25.102 A.2.1.2
	Rel-4
	
	

	6
	Down-link reference measurement channel 12.2 kbps (1.28 Mcps TDD)
	25.102 A.2.2.2
	Rel-4
	
	

	7
	Up-link reference measurement channel12.2 kbps (7.68Mcps TDD)
	25.102 A.2.1.3
	Rel-7
	
	

	8
	Down-link reference measurement channel 12.2 kbps (7.68 Mcps TDD)
	25.102 A.2.2.3
	Rel-7
	
	


Table A.13: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE test loop
	34.109, 5.3
	R99
	
	

	2
	Support of UE test loop mode 1 with UL RLC SDU size bigger than 12160 bits (1520 octets)
	34.109, 6.2

24.108, 10.5.6.5
	R99
	
	

	3
	UE test loop mode 4
	34.109, 5.3
	Rel-7
	
	Applicable for MBSFN


[Text skipped here]
A.4.3.3
Physical Layer Baseline Implementation Capabilities

 [Text skipped here]
Table A.18b: TDD Layer 1 UE Radio Access Capabilities

	Item
	TDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	3
	Max.number of physical channels and TS per frame
	25.306, 4.5.5, 4.5.6
	R99
	
	Applicable for 3.84 Mcps and 7.68 Mcps

	4
	Max.number of downlink physical channels per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxPhysChPerSubFrame_DL
	Applicable for 1.28 Mcps only

	4a
	Max. number of downlink TS per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxTS_PerSubFrame_DL
	Applicable for 1.28 Mcps only

	4b
	Max. number of uplink TS per subframe
	25.306, 4.5.6
	Rel-4
	pc_MaxTS_PerSubFrame_UL
	Applicable for 1.28 Mcps only

	5
	Minimum downlink SF
	25.306, 4.5.5
	R99
	pc_MinimumSF_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	5a
	Minimum uplink SF
	25.306, 4.5.6
	R99
	pc_MinimumSF_UL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	6
	Support of PDSCH (Downlink)
	25.306, 4.5.5
	R99
	pc_SupportOfPDSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7
	Max.number of received physical channels per TS
	25.306, 4.5.5
	R99
	pc_MaxPhysChPerTS_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7a
	Max.number of transmitted physical channels per TS
	25.306, 4.5.6
	R99
	pc_MaxPhysChPerTS_UL
	Applicable for 3.84 Mcps and 1.28 Mcps

	8
	Support of 8PSK demodulation
	25.306, 4.5.5
	Rel-4
	pc_SupportOf8PSK_DL
	Applicable for 1.28 Mcps only

	8a
	Support of 8PSK modulation
	25.306, 4.5.6
	Rel-4
	pc_SupportOf8PSK_UL
	Applicable for 1.28 Mcps only

	9
	Support of PUSCH
	25.306, 4.5.6
	R99
	pc_SupportOfPUSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	10
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	11
	Support of MBMS p-t-m reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_PTM_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	12
	Support of MBMS MCCH reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_MCCH_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	13
	Support of MBMS service change for a ptp RB
	25.331, 10.2.16i
	Rel-6
	pc_MBMS_ServiceChangePTP_RB
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	14
	Support of E-PUCH
	25.306, 4.5.6
	Rel-7
	pc_HSUPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	15
	Support of TDD transmit and receive functions
	25.346, 7.2
	Rel-7
	pc_TDD_Tx_and_Rx
	Applicable for 3.84 Mcps and 7.68 Mcps

	16
	Support of TDD MBSFN receive only function
	25.346, 7.2
	Rel-7
	pc_TDD_MBSFN_Rx_only
	Applicable for 3.84 Mcps and 7.68 Mcps





�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





