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1.
Introduction

In this document, LTE Reference test conditions in section 4.3 are proposed for TS 36.508.
2. Summary

This text proposal consists of following 1 subclause for Reference test conditions:

- 4.3.1

Test frequencies
RF test cases are assumed to be tested with minimum bandwidth, 5MHz and Maximum bandwidth for Low, Mid and High frequency range of each band.

Signalling test cases are assumed to be tested with one unique frequency bandwidth. 

It is proposed that test frequencies for signalling test cases are selected in Middle frequency of each band.  In signalling test case point of view, Low and High frequency is same case for Middle frequency.
Also test frequencies for RF test cases are selected in Low, Mid, High frequency of each band depending on bandwidth.

This is proposed to reflect the current status of core specification TS.36.101 v8.1.0, and the latest available drafts of TS 36.508.
3. Proposal

To incorporate this text proposal into the current draft of TS 36.508.
Attachment: Text proposal for TS36.508 (V0.0.2)
--- Start of text proposal for TS36.508-----
4.3
Reference test conditions
Editor’s Note:
Ref. TS 34.108 clause 5.

4.3.1
Test frequencies

The test frequencies are based on the E-UTRA frequency bands defined in the core specifications.

The raster spacing is 100KHz.

E-UTRA/FDD is designed to operate in paired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the 14 operating bands are defined in the following tables:

4.3.1.1
FDD reference test frequencies for Operating Band I

	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	13007
	1920.7 MHz
	7
	2110.7 MHz

	
	5 MHz
	13025
	1922.5 MHz
	25
	2112.5 MHz

	
	20 MHz
	13100
	1930 MHz
	100
	2120 MHz

	Mid Range
	-
	13300
	1950 MHz
	300
	2140 MHz

	High Range
	1.4 MHz
	13593
	1979.3 MHz
	593
	2169.3 MHz

	
	5 MHz
	13575
	1977.5 MHz
	575
	2167.5 MHz

	
	20 MHz
	13500
	1970 MHz
	500
	2160 MHz


4.3.1.2
FDD reference test frequencies for Operating Band II
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	13607
	1850.7 MHz
	607
	1930.7 MHz

	
	5 MHz
	13625
	1852.5 MHz
	625
	1932.5 MHz

	
	20 MHz
	13700
	1860 MHz
	700
	1940 MHz

	Mid Range
	-
	13900
	1880 MHz
	900
	1960 MHz

	High Range
	1.4 MHz
	14193
	1909.3 MHz
	1193
	1989.3 MHz

	
	5 MHz
	14175
	1907.5 MHz
	1175
	1987.5 MHz

	
	20 MHz
	14100
	1900 MHz
	1100
	1980 MHz


4.3.1.3
FDD reference test frequencies for Operating Band III

	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	14207
	1710.7 MHz
	1207
	1805.7 MHz

	
	5 MHz
	14225
	1712.5 MHz
	1225
	1807.5 MHz

	
	20 MHz
	14300
	1720 MHz
	1300
	1815 MHz

	Mid Range
	-
	14575
	1 747.5 MHz
	1575
	1 842.5 MHz

	High Range
	1.4 MHz
	14943
	1784.3 MHz
	1943
	1879.3 MHz

	
	5 MHz
	14925
	1782.5 MHz
	1925
	1877.5 MHz

	
	20 MHz
	14850
	1775 MHz
	1850
	1870 MHz


4.3.1.4
FDD reference test frequencies for Operating Band IV
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	14957
	1710.7 MHz
	1957
	2110.7 MHz

	
	5 MHz
	14975
	1712.5 MHz
	1975
	2112.5 MHz

	
	20 MHz
	15050
	1720 MHz
	2050
	2120 MHz

	Mid Range
	-
	15175
	1732.5 MHz
	2175
	2132.5 MHz

	High Range
	1.4 MHz
	15393
	1754.3 MHz
	2393
	2154.3 MHz

	
	5 MHz
	15375
	1752.5 MHz
	2375
	2152.5 MHz

	
	20 MHz
	15300
	1745 MHz
	2300
	2145 MHz


4.3.1.5
FDD reference test frequencies for Operating Band V
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	15407
	824.7 MHz
	2407
	869.7 MHz

	
	5 MHz
	15425
	826.5 MHz
	2425
	871.5 MHz

	
	20 MHz
	15500
	834 MHz
	2500
	879 MHz

	Mid Range
	-
	15525
	836.5 MHz
	2525
	881.5 MHz

	High Range
	1.4 MHz
	15643
	848.3 MHz
	2643
	893.3 MHz

	
	5 MHz
	15625
	846.5 MHz
	2625
	891.5 MHz

	
	20 MHz
	15550
	839 MHz
	2550
	884 MHz


4.3.1.6
FDD reference test frequencies for Operating Band VI
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	15657
	830.7 MHz
	2657
	875.7 MHz

	
	5 MHz
	15675
	832.5 MHz
	2675
	877.5 MHz

	
	10 MHz
	15700
	835 MHz
	2700
	880 MHz

	Mid Range
	-
	15700
	835MHz
	2700
	880 MHz

	High Range
	1.4 MHz
	15743
	839.3 MHz
	2743
	884.3 MHz

	
	5 MHz
	15725
	837.5 MHz
	2725
	882.5 MHz

	
	10 MHz
	15700
	835 MHz
	2700
	880 MHz


NOTE:
For Band VI testing, the Mobile Country Code shall be set to (MCC = '442/443').

4.3.1.7
FDD reference test frequencies for Operating Band VII
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	15757
	2500.7 MHz
	2757
	2620.7 MHz

	
	5 MHz
	15775
	2502.5 MHz
	2775
	2622.5 MHz

	
	20 MHz
	15850
	2510 MHz
	2850
	2630 MHz

	Mid Range
	-
	16100
	2535 MHz
	3100
	2655 MHz

	High Range
	1.4 MHz
	16443
	2569.3 MHz
	3443
	2689.3 MHz

	
	5 MHz
	16425
	2567.5 MHz
	3425
	2687.5 MHz

	
	20 MHz
	16350
	2560 MHz
	3350
	2680 MHz


4.3.1.8
FDD reference test frequencies for Operating Band VIII
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	16457
	880.7 MHz
	3457
	925.7 MHz

	
	5 MHz
	16475
	882.5 MHz
	3475
	927.5 MHz

	
	20 MHz
	16550
	890 MHz
	3550
	935 MHz

	Mid Range
	-
	16625
	897.5 MHz
	3625
	942.5 MHz

	High Range
	1.4 MHz
	16793
	914.3 MHz
	3793
	959.3 MHz

	
	5 MHz
	16775
	912.5 MHz
	3775
	957.5 MHz

	
	20 MHz
	16700
	905 MHz
	3700
	950 MHz


4.3.1.9
FDD reference test frequencies for Operating Band IX
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	16807
	1750.6 MHz
	3807
	1845.6 MHz

	
	5 MHz
	16825
	1752.4 MHz
	3825
	1847.4 MHz

	
	20 MHz
	16900
	1759.9MHz
	3900
	1854.9 MHz

	Mid Range
	-
	16975
	1767.4MHz
	3975
	1862.4 MHz

	High Range
	1.4 MHz
	17143
	1784.2 MHz
	4143
	1879.2 MHz

	
	5 MHz
	17125
	1782.4 MHz
	4125
	1877.4 MHz

	
	20 MHz
	17050
	1774.9 MHz
	4050
	1869.9 MHz


4.3.1.10
FDD reference test frequencies for Operating Band X
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	17157
	1710.7 MHz
	4157
	2110.7 MHz

	
	5 MHz
	17175
	1712.5 MHz
	4175
	2112.5 MHz

	
	20 MHz
	17250
	1720 MHz
	4250
	2120 MHz

	Mid Range
	-
	17450
	1740 MHz
	4450
	2140 MHz

	High Range
	1.4 MHz
	17743
	1769.3 MHz
	4743
	2169.3 MHz

	
	5 MHz
	17725
	1767.5 MHz
	4725
	2167.5 MHz

	
	20 MHz
	17650
	1760 MHz
	4650
	2160 MHz


4.3.1.11
FDD reference test frequencies for Operating Band XI
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	17757
	1428.6 MHz
	4757
	1476.6 MHz

	
	5 MHz
	17775
	1430.4 MHz
	4775
	1478.4 MHz

	
	20 MHz
	17850
	1437.9 MHz
	4850
	1485.9 MHz

	Mid Range
	-
	17875
	1440.4 MHz
	4875
	1488.4 MHz

	High Range
	1.4 MHz
	17993
	1452.2 MHz
	4993
	1500.2 MHz

	
	5 MHz
	17975
	1450.4 MHz
	4975
	1498.4 MHz

	
	20 MHz
	17900
	1442.9 MHz
	4900
	1490.9MHz


4.3.1.12
FDD reference test frequencies for Operating Band XII
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	TBD
	TBD
	TBD
	TBD

	
	5 MHz
	TBD
	TBD
	TBD
	TBD

	
	TBD
	TBD
	TBD
	TBD
	TBD

	Mid Range
	-
	TBD
	TBD
	TBD
	TBD

	High Range
	1.4 MHz
	TBD
	TBD
	TBD
	TBD

	
	5 MHz
	TBD
	TBD
	TBD
	TBD

	
	TBD
	TBD
	TBD
	TBD
	TBD


4.3.1.13
FDD reference test frequencies for Operating Band XIII
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	TBD
	TBD
	TBD
	TBD

	
	5 MHz
	TBD
	TBD
	TBD
	TBD

	
	10 MHz
	TBD
	TBD
	TBD
	TBD

	Mid Range
	-
	TBD
	782 MHz
	TBD
	751 MHz

	High Range
	1.4 MHz
	TBD
	TBD
	TBD
	TBD

	
	5 MHz
	TBD
	TBD
	TBD
	TBD

	
	10 MHz
	TBD
	TBD
	TBD
	TBD


4.3.1.14
FDD reference test frequencies for Operating Band XIV
	Test Frequency ID
	Bandwidth
	NUL
	Frequency of Uplink
	NDL
	Frequency of Downlink

	Low Range
	1.4 MHz
	TBD
	TBD
	TBD
	TBD

	
	5 MHz
	TBD
	TBD
	TBD
	TBD

	
	10 MHz
	TBD
	TBD
	TBD
	TBD

	Mid Range
	-
	TBD
	793.0 MHz
	TBD
	763.0 MHz

	High Range
	1.4 MHz
	TBD
	TBD
	TBD
	TBD

	
	5 MHz
	TBD
	TBD
	TBD
	TBD

	
	10 MHz
	TBD
	TBD
	TBD
	TBD


NOTE: Signalling test case applies Mid Range frequency only. 
Editor’s Note:
It is FFS how to approach the TDD conformance tests.
4.3.2
Radio conditions

--- End of text proposal for TS36.508-----
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