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Introduction
This document provides a summary of CRs for LCR TDD to be presented in RAN5 meeting #39 signalling group. 

This summary will be presented in agenda item 6.3. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.
LCR TDD EDCH    
	R5-0801107
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.1
	CATT

	R5-0801108
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.2
	CATT

	R5-0801109
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.3
	CATT

	R5-0801110
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.1
	CATT

	R5-0801111
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.3
	CATT

	R5-0801112
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.4
	CATT

	R5-0801113
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.3.1
	CATT

	R5-0801114
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.4.1
	CATT

	R5-0801115
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.4.2
	CATT

	R5-0801116
	CR for 34.108: Baseline radio bearer combination for LCR TDD EDCH
	CATT

	R5-0801161
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.41
	ZTE

	R5-0801163
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.42
	ZTE

	R5-0801164
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.43
	ZTE


TEIx_Test
	R5-0801118
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.2.11a
	RITT

	R5-0801119
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.4.10a
	RITT

	R5-0801120
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.6.1a
	RITT

	R5-0801121
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.3.1.3a
	RITT

	R5-0801122
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.4.4a
	RITT

	R5-0801123
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.6.9a
	RITT


Contents
	R5-0801107
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.1
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.1.1.

	R5-0801108
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.2
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.1.2.

	R5-0801109
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.3
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.1.3.

	R5-0801110
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.1
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.2.1

	R5-0801111
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.3
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.2.3.

	R5-0801112
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.4
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.2.4.

	R5-0801113
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.3.1
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.3.1.

	R5-0801114
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.4.1
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.4.1.

	R5-0801115
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.4.2
	CATT


Reason for change:

Currently There is not contents of testing description for LCR TDD

Summary of change:
To add the contents of LCR TDD in 7.1.6.4.2.

	R5-0801116
	CR for 34.108: Baseline radio bearer combination for LCR TDD EDCH
	CATT


Reason for change:

Currently there is no reference radio bearer configurations for E-DCH in TS 34.108 for LCR TDD. The reason for this CR is to allow the testing of the baseline standalone E-DCH radio bearers.

Summary of change:
Section 6.11.5.4.7 added (Combinations on HS-PDSCH and E-PUCH)

The following Release 7 radio bearer configurations for testing of HSDPA is added:

6.11.5.4.7.1  Stand-alone UL: [max bit rate depending on UE category and TTI] DL:[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH


6.11.5.4.7.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH 
6.11.5.4.7.3  Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
6.11.5.4.7.4  Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
6.11.5.4.7.5  Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.11.5.4.7.6  Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
6.11.5.4.7.7  Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category]  + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	R5-0801161
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.41
	ZTE


Reason for change:

The current test case 8.3.1.41 does not contain LCR TDD part.

Summary of change:
Test case 8.3.1.41 is updated to include LCR TDD part.

	R5-0801163
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.42
	ZTE


Reason for change:

The current test case 8.3.1.42 does not contain LCR TDD part.

Summary of change:
Test case 8.3.1.42 is updated to include LCR TDD part.

	R5-0801164
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.43
	ZTE


Reason for change:

The current test case 8.3.1.43 does not contain LCR TDD part.

Summary of change:
Test case 8.3.1.43 is updated to include LCR TDD part.

	R5-0801118
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.2.11a
	RITT


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.2.2.11a.

	R5-0801119
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.4.10a
	RITT


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.2.4.10a.

	R5-0801120
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.6.1a
	RITT


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.2.6.1a.

	R5-0801121
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.3.1.3a
	RITT


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.3.1.3a.

	R5-0801122
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.4.4a
	RITT


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.2.4.4a.

	R5-0801123
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.6.9a
	RITT


Reason for change:

The features and operation of Multi-frequency have been introduced to core specification for LCR TDD, test case shall cover these thess features accordingly.

Summary of change:
New test case addition and test parameter clarification according to the UE operating carrier in multi-frequency network configured in 8.2.6.9a.
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