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	Reason for change:
(

	Reference radio bearer to be used in MAC CPC testing is not specified 

	
	

	Summary of change:
(

	Added reference test Radio bearer 6.11.4i.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / UM PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

	
	

	Consequences if 
(

not approved:
	Test specification will remain incomplete.
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	Other comments:
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	This CR will have no TTCN impact.


6.11.4h.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.11.4i
Reference Radio Bearer configurations used in CPC testing

6.11.4i.1
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / UM PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
6.11. 4i.1.1
Uplink

6.11. 4i.1.1.1
Transport channel parameters

6.11. 4i.1.1.1.1
Transport channel parameters for E-DCH

6.11. 4i.1.1.1.1.1
MAC-d flow#1parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB
See clause 6.11.4c.1.1.1.1
6.11. 4i.1.1.1.1.2

MAC-d flow#2 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH

See clause 6.10.2.4.6.2.1.1.1.2
6.11. 4i.1.1.2
Physical channel parameters

6.11. 4i.1.1.2.1
Physical channel parameters on E-DPDCH

See clause 6.10.2.4.6.1.1.2.1

6.11. 4i.1.2
Downlink

6.11. 4i.1.2.1
Transport channel parameters

6.11. 4i.1.2.1.1
Transport channel parameters for HS-DSCH

6.11. 4i.1.2.1.1.1
MAC-d flow#1 parameters for Streaming or interactive or background / DL: [max bit rate depending on UE category] / PS RAB
See clause 6.11.4c.2.1.1.1
6.11. 4i.1.2.1.1.2

MAC-d flow#2 parameters for DL: [max bit rate depending on UE category] SRBs for HS-DSCH
See clause 6.10.2.4.6.3.2.1.1.2.

6.11. 4i.1.2.2
Physical channel parameters

The physical channel configuration shall use F-DPCH.
6.11. 4i.1.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.2.4.5.1.2.2.2.
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