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8.7
Measurements Performance Requirements

Unless explicitly stated:

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is 12.2 kbps as defined in Annex C, sub-clause C.3.1. This measurement channel is used both in active cell and cells to be measured.

-
Physical channels used as defined in Annex E.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

Note:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.
8.7.1
CPICH RSCP

8.7.1.1
Intra frequency measurements accuracy

8.7.1.1.1
Absolute accuracy requirement

8.7.1.1.1.1
Definition and applicability

The absolute accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the actual CPICH RSCP power from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.1.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV, VI and X,


CPICH_RSCP1|dBm ( -113 dBm for Band IX,

CPICH_RSCP1|dBm ( -112 dBm for Bands II, V, VII and XI,


CPICH_RSCP1|dBm ( -111 dBm for Band III and VIII.
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Table 8.7.1.1.1.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV,  VI and X
	Band IX
	Band II, V, VII and XI
	Band III and VIII

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-93...-70
	-92…-70
	-91…-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70...-50
	-70…-50
	-70…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.1 and A.9.1.1.2.

8.7.1.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP absolute measurement accuracy is within the specified limits in clause 8.7.1.1.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.1.4
Method of test

8.7.1.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency absolute accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

Table 8.7.1.1.1.2: CPICH RSCP Intra frequency parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X
	dBm/ 3.84 MHz
	-77.54
	-59.98
	-97.47

	
	Band IX*
	
	
	
	-96.47

	
	Band II, V, VII, XI
	
	
	
	-95.47

	
	Band III, VIII
	
	
	
	-94.47

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	Band I, IV, VI, X
	dBm
	-83.5
	-87.5
	-60.98
	-69.88
	-107.47
	-114.0

	
	Band IX*
	
	
	
	
	
	-106.47
	-113.0

	
	Band II, V, VII, XI
	
	
	
	
	
	-105.47
	-112.0

	
	Band III, VIII
	
	
	
	
	
	-104.47
	-111.0

	Io, Note 1
	Band I, IV, VI, X
	dBm/3.84 MHz
	-71
	-50
	-94

	
	Band IX*
	
	
	
	-93

	
	Band II, V, VII, XI
	
	
	
	-92

	
	Band III, VIII
	
	
	
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.
*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.1.1.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.1.1.1.4.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT messages.

4)
SS shall check CPICH_RSCP value in MEASUREMENT REPORT messages. CPICH RSCP power of Cell 1  and Cell 2 reported by UE is compared to actual CPICH RSCP power for each MEASUREMENT REPORT message.

5)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved.

6)
The RF parameters are set up according to table 8.7.1.1.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

7)
The RF parameters are set up according to table 8.7.1.1.1.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

8)
The SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 2):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
-message authentication code
-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command
-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode
-Additional measurement list

-CHOICE Measurement Type 

-Intra-frequency measurement
  - Intra-frequency measurement objects list
  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	1
Modify
Acknowledged mode RLC

Periodical reporting

Not Present

Intra-frequency measurement

Not Present

0

FDD

CPICH RSCP

TRUE

TRUE

FDD

TRUE

TRUE

FALSE

FALSE

TRUE

FDD

TRUE 

TRUE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

Virtual/active set cells + 2
Not Present

Periodical reporting criteria

Infinity

250 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.1.1.5
Test requirements

Table 8.7.1.1.1.3: CPICH_RSCP Intra frequency absolute accuracy, test requirement

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I, IV,  VI and X
	Band IX
	Band II, V, VII and XI
	Band III, VIII

	CPICH_RSCP
	dBm
	(7.4 
	(10.4
	-94...-70
	-93...-70
	-92...-70
	-91...-70

	
	dBm
	(9.4 
	(12.4
	-70...-50
	-70...-50
	-70...-50
	-70...-50


Table 8.7.1.1.1.4: CPICH RSCP Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X
	dBm/ 3.84 MHz
	-79.16
	-61,6
	-96.47

	
	Band IX*
	
	
	
	-95.47

	
	Band II, V, VII, XI
	
	
	
	-94.47

	
	Band III, VIII
	
	
	
	-93.47

	Îor/Ioc
	dB
	4.3
	0.3
	9.3
	0.3
	0.3
	-6.23

	CPICH RSCP, Note 1
	Band I, IV, VI, X
	dBm
	-84.86
	-88.86
	-62.3
	-71.3
	-106.17
	-112.7

	
	Band IX*
	
	
	
	
	
	-105.17
	-111.7

	
	Band II, V, VII, XI
	
	
	
	
	
	-104.17
	-110.7

	
	Band III, VIII
	
	
	
	
	
	-103.17
	-109.7

	Io, Note 1
	Band I, IV, VI, X
	dBm / 3.84 MHz
	-72.4
	-51,4
	-92,8

	
	Band IX*
	
	
	
	-91.8

	
	Band II, V, VII, XI
	
	
	
	-90.8

	
	Band III, VIII
	
	
	
	-89.8

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.
*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


{Unchanged sections clipped here}
8.7.3A
GSM Carrier RSSI

8.7.3A.1
Definition and applicability

The GSM carrier RSSI measurement is used for handover between UTRAN and GSM. 

The requirements and this test apply to the combined FDD and GSM UE.

8.7.3A.2
Minimum Requirements

The UE shall meet the measurement accuracy requirements stated for RXLEV below, when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.

The absolute accuracy shall be as follows:
The R.M.S received signal level at the receiver input shall be measured by the UE and the BSS over the full range of ‑110 dBm to ‑48 dBm with an absolute accuracy of ±4 dB from ‑110 dBm to ‑70 dBm under normal conditions and ±6 dB over the full range under both normal and extreme conditions. The R.M.S received signal level at the receiver input shall be measured by the UE above -48 dBm up to -38 dBm with an absolute accuracy of ± 9 dB under both normal and extreme conditions.

If the received signal level falls below the reference sensitivity level for the type of UE or BSS, then the measured level shall be within the range allowing for the absolute accuracy specified above. In case the upper limit of this range is below the reference sensitivity level for the type of UE or BSS, then the upper limit shall be considered as equal to the reference sensitivity level.

The relative accuracy shall be as follows:

If signals of level x1 and x2 dBm are received (where x1 ( x2) and levels y1 and y2 dBm respectively are measured, if x2 ‑ x1 < 20 dB and x1 is not below the reference sensitivity level, then y1 and y2 shall be such that:


(x2 ‑ x1) ‑ a ( y2 ‑ y1 ( (x2 ‑ x1 + b) if the measurements are on the same or on different RF channel within the same frequency band;

and

(x2 ‑ x1 ) ‑ c ( y2 ‑ y1 (( x2 ‑ x1 + d) if the measurements are on different frequency bands:

a, b, c and d are in dB and depend on the value of x1 as follows:

	
	a
	b
	c
	d

	x1 ( s+14, x2< -48 dBm
	2
	2
	4
	4

	s+14 > x1 ( s+1
	3
	2
	5
	4

	s+1 > x1
	4
	2
	6
	4

	
	
	
	
	


For single band MS or BTS and measurements between ARFCN in the same band for a multiband

MS or BTS;

s = reference sensitivity level as specified in 3GPP TS 05.05 [28] for R99 and in 3GPP TS 45.005 [29] for Rel-4 and later releases.

For measurements between ARFCN in different bands;


s = the reference sensitivity level as specified in [28] and [29] for the band including x1.

At extreme temperature conditions an extra 2 dB shall be added to c and d in above table.

The selectivity of the received signal level measurement shall be as follows:

‑
for adjacent (200 kHz) channel ( 16 dB;

‑
for adjacent (400 kHz) channel ( 48 dB;

‑
for adjacent (600 kHz) channel ( 56 dB.

The selectivity shall be met using random, continuous, GSM‑modulated signals with the wanted signal at the level 20 dB above the reference sensitivity level.

The reporting range and mapping specified for RXLEV in TS 05.08[20] for R99 and in TS 45.008 [30] for Rel-4 and later releases shall apply.

The rate of correct measurements observed during repeated tests shall be at least 90%.

The normative reference for this requirement is:

For R99: TS 25.133 [2] clause 8.1.2.5 and 9.1.4 and TS 05.08 [20] clause 8.1.2.

For Rel-4 and later releases: TS 25.133 [2] clause 8.1.2.5 and 9.1.4 and TS 45.008 [30] clause 8.1.2.

8.7.3A.3
Test purpose

The purpose of this test is to verify that the GSM Carrier RSSI measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform GSM measurements, is within the specified limits. This measurement is for UTRAN to GSM handover evaluation.

8.7.3A.4
Method of test

8.7.3A.4.1
Initial conditions

Test environment: normal, TL/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In the test in Cell_DCH state compressed mode with purpose “GSM Carrier RSSI Measurement” is applied to measure on GSM. The gap length is 7, detailed definition is in clause C.5, Set 2 of table C.5.2 except for TGPRC and TGCFN. TGPRC and TGCFN shall set to '"Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". Table 8.7.3A.1 defines the limits of signal strengths and code powers on the UMTS FDD cell, where the requirement is applicable. In the measurement control information it is indicated to the UE that periodic reporting of the GSM RSSI measurement.

The requirements are also applicable for a UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters specified in table 8.7.3A.1.

Table 8.7.3A.1: General GSM Carrier RSSI test parameters
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in section C.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- GSM carrier RSSI measurement
	
	Compressed mode reference pattern 2 Set 2 
	As specified in table C.5.2 section C.5

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Not required
	

	Monitored cell list size
	
	6 GSM neighbours
	See Annex I for cell information
Measurement control information is sent before the compressed mode patterns starts.


Table 8.7.3A.2: Cell specific GSM Carrier RSSI test parameters
	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


Table 8.7.3A.3: Signal levels at receiver input in dBm

	Step
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	1
	-38.5
	-38.5
	NA
	NA
	NA
	NA

	2
	-48.5
	-48.5
	NA
	NA
	NA
	NA

	3
	-70.5
	-70.5
	NA
	NA
	NA
	NA

	4
	-109.5
	-109.5
	NA
	NA
	NA
	NA

	5
	-57.5
	NA
	-54.5
	NA
	NA
	NA

	6
	-64.5
	NA
	-59.5
	NA
	NA
	NA

	7
	-71.5
	NA
	NA
	-64.5
	NA
	NA

	8
	-78.5
	NA
	NA
	-69.5
	NA
	NA

	9
	-85.5
	NA
	NA
	NA
	-74.5
	NA

	10
	-92.5
	NA
	NA
	NA
	-79.5
	NA

	11
	-99.5
	NA
	NA
	NA
	NA
	-84.5

	12
	-106.5
	NA
	NA
	NA
	NA
	-89.5


Table 8.7.3A.4: ARFCN numbers for GSM cells

	GSM band
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	GSM 450
	276
	293
	264
	269
	281
	288

	GSM 480
	323
	340
	311
	316
	328
	335

	GSM 900 for FDD Band VIII(note1)
	110
	124
	1
	90
	80
	100

	GSM 900 for FDD bands ≠ FDD Band VIII
	62
	124
	20
	40
	80
	100

	DCS 1800 for FDD Band III and IX(Note2)
	747
	885
	585
	660
	855
	835

	DCS 1800 for FDD bands ≠ FDD Band III and IX
	700
	885
	585
	660
	790
	835

	PCS 1900 for FDD Band II(note3)
	700
	805
	585
	615
	790
	550

	PCS 1900 for FDD bands ≠ FDD Band II
	700
	805
	585
	660
	790
	550

	450/900
	124
	276
	293
	269
	288
	1

	480/900
	124
	323
	340
	316
	335
	1

	450/1800
	885
	276
	293
	269
	288
	512

	480/1800
	885
	323
	340
	316
	335
	512

	900/1800 for FDD Band VIII(Note1)
	885
	1
	124
	90
	100
	512

	900/1800 for FDD bands ≠ FDD Band VIII
	885
	62
	124
	40
	100
	512

	450/900/1800
	124
	276
	885
	293
	1
	512

	480/900/1800
	124
	323
	885
	340
	1
	512

	GSM 850 for FDD Band V and VI (Note4)
	220
	251
	130
	140
	240
	230

	GSM 850

for FDD bands  ≠ FDD  Band V and VI
	189
	251
	150
	170
	210
	230

	GSM 750
	475
	511
	440
	455
	485
	500

	750/850
	251
	475
	511
	455
	485
	128


Note1:
The following BCCH ARFCN’s specified for FDD Band VIII provide enough gap for a UMTS cell and its AWGN to be setup with center frequency at UARFCN number 3013.

Note2:
The following BCCH ARFCN’s specified for FDD Band III and IX provide enough gap for a UMTS cell and its AWGN to be setup with center frequency at UARFCN number 1375 and 9312.

Note3:
The following BCCH ARFCN’s specified for FDD Band II provide enough gap for a UMTS cell and its AWGN to be setup with center frequency at UARFCN number 9800.

Note4:
The following BCCH ARFCN’s specified for FDD Band V and VI provide enough gap for a UMTS cell and its AWGN to be setup with center frequency at UARFCN number 4400.

8.7.3A.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2. The RF parameters for cell 1 are set up according to table to table 8.7.3A.1 and 8.7.3A.2.

2)
The RF parameters for two GSM cells are set up according to the step 1 in table 8.7.3A.5. The fading profile for the BCCHs will be set to static, see 51.010-1 [25]. The ARFCN numbers for GSM cells are set up according to table 8.7.3.A.4.

3)
If compressed mode is required , SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise go to step 5.
4)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

5)
SS shall transmit MEASUREMENT CONTROL message.

6)
UE shall transmit periodically MEASUREMENT REPORT messages.

7)
SS shall check GSM carrier RSSI value of the two GSM cells in MEASUREMENT REPORT messages. The GSM CARRIER RSSI values reported in the first measurement report are discarded. The SS records repeatedly GSM CARRIER RSSI values reported for the two BCCHs in each step. One report produces more than one mapped level or level difference.   If the UE reports a value compliant with the applicable  Table 8.7.3A.6  or    8.7.3A.7   or   8.7.3A.8  or   8.7.3A.9  then a success is recorded. Otherwise a failure is recorded.  The successes and failures are assigned to the individual mapped levels or level differences.   Repeat steps 7 according to Annex F.6.2 table 6.2.8. The repetition shall be continued, until the last mapped level or level difference experiences an early decision according to Annex F.6.2.

8)
The RF parameters for two GSM cells are set up according to the next test step in table 8.7.3A.5.

9)
Repeat procedure steps 7 and 8 until MEASUREMENT REPORT messages from the test step 12 of Table 8.7.3A.5 have been recorded.
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