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<Start of modified section>
8.1.3.7 RRC Connection Release: redirection to another E-UTRAN frequency 

TC Scope:
Inter-frequency cell selection on RRC_CONNECTED to RRC_IDLE sate change. To confirm that the UE selects a frequency indicated in RRCConnectionRelease message. 
8.1.3.7.1
Minimum conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clause 5.3.8.3 and TS 36.304, clause 5.2.7. The following represent an extraction of the requirements relevant to the test purpose.
[TS 36.331, clause 5.3.8.3]
The UE shall:

1>
indicate the release of the signalling connection and the established EPS bearers to upper layers;

1>
release all radio resources no earlier than TBD ms from the moment the UE received the RRC CONNECTION RELEASE message;

NOTE
The time specified above enables lower layers to confirm successful reception of the release message

1> If the RRC CONNECTION release message includes the IE "Idle mode mobility control information ":

2>
store the "Idle mode mobility control information"

2>
If the Cell re-selection priority expiry timer is included:

3>
start timer T320;

1>
enter RRC_IDLE.
[TS 36.304, clause 5.2.7]
On transition from RRC_CONNECTED to RRC_IDLE, a UE shall attempt to camp on the last cell for which it was in RRC_CONNECTED or a cell/any cell of set of cells or any cell of frequency assigned by RRC in the state transition message...
8.1.3.7.2
Test description

TC is applicable to:

-
All UEs supporting E-UTRA.
8.1.3.7.2.1
Test Purpose (TP)

with { UE in E-UTRA RRC_CONNECTED state }
ensure that {
  when { UE receives an RRCConnectionRelease message including an IE “RedirectionInformation” with E-UTRA-CarrierFreq different from the frequency UE was on in RRC_CONNECTED state}

   then { UE enters RRC_IDLE state on new frequency included in IE “RedirectionInformation” } 
}
8.1.3.7.2.2
Pre-test conditions

System Simulator:
· 2 cells on different E-UTRA frequencies: 

· Cell 1 (default parameters) serving cell 

· Cell 2 (TBD parameters) inter-frequency cell
UE:
· The UE shall operate under normal test conditions

· The Test-USIM shall be inserted

· The UE shall be in E-UTRA RRC_IDLE state on Cell 1
Preamble:
-
The generic procedure for RRC Connection Establishment (TBD) is executed to bring the UE into E-UTRA RRC_CONNECTED state (SRB1 established, security activated and default bearer established) on Cell 1

Editor’s note: SS Test conditions to be finalised
8.1.3.7.2.3
Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	UE in RRC_CONNECTED state on Cell 1 (SRB1 established, security activated and default bearer established).
	-
	
	
	

	2
	SS changes Cell 1 and Cell 2 parameters so that Cell 2 meets cell selection criteria.

SS transmits an RRCConnectionRelease message (IE RedirectionInformation including EUTRA-CarrierFreq). 

	<--
	RRCConnectionRelease 

	
	

	3
	The UE indicates the release of the signalling connection and the established EPS bearer to upper layers, waits at least  [x1]ms, then releases all radio resources and starts cell selection when leaving RRC_CONNECTED state.
	-
	
	
	

	4
	SS pages UE for a period of [x1]ms  + 5s  on Cell 1. UE shall not respond to paging on Cell 1 
	SS
	
	
	P

	5
	Check: Does the test result of CALL generic procedure indicate that UE is in E-UTRA RRC_IDLE state on Cell 2.
	<--->
	CALL generic procedure (FFS) 
	1
	P


8.1.3.7.2.4
Specific message contents
RRCConnectionRelease message (step 2)

Table 8.1.3.7.1

	Derivation Path: TBD [36.508]
	

	Information Element / Field
	Value/remark

	RedirectionInformation / eutra-CarrierFreq
	EUTRA-CarrierFreq (FFS)

	IdleModeMobilityControlInfo / interFreqPriorityInfoList / SIZE
	1

	IdleModeMobilityControlInfo / interFreqPriorityInfoList / eutra-CarrierFreq
	EUTRA-CarrierFreq (FFS)

	IdleModeMobilityControlInfo / interFreqPriorityInfoList /  cellReselectionPriority
	INTEGER (0..7) (FFS)

	IdleModeMobilityControlInfo / cellReselectionPriorityExpiryTimer
	FFS


SystemInformationBlockType4 for Cell 1 

Table 8.1.3.7.2
	Derivation Path: TBD [36.508]
	

	Information Element / Field
	Value/remark

	SystemInformationBlockType4/ servingFreqCellReselectionInfo / cellReselcetionPriority
	1


	SystemInformationBlockType4/ intraFreqNeighbouringCellList
	FFS



	SystemInformationBlockType4/ intraFreqBlacklistedCellList
	FFS

	
	


SystemInformationBlockType5 for Cell 2 

Table 8.1.3.7.3

	Derivation Path: TBD [36.508]
	

	Information Element / Field
	Value/remark

	SystemInformationBlockType5/ interFreqCarrierFreqList / cellReselcetionPriority
	0



	SystemInformationBlockType5/ interFreqNeighbouringCellList
	FFS



	SystemInformationBlockType5/ interFreqBlacklistedCellList
	FFS
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