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1
Introduction

This document proposes an initial list of ESM (EPS Session Management) test cases and/or scenarios or features to be tested for 3G Long Term Evolution Terminal Protocol Conformance Test Specifications WI.

The list is based on 24.301 v0.2.0.

It is proposed to used this list as an initial basis.

2
List of LTE scenarios for EPS Session management
Note: Clause numbers in the following table represents temporary assignment to 36.523-1. 
	Area


	TS
	Clause
	Release
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	10 EPS Session Management procedure
	
	
	Motorola
	
	
	
	

	10.1 Default EPS bearer context activation
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	Default EPS bearer context activation / Success
	Default EPS bearer context activation simultaneous with attach procedure
	
	RAN5#42
	0%
	
	May be covered by successful attach in EMM section.

	10.2 Dedicated EPS bearer context activation
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	Dedicated EPS bearer context activation / Success
	UE responds with a ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	Dedicated EPS bearer context activation / Reject by UE
	UE responds with a ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT message
	
	
	
	
	Cause are FFS

	10.3 EPS bearer context modification
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	EPS bearer context modification / Success
	UE responds with a SESSION MANAGEMENT CONFIGURATION ACCEPT message
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	EPS bearer context modification / Failure
	UE responds wit a SESSION MANAGEMENT CONFIGURATION REJECT message
	
	
	
	
	Causes are FFS

	10.4 EPS bearer context deactivation
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	EPS bearer context deactivation / Success
	UE responds with a SESSION MANAGEMENT CONFIGURATION ACCEPT message
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	EPS bearer context modification / Failure / no context for received PTI
	FFS
	
	
	
	
	

	10.5 UE requested PDN connectivity
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested PDN connectivity procedure accepted by the network
	PDN CONNECTIVITY ACCEPT message contains PDN address
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested PDN connectivity procedure accepted by the network / no PDN address allocated
	FFS
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested PDN connectivity procedure not accepted
	PDN CONNECTIVITY REJECT message is received with a reject cause
	
	
	
	
	UE actions upon reject causes is FFS.

Following causes are defined:

#8 operator determined barring;

#26: insufficient resources;

#27: missing or unknown APN;

#29: user authentication failed;

#30: activation rejected by Serving GW or PDN GW;

#31: activation rejected, unspecified;

#32: service option not supported;

#33: requested service option not subscribed;

#34: service option temporarily out of order;

#XX: PTI already in use;
#95 – 111: protocol errors;

#112: APN restriction value incompatible with active EPS bearer context

	10.6 UE requested PDN disconnect
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested PDN disconnect procedure accepted by the network
	MME replies with PDN DISCONNECT ACCEPT message
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested PDN disconnect procedure not accepted by the network
	PDN DISCONNECT REJECT is received, UE aborts the procedure
	
	
	
	
	

	10.7 UE requested bearer resource allocation
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested bearer resource allocation accepted by the network / new EPS bearer context
	Network sends ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message, UE enters BEARER CONTEXT ACTIVE state
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested bearer resource allocation accepted by the network / existing EPS bearer context
	Network sends SESSION MANAGEMENT CONFIGURATION REQUEST message, UE enters BEARER CONTEXT ACTIVE state
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested bearer resource allocation accepted by the network / no context for received PTI
	UE responds wit a SESSION MANAGEMENT CONFIGURATION REJECT message or with ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT message
	
	
	
	
	Cause is FFS

	
	36.523-1
	
	Rel-8
	UE requested bearer resource allocation not accepted by the network
	UE shall move back to previous EPS bearer context state, UE actions upon received cause are implementation dependant
	
	
	
	
	

	10.8 UE requested bearer resource release
	
	
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested bearer resource release accepted by the network
	UE shall enter the state BEARER CONTEXT INACTIVE
	
	
	
	
	

	
	36.523-1
	
	Rel-8
	UE requested bearer resource release not accepted by the network
	FFS
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