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Annex E:
List of Change Requests and their status after TSG SA Meeting #40

E.1
CRs from SA WG1

	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-080298
	21.905
	0082
	1
	8.4.0
	Rel-8
	Addition of definition of Pilot Identity
	approved
	B
	8.5.0
	TEI8

	SP-080301
	22.011
	0114
	1
	8.3.0
	Rel-8
	Delete CSGs related access restriction requirements
	approved
	D
	8.4.0
	HomeNB

	SP-080301
	22.011
	0115
	2
	8.3.0
	Rel-8
	Introduction of length for HNBID
	approved
	F
	8.4.0
	HomeNB

	SP-080301
	22.011
	0116
	3
	8.3.0
	Rel-8
	HNB/HeNB - Closed Subscriber Group (CSG) requirements for UTRA and E-UTRA
	approved
	F
	8.4.0
	HomeNB

	SP-080306
	22.011
	0117
	1
	8.3.0
	Rel-8
	Relation between EPS Services and GPRS Services
	revised
	F
	
	SAE

	SP-080301
	22.011
	0118
	-
	8.3.0
	Rel-8
	Removal of GERAN - E-UTRAN connected mode handover requirement from HeNB
	approved
	C
	8.4.0
	HomeNB

	SP-080304
	22.011
	0119
	-
	8.1.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR

	SP-080425
	22.011
	0119
	1
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR

	SP-080302
	22.030
	0014
	-
	8.0.0
	Rel-8
	Correction of ICE access procedure
	approved
	F
	8.1.0
	ICE

	SP-080308
	22.101
	0267
	3
	8.8.0
	Rel-8
	Emergency Call Interaction
	approved
	F
	8.9.0
	EMC1

	SP-080311
	22.101
	0268
	3
	8.8.0
	Rel-9
	Requirements for Service Alignment and Migration
	approved
	B
	9.0.0
	ETWS-S1

	SP-080299
	22.101
	0269
	1
	8.8.0
	Rel-8
	eCall call back requirements clarification
	approved
	C
	8.9.0
	EDATA

	SP-080298
	22.101
	0270
	3
	8.8.0
	Rel-8
	Common IMS Proposals - Requirements for Emergency Calls
	approved
	F
	8.9.0
	CIMS_3GPP2

	SP-080306
	22.101
	0271
	1
	8.8.0
	Rel-8
	Correction of reference for PLMN architecture
	approved
	F
	8.9.0
	AIPN-SAE

	SP-080299
	22.101
	0272
	1
	8.8.0
	Rel-8
	Corrections to general requirements for emergency calls
	approved
	F
	8.9.0
	EData

	SP-080308
	22.101
	0274
	-
	8.8.0
	Rel-8
	Clarification of IMS Emergency Calls
	approved
	F
	8.9.0
	EMC1

	SP-080299
	22.101
	0275
	1
	8.8.0
	Rel-8
	Reconfigurable eCall only terminal access to test and reconfiguration services
	approved
	C
	8.9.0
	EDATA

	SP-080302
	22.101
	0276
	-
	8.8.0
	Rel-8
	Correction of ICE requirements
	approved
	F
	8.9.0
	ICE

	SP-080306
	22.146
	0057
	1
	8.3.0
	Rel-8
	Removal of SAE aspects to support eMBMS from Rel-8
	approved
	C
	8.4.0
	AIPN-SAE

	SP-080306
	22.146
	0058
	1
	8.3.0
	Rel-9
	Addition of the support of eMBMS in Rel-9
	approved
	F
	9.0.0
	AIPN-SAE

	SP-080310
	22.153
	0003
	1
	8.0.0
	Rel-9
	An optional service invocation method for MPS
	approved
	B
	9.0.0
	ePRIOR

	SP-080305
	22.153
	0004
	-
	8.0.0
	Rel-8
	Applicability of MPS
	approved
	D
	8.1.0
	ePRIOR

	SP-080300
	22.168
	0001
	4
	8.0.0
	Rel-8
	CR to TS 22.168 (ETWS) on high level general requirements
	approved
	C
	8.1.0
	ETWS-S1

	SP-080300
	22.168
	0002
	3
	8.0.0
	Rel-8
	CR to TS 22.168 (ETWS) on security requrements
	approved
	C
	8.1.0
	ETWS-S1

	SP-080297
	22.173
	0018
	1
	7.4.0
	Rel-7
	Adding and removing media during a multimedia service session
	approved
	F
	7.5.0
	TEI7

	SP-080297
	22.173
	0019
	1
	8.2.0
	Rel-8
	Adding and removing media during a multimedia service session
	approved
	A
	8.3.0
	TEI7

	SP-080307
	22.173
	0020
	3
	8.2.0
	Rel-8
	Clarifications on media interworking for IMS Multimedia telephony
	approved
	F
	8.3.0
	TMMTEL

	SP-080298
	22.228
	0070
	2
	8.4.0
	Rel-8
	Service Requirements for Common IMS
	approved
	B
	8.5.0
	CIMS_3GPP2

	SP-080303
	22.259
	0015
	1
	8.4.0
	Rel-8
	Removal of PNE network functionality from R8 to align with CT1
	approved
	C
	8.5.0
	PNM

	SP-080306
	22.278
	0027
	1
	8.4.0
	Rel-8
	Removal of features (Emergency call and MBMS) from Rel-8 SAE
	approved
	C
	8.5.0
	AIPN-SAE

	SP-080306
	22.278
	0028
	2
	8.4.0
	Rel-8
	Clarification of EPS access using pre-Rel-8 USIMs
	approved
	F
	8.5.0
	AIPN-SAE

	SP-080306
	22.278
	0030
	1
	8.4.0
	Rel-8
	WIMAX Forum specification reference in TS 22.278
	approved
	F
	8.5.0
	AIPN-SAE

	SP-080309
	22.937
	0001
	-
	8.0.0
	Rel-8
	Change of Reference number for TR 22.812 to TR 22.912 (ANT-NSR)
	approved
	D
	8.1.0
	SMLSWLAN


E.2
CRs from SA WG2

	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-080389
	23.060
	0626
	1
	8.0.0
	Rel-8
	Clarification about RAI value being deleted when UE is powered up
	approved
	F
	8.1.0
	TEI8

	SP-080370
	23.060
	0627
	3
	8.0.0
	Rel-8
	Introduction of S4 in TS 23.060 clause 8 
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0628
	4
	8.0.0
	Rel-8
	Introduction of S4 in TS 23.060 clause 9
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0629
	1
	8.0.0
	Rel-8
	Introduction of S4 in TS 23.060 clause 14
	approved
	B
	8.1.0
	SAES

	SP-080371
	23.060
	0631
	5
	8.0.0
	Rel-8
	Update of section 6.13 Intersystem Change
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0633
	3
	8.0.0
	Rel-8
	SAE update for clauses 1 to 5.3
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0634
	2
	8.0.0
	Rel-8
	SAE update for clause 5.6
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0635
	2
	8.0.0
	Rel-8
	SAE update for clause 15
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0636
	3
	8.0.0
	Rel-8
	Recovery and Restoration Procedures
	approved
	C
	8.1.0
	SAES

	SP-080370
	23.060
	0637
	2
	8.0.0
	Rel-8
	Update '6.9 Location Management Procedures' with S4 in SGSN
	approved
	B
	8.1.0
	SAES

	SP-080371
	23.060
	0638
	4
	8.0.0
	Rel-8
	Update of 23.060 Section 13 'Information Storage' to Support 2G/3G Connectivity to the EPS via S4
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0639
	1
	8.0.0
	Rel-8
	Revised Functional Assignment Table
	approved
	F
	8.1.0
	SAES

	SP-080371
	23.060
	0640
	1
	8.0.0
	Rel-8
	Update of clauses 9.3, 9.4, 9.6
	approved
	B
	8.1.0
	SAES

	SP-080371
	23.060
	0641
	2
	8.0.0
	Rel-8
	Update of clause 16
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0643
	1
	8.0.0
	Rel-8
	Clarify the different meanings for the use of 'MT'
	approved
	D
	8.1.0
	SAES

	SP-080370
	23.060
	0645
	4
	8.0.0
	Rel-8
	Update of 23.060 for Attach section 6.5
	approved
	B
	8.1.0
	SAES

	SP-080371
	23.060
	0646
	3
	8.0.0
	Rel-8
	Update of 23.060 for Detach section 6.6
	approved
	B
	8.1.0
	SAES

	SP-080371
	23.060
	0649
	2
	8.0.0
	Rel-8
	Updates to section 5.4 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0650
	1
	8.0.0
	Rel-8
	Updates to section 5.8 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0652
	2
	8.0.0
	Rel-8
	Updates to section 6.1 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0653
	2
	8.0.0
	Rel-8
	Updates to section 6.2 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0654
	1
	8.0.0
	Rel-8
	Updates to section 6.3 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0656
	1
	8.0.0
	Rel-8
	Updates to section 6.8 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0657
	2
	8.0.0
	Rel-8
	Updates to section 6.14 for the EPC
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0658
	5
	8.0.0
	Rel-8
	Update of Clause 6.12 Service Request Procedure (Iu mode)
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0659
	2
	8.0.0
	Rel-8
	Mobile IPv4 FA support in Rel-8
	approved
	C
	8.1.0
	SAES

	SP-080371
	23.060
	0660
	3
	8.0.0
	Rel-8
	Update to Clause 12
	approved
	B
	8.1.0
	SAES

	SP-080370
	23.060
	0661
	-
	8.0.0
	Rel-8
	Removal of IP address allocation options
	approved
	C
	8.1.0
	SAES

	SP-080390
	23.060
	0662
	1
	7.6.0
	Rel-7
	Changes due to Bearer Mapping
	approved
	C
	7.7.0
	TEI7

	SP-080370
	23.060
	0663
	3
	8.0.0
	Rel-8
	Changes due to S6a
	approved
	B
	8.1.0
	SAES

	SP-080363
	23.141
	0084
	1
	8.0.0
	Rel-8
	Correction to Presence (Stage 2) for Common IMS
	approved
	F
	8.1.0
	CIMS_3GPP2

	SP-080363
	23.167
	0082
	3
	7.8.0
	Rel-8
	Common IMS - IMS Emergency Sessions inclusion of 3GPP2
	approved
	B
	8.0.0
	CIMS_3GPP2

	SP-080389
	23.167
	0083
	1
	7.8.0
	Rel-8
	Support for emergency call-back
	approved
	B
	8.0.0
	TEI8

	SP-080389
	23.167
	0084
	1
	7.8.0
	Rel-8
	Indicator for Emergency Callback
	approved
	B
	8.0.0
	TEI8

	SP-080364
	23.167
	0086
	1
	7.8.0
	Rel-7
	Correction of explanation of roaming 
	approved
	F
	7.9.0
	EMC1

	SP-080389
	23.167
	0088
	2
	7.8.0
	Rel-8
	Adding EMC handling descriptions for anonymous users
	approved
	F
	8.0.0
	TEI8

	SP-080364
	23.167
	0089
	3
	7.8.0
	Rel-7
	Correction to handling of undetectable emergency session
	approved
	F
	7.9.0
	EMC1

	SP-080364
	23.167
	0091
	3
	7.8.0
	Rel-7
	UE notification of IMS Emergency Call
	approved
	F
	7.9.0
	EMC1

	SP-080372
	23.203
	0103
	8
	8.1.1
	Rel-8
	Generic IP-CAN session termination procedure for EPS
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0117
	5
	8.1.1
	Rel-8
	Multiple leg linking at the PCRF
	approved
	C
	8.2.0
	SAES

	SP-080372
	23.203
	0118
	4
	8.1.1
	Rel-8
	Alignment of PCC functionalities to EPS principles in terms of bearer binding, policy enforcement, u
	approved
	C
	8.2.0
	SAES

	SP-080373
	23.203
	0121
	4
	8.1.1
	Rel-8
	Modify PCC Procedures
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0125
	2
	8.1.1
	Rel-8
	Inclusion of  Annex C from 23.401 to main body
	approved
	B
	8.2.0
	SAES

	SP-080372
	23.203
	0126
	6
	8.1.1
	Rel-8
	Generic IP-CAN session modification procedure for EPS
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0127
	2
	8.1.1
	Rel-8
	QoS rule definition and procedures
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0128
	3
	8.1.1
	Rel-8
	Online charging session per IP-CAN session
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0129
	2
	8.1.1
	Rel-8
	Notification of IP-CAN Type Change
	approved
	B
	8.2.0
	SAES

	SP-080372
	23.203
	0130
	5
	8.1.1
	Rel-8
	Handling of event triggers and credit re-authorization triggers
	approved
	B
	8.2.0
	SAES

	SP-080369
	23.203
	0134
	1
	7.6.0
	Rel-7
	Binding of PCC rules having no AF session
	approved
	F
	7.7.0
	PCC

	SP-080369
	23.203
	0135
	1
	8.1.1
	Rel-8
	Binding of PCC rules having no AF session
	approved
	A
	8.2.0
	PCC

	SP-080373
	23.203
	0139
	6
	8.1.1
	Rel-8
	Role of V-PCRF and H-PCRF in case of visited access
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0141
	-
	8.1.1
	Rel-8
	PCRF Bearer binding
	approved
	C
	8.2.0
	SAES

	SP-080372
	23.203
	0142
	2
	8.1.1
	Rel-8
	Clean up of architecture related FFS in  23.203
	approved
	C
	8.2.0
	SAES

	SP-080372
	23.203
	0143
	1
	8.1.1
	Rel-8
	Clean up of  functionality related FFS 23.203
	approved
	F
	8.2.0
	SAES

	SP-080372
	23.203
	0144
	3
	8.1.1
	Rel-8
	Additions to Annex A4
	approved
	B
	8.2.0
	SAES

	SP-080372
	23.203
	0145
	3
	8.1.1
	Rel-8
	Additions to Annex A5
	approved
	B
	8.2.0
	SAES

	SP-080372
	23.203
	0146
	1
	8.1.1
	Rel-8
	ARP in PCC Rule
	approved
	B
	8.2.0
	SAES

	SP-080373
	23.203
	0148
	1
	8.1.1
	Rel-8
	Inclusion of  Annex C from 23.401
	approved
	B
	8.2.0
	SAES

	SP-080369
	23.203
	0150
	1
	7.6.0
	Rel-7
	Termination actions
	approved
	F
	7.7.0
	PCC

	SP-080369
	23.203
	0151
	1
	8.1.1
	Rel-8
	Termination actions
	approved
	A
	8.2.0
	PCC

	SP-080369
	23.203
	0152
	1
	7.6.0
	Rel-7
	Uplink TFT packet filters
	approved
	F
	7.7.0
	PCC

	SP-080369
	23.203
	0153
	1
	8.1.1
	Rel-8
	Uplink TFT packet filters
	approved
	A
	8.2.0
	PCC

	SP-080369
	23.203
	0154
	2
	7.6.0
	Rel-7
	Forwarding of information to the AF
	approved
	F
	7.7.0
	PCC

	SP-080369
	23.203
	0155
	2
	8.1.1
	Rel-8
	Forwarding of information to the AF
	approved
	A
	8.2.0
	PCC

	SP-080373
	23.203
	0156
	2
	8.1.1
	Rel-8
	Input from AF for PCC decision
	approved
	F
	8.2.0
	SAES

	SP-080390
	23.203
	0162
	1
	7.6.0
	Rel-7
	Changes due to Bearer Mapping
	approved
	C
	7.7.0
	TEI7

	SP-080390
	23.203
	0163
	1
	8.1.1
	Rel-8
	Changes due to Bearer Mapping
	approved
	A
	8.2.0
	TEI7

	SP-080369
	23.203
	0164
	1
	8.1.1
	Rel-8
	Limited PCC Deployment
	approved
	B
	8.2.0
	PCC

	SP-080369
	23.203
	0165
	-
	8.1.1
	Rel-8
	Addition of Credit denied information
	approved
	C
	8.2.0
	PCC

	SP-080368
	23.204
	0064
	1
	8.1.0
	Rel-8
	Adding privacy functionality to the service level interworking
	approved
	C
	8.2.0
	MESSIW-St2

	SP-080368
	23.204
	0065
	2
	8.1.0
	Rel-8
	IM delivery to unregistered IMS subscriber
	approved
	C
	8.2.0
	MESSIW-St2

	SP-080368
	23.204
	0066
	1
	8.1.0
	Rel-8
	General Cleanup (continued)
	approved
	F
	8.2.0
	MESSIW-St2

	SP-080368
	23.204
	0067
	4
	8.1.0
	Rel-8
	Deferred message when SMS is transport or service level interworked
	approved
	F
	8.2.0
	MESSIW-St2

	SP-080368
	23.204
	0068
	1
	8.1.0
	Rel-8
	Corrections for IM termination call flow
	approved
	F
	8.2.0
	MESSIW-St2

	SP-080368
	23.204
	0070
	1
	8.1.0
	Rel-8
	Architectural requirement corrections
	approved
	F
	8.2.0
	MESSIW-St2

	SP-080368
	23.204
	0072
	-
	8.1.0
	Rel-8
	SMS delivery correction
	approved
	F
	8.2.0
	MESSIW-St2

	SP-080374
	23.221
	0060
	1
	8.0.0
	Rel-8
	Allowing P-CSCF from a different network than GGSN
	approved
	B
	8.1.0
	SAES

	SP-080389
	23.228
	0762
	2
	8.4.0 
	Rel-8
	Indicating Specific Services Execution by the AS with Multiple Services Supplied
	approved
	B
	8.5.0
	TEI8

	SP-080389
	23.228
	0781
	2
	8.4.0
	Rel-8
	Removal of duplicate specification text
	approved
	F
	8.5.0
	TEI8

	SP-080363
	23.228
	0784
	-
	8.4.0
	Rel-8
	An alternative user-id-to-HSS-address resolution mechanism based on a Diameter Proxy Agent
	approved
	B
	8.5.0
	CIMS_3GPP2

	SP-080374
	23.228
	0786
	2
	8.4.0
	Rel-8
	Additional Home P-CSCF discovery method (due to LBO)
	approved
	B
	8.5.0
	SAES

	SP-080374
	23.228
	0787
	2
	8.4.0
	Rel-8
	Local Breakout for IMS
	approved
	F
	8.5.0
	SAES

	SP-080390
	23.228
	0788
	1
	7.11.0
	Rel-7
	Support of QoS Preconditions
	approved
	F
	7.12.0
	TEI7

	SP-080390
	23.228
	0789
	1
	8.4.0
	Rel-8
	Support of QoS Preconditions
	approved
	A
	8.5.0
	TEI7

	SP-080366
	23.228
	0791
	1
	8.4.0
	Rel-8
	TISPAN updates, General updates
	approved
	B
	8.5.0
	IMS_Comm_Doc

	SP-080366
	23.228
	0793
	3
	8.4.0
	Rel-8
	Alternative addition of TISPAN Origination and Terminating procedures
	approved
	B
	8.5.0
	IMS_Comm_Doc

	SP-080365
	23.228
	0797
	-
	7.11.0
	Rel-7
	Update of GRUU references
	approved
	F
	7.12.0
	GRUU

	SP-080365
	23.228
	0798
	-
	8.4.0
	Rel-8
	Update of GRUU references
	approved
	A
	8.5.0
	GRUU

	SP-080366
	23.228
	0799
	1
	8.4.0
	Rel-8
	Clarification of re-registration due to IP-CAN information change
	approved
	B
	8.5.0
	IMS-Cont

	SP-080392
	23.228
	0800
	1
	8.4.0
	Rel-8
	"Removal of 'Adding UE capability as one of Service Point Trigger"""
	approved
	F
	8.5.0
	TEI8

	SP-080390
	23.234
	0171
	2
	7.6.0
	Rel-7
	Clarification on remote IP allocation
	approved
	F
	7.7.0
	TEI7

	SP-080391
	23.246
	0199
	2
	7.4.0
	Rel-7
	Location dependent data flows for MBMS Broadcast
	rejected
	C
	
	TEI7

	SP-080391
	23.246
	0200
	1
	8.1.0
	Rel-8
	Location dependent data flows for MBMS Broadcast
	revised
	A
	
	TEI7

	SP-080375
	23.401
	0011
	15
	8.1.0
	Rel-8
	Changes for dual stack in GERAN/UTRAN
	approved
	C
	8.2.0
	SAES

	SP-080378
	23.401
	0038
	2
	8.1.0
	Rel-8
	Removal of references to 'blue text'
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0039
	3
	8.1.0
	Rel-8
	Correction of CAMEL details for several pre Rel-8 procedures
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0047
	4
	8.1.0
	Rel-8
	Network Assisted Cell Change from E-UTRAN to GERAN
	approved
	F
	8.2.0
	SAES

	SP-080375
	23.401
	0118
	8
	8.1.0
	Rel-8
	AMBR per UE
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0171
	7
	8.1.0
	Rel-8
	Periodic TA update description
	approved
	F
	8.2.0
	SAES

	SP-080375
	23.401
	0174
	3
	8.1.0
	Rel-8
	Authentication Vector Update
	approved
	F
	8.2.0
	SAES

	SP-080378
	23.401
	0177
	6
	8.1.0
	Rel-8
	Simplify the trigger of Serving GW buffering
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0187
	2
	8.1.0
	Rel-8
	Corrections for bearer modification procedures
	approved
	F
	8.2.0
	SAES

	SP-080379
	23.401
	0201
	-
	8.1.0
	Rel-8
	Update of the S1 Release Procedure
	approved
	F
	8.2.0
	SAES

	SP-080378
	23.401
	0208
	2
	8.1.0
	Rel-8
	Removal of Annex C
	approved
	C
	8.2.0
	SAES

	SP-080378
	23.401
	0209
	2
	8.1.0
	Rel-8
	Removal of Annex C
	approved
	C
	8.2.0
	SAES

	SP-080378
	23.401
	0210
	2
	8.1.0
	Rel-8
	Recommended QCI to DiffServ Code Point Mapping
	approved
	F
	8.2.0
	SAES

	SP-080378
	23.401
	0214
	1
	8.1.0
	Rel-8
	S5/S8 Protocol Indication transferred over S11 Interface
	approved
	C
	8.2.0
	SAES

	SP-080376
	23.401
	0217
	2
	8.1.0
	Rel-8
	downlink signalling triggered service request procedure in ISR
	approved
	C
	8.2.0
	SAE

	SP-080375
	23.401
	0218
	2
	8.1.0
	Rel-8
	Bearer Management with ISR triggered by Subscription Data Changing
	approved
	C
	8.2.0
	SAE

	SP-080379
	23.401
	0222
	2
	8.1.0
	Rel-8
	Update of TAU_RAU procedure
	revised
	C
	
	SAES

	SP-080375
	23.401
	0225
	1
	8.1.0
	Rel-8
	Clarification about TAI value being deleted when UE is powered up
	approved
	F
	8.2.0
	SAES

	SP-080375
	23.401
	0229
	2
	8.1.0
	Rel-8
	Bearer Update Indication in Create Bearer Request message
	approved
	F
	8.2.0
	SAES

	SP-080375
	23.401
	0232
	1
	8.1.0
	Rel-8
	Alignment of Subscription data descriptions
	approved
	F
	8.2.0
	SAES

	SP-080375
	23.401
	0233
	2
	8.1.0
	Rel-8
	Adding information elements to default bearer activations
	approved
	F
	8.2.0
	SAES

	SP-080377
	23.401
	0253
	3
	8.1.0
	Rel-8
	Multi-PDN connectivity to one APN
	approved
	C
	8.2.0
	SAES

	SP-080376
	23.401
	0259
	3
	8.1.0
	Rel-8
	EPS Mobility Management and Connection Management states
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0267
	3
	8.1.0
	Rel-8
	Clarify Service Request Types
	approved
	C
	8.2.0
	SAES

	SP-080375
	23.401
	0275
	3
	8.1.0
	Rel-8
	Acquisition of UE location
	approved
	B
	8.2.0
	SAES

	SP-080376
	23.401
	0277
	1
	8.1.0
	Rel-8
	Correction of Local Breakout diagrams
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0281
	6
	8.1.0
	Rel-8
	Clarifications for static IP allocation during attach
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0293
	1
	8.1.0
	Rel-8
	On MME Offload (Load balancing)
	approved
	C
	8.2.0
	SAES

	SP-080376
	23.401
	0294
	1
	8.1.0
	Rel-8
	Clarification of IP address allocation requirements
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0295
	1
	8.1.0
	Rel-8
	Clarification of SDF QoS in UE initiated Bearer Resource Request
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0296
	1
	8.1.0
	Rel-8
	Lawful Interception of signalling traffic at MME
	approved
	F
	8.2.0
	SAES

	SP-080377
	23.401
	0300
	1
	8.1.0
	Rel-8
	E-UTRAN - GERAN External Network Assisted Cell Change
	approved
	B
	8.2.0
	SAES

	SP-080378
	23.401
	0308
	2
	8.1.1
	Rel-8
	Support of EPC bearer model on S3 and S4 interfaces
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0309
	3
	8.1.1
	Rel-8
	Interoperability between UEs and different PS domain network configurations
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0312
	2
	8.1.0
	Rel-8
	PDN GW Identity in HSS
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0314
	2
	8.1.0
	Rel-8
	ISR Alignments for Rel-7 interoperation procedures
	approved
	F
	8.2.0
	SAES

	SP-080379
	23.401
	0319
	1
	8.1.0
	Rel-8
	Updating pre-Rel8 SGSN to Gn/Gp SGSN
	approved
	B
	8.2.0
	SAES

	SP-080378
	23.401
	0320
	2
	8.1.0
	Rel-8
	QoS IE provided to and by the UE
	approved
	F
	8.2.0
	SAES

	SP-080379
	23.401
	0325
	-
	8.1.0
	Rel-8
	TAU Request Validation
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0326
	1
	8.1.0
	Rel-8
	Dedicated bearer activation in combination with UE requested PDN connectivity
	approved
	F
	8.2.0
	SAES

	SP-080379
	23.401
	0327
	1
	8.1.0
	Rel-8
	Updating TAU of HOV procedures
	approved
	F
	8.2.0
	SAES

	SP-080376
	23.401
	0328
	1
	8.1.0
	Rel-8
	EPS bearer context information storage amendments
	approved
	C
	8.2.0
	SAES

	SP-080378
	23.401
	0336
	2
	8.1.0
	Rel-8
	Storage of the PDN GW address in the HSS
	approved
	F
	8.2.0
	SAES

	SP-080378
	23.401
	0338
	2
	8.1.0
	Rel-8
	Support for handover with multiple PDNs in TS 23.401
	approved
	C
	8.2.0
	SAES

	SP-080375
	23.401
	0339
	3
	8.1.0
	Rel-8
	Clarification for Detach procedure in TS 23.401
	approved
	F
	8.2.0
	SAES

	SP-080375
	23.401
	0341
	1
	8.1.0
	Rel-8
	Clarification for return of PDN GW address during initial attach
	approved
	C
	8.2.0
	SAES

	SP-080377
	23.401
	0346
	2
	8.1.0
	Rel-8
	Missing DL TFTs
	approved
	F
	8.2.0
	SAES

	SP-080377
	23.401
	0349
	1
	8.1.0
	Rel-8
	Operator and user's preference on DHCPv4 usage
	approved
	C
	8.2.0
	SAES

	SP-080376
	23.401
	0352
	1
	8.1.0
	Rel-8
	Ensure using the same PDN GW for simultaneous multiple PDN connections (ensuring the assumption of C
	approved
	B
	8.2.0
	SAES

	SP-080378
	23.401
	0361
	3
	8.1.0
	Rel-8
	Static IP address provision
	approved
	B
	8.2.0
	SAES

	SP-080378
	23.401
	0370
	1
	8.1.0
	Rel-8
	Removing non-critical FFSs from 23.401
	approved
	F
	8.2.0
	SAES

	SP-080380
	23.401
	0372
	3
	8.1.0
	Rel-8
	UE capability handling in LTE/SAE
	noted
	B
	
	SAES

	SP-080377
	23.401
	0383
	3
	8.1.0
	Rel-8
	Mapping between S-TMSI and P-TMSI
	approved
	B
	8.2.0
	SAES

	SP-080379
	23.401
	0385
	-
	8.1.0
	Rel-8
	TAU in connected mode
	approved
	C
	8.2.0
	SAES

	SP-080375
	23.401
	0386
	2
	8.1.0
	Rel-8
	Addition of AAA Server Network Element
	approved
	B
	8.2.0
	SAES

	SP-080381
	23.401
	0387
	-
	8.1.0
	Rel-8
	P-GW initiated bearer deactivation with ISR activated, ISR for Rel-8 TAU/RAU Procedures, Encryption for PAP/CHAP parameters at UE Attach, NAS/AS inter-actions and PCC Interaction
	approved
	F
	8.2.0
	SAES

	SP-080387
	23.402
	0038
	5
	8.1.1
	Rel-8
	The PDN GW function 
	approved
	F
	8.2.0
	SAES

	SP-080385
	23.402
	0140
	1
	8.1.1
	Rel-8
	On providing indication to UE about the mobility mode protocol selected
	approved
	C
	8.2.0
	SAES

	SP-080387
	23.402
	0152
	6
	8.1.1
	Rel-8
	Trusted/untrusted non-3GPP access network detection
	approved
	B
	8.2.0
	SAES

	SP-080385
	23.402
	0159
	2
	8.1.1
	Rel-8
	Harmonization of Access Authentication in non-3GPP networks with SA WG3 specification
	approved
	F
	8.2.0
	SAES

	SP-080385
	23.402
	0163
	1
	8.1.1
	Rel-8
	Handling of UE initiated resource request at HO to non-3GPP accesses for pre-existing flows
	approved
	C
	8.2.0
	SAES

	SP-080382
	23.402
	0165
	5
	8.1.1
	Rel-8
	Addition of description of inter-system mobility policies
	approved
	B
	8.2.0
	SAES

	SP-080382
	23.402
	0166
	5
	8.1.1
	Rel-8
	Addition of description of the DSMIPv6 home link detection function
	approved
	C
	8.2.0
	SAES

	SP-080384
	23.402
	0170
	4
	8.1.1
	Rel-8
	Clarification on terms of Trusted and Untrusted non-3GPP networks
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0171
	4
	8.1.1
	Rel-8
	Clarification on simultaneous access to EPS
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0173
	3
	8.1.1
	Rel-8
	ANDSF-initiated transactions
	approved
	F
	8.2.0
	SAES

	SP-080384
	23.402
	0174
	3
	8.1.1
	Rel-8
	Clarifications on the information provided by ANDSF
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0175
	2
	8.1.1
	Rel-8
	ANDSF - Removal of editor's note about privacy
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0176
	3
	8.1.1
	Rel-8
	ANDSF
	approved
	C
	8.2.0
	SAES

	SP-080383
	23.402
	0177
	2
	8.1.1
	Rel-8
	Clarification of forwarding behaviour of S-GW on the S103 reference point
	approved
	F
	8.2.0
	SAES

	SP-080387
	23.402
	0181
	4
	8.1.1
	Rel-8
	Update to 23.402 for dedicated resource-allocation
	approved
	C
	8.2.0
	SAES

	SP-080387
	23.402
	0182
	1
	8.1.1
	Rel-8
	Updating HSS Initiated Subscribed QoS Modification Procedure for PMIP S5/S8
	approved
	F
	8.2.0
	SAES

	SP-080387
	23.402
	0183
	2
	8.1.1
	Rel-8
	Updating Protocol Stacks for Trusted and Untrusted 3GPP accesses
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0185
	2
	8.1.1
	Rel-8
	Revised DNS Function for Service Selection
	approved
	C
	8.2.0
	SAES

	SP-080386
	23.402
	0186
	2
	8.1.1
	Rel-8
	PDN GW-AAA Server-HSS Interaction clean up
	approved
	C
	8.2.0
	SAES

	SP-080385
	23.402
	0189
	2
	8.1.1
	Rel-8
	FFS Removal
	approved
	C
	8.2.0
	SAES

	SP-080384
	23.402
	0199
	2
	8.1.1
	Rel-8
	Clarification to the S2c Bootstrapping via DSMIPv6 Home Link
	approved
	C
	8.2.0
	SAES

	SP-080383
	23.402
	0200
	2
	8.1.1
	Rel-8
	Clarification for connectivity with multiple PDNs with PMIP
	approved
	C
	8.2.0
	SAES

	SP-080383
	23.402
	0201
	3
	8.1.1
	Rel-8
	Clarification for multiple PDNs and the mobility protocols used
	approved
	C
	8.2.0
	SAES

	SP-080385
	23.402
	0211
	5
	8.1.1
	Rel-8
	IP address(es) allocation in PMIP based S5/S8
	approved
	C
	8.2.0
	SAES

	SP-080385
	23.402
	0213
	2
	8.1.1
	Rel-8
	GTP-PMIP Roaming via an Interworking Function
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0220
	5
	8.1.1
	Rel-8
	Clarification on ePDG selection
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0222
	1
	8.1.1
	Rel-8
	Clarification on IP address allocation for non-3GPP IP access networks
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0223
	4
	8.1.1
	Rel-8
	Removing PCC flow details from TS 23.402
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0224
	1
	8.1.1
	Rel-8
	Removing note about HRPD credentials in E-UTRAN -> HRPD Handover
	approved
	D
	8.2.0
	SAES

	SP-080383
	23.402
	0225
	1
	8.1.1
	Rel-8
	Clarification on MN NAI in trusted non-3GPP accesses
	approved
	F
	8.2.0
	SAES

	SP-080382
	23.402
	0227
	1
	8.1.1
	Rel-8
	Adding reference to PP2 spec on CDMA interworking to TS 23.402
	approved
	F
	8.2.0
	SAES

	SP-080382
	23.402
	0228
	3
	8.1.1
	Rel-8
	Additional CDMA interworking related storage parameters
	approved
	B
	8.2.0
	SAES

	SP-080388
	23.402
	0229
	6
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 4)
	approved
	C
	8.2.0
	SAES

	SP-080384
	23.402
	0230
	7
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 6)
	approved
	C
	8.2.0
	SAES

	SP-080384
	23.402
	0231
	2
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 7)
	approved
	C
	8.2.0
	SAES

	SP-080384
	23.402
	0232
	6
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 8)
	approved
	C
	8.2.0
	SAES

	SP-080386
	23.402
	0244
	3
	8.1.1
	Rel-8
	Refining of Optimized handover from HRPD to E-UTRAN
	approved
	F
	8.2.0
	SAES

	SP-080382
	23.402
	0245
	2
	8.1.1
	Rel-8
	Alignment of Release Old context at optimized inter-access handover between E-UTRAN and HRPD
	approved
	F
	8.2.0
	SAES

	SP-080382
	23.402
	0246
	1
	8.1.1
	Rel-8
	Alignment of Release Old context at non-optimized inter-access handover
	approved
	F
	8.2.0
	SAES

	SP-080388
	23.402
	0261
	2
	8.1.1
	Rel-8
	Alignment of non-3GPP to 3GPP Handover and Attach procedures
	revised
	C
	
	SAES

	SP-080382
	23.402
	0262
	-
	8.1.1
	Rel-8
	23.402 Clean-up
	approved
	F
	8.2.0
	SAES

	SP-080385
	23.402
	0263
	-
	8.1.1
	Rel-8
	PDN GW Identity in HSS
	approved
	C
	8.2.0
	SAES

	SP-080386
	23.402
	0266
	1
	8.1.1
	Rel-8
	Preventing misuse of DSMIPv6 CoA
	approved
	C
	8.2.0
	SAES

	SP-080382
	23.402
	0268
	2
	8.1.1
	Rel-8
	Alignment of Section 12 with other relevant AAA functions and features
	approved
	F
	8.2.0
	SAES

	SP-080385
	23.402
	0278
	1
	8.1.1
	Rel-8
	Limitation of the frequency of UE requested ANDSF interactions
	approved
	F
	8.2.0
	SAES

	SP-080384
	23.402
	0279
	1
	8.1.1
	Rel-8
	Clarification on the IPv6 prefix delegation and IPv4 Home address allocation for S2c
	approved
	F
	8.2.0
	SAES

	SP-080385
	23.402
	0280
	1
	8.1.1
	Rel-8
	IP Mobility Mode Selection FFS cleanup
	approved
	F
	8.2.0
	SAES

	SP-080383
	23.402
	0281
	1
	8.1.1
	Rel-8
	ANDSF FFS cleanup
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0282
	-
	8.1.1
	Rel-8
	S2c Handover FFS cleanup
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0283
	-
	8.1.1
	Rel-8
	S2c Multiple PDN FFS cleanup
	approved
	F
	8.2.0
	SAES

	SP-080387
	23.402
	0284
	2
	8.1.1
	Rel-8
	S2c Untrusted Attach FFS cleanup
	approved
	F
	8.2.0
	SAES

	SP-080384
	23.402
	0287
	1
	8.1.1
	Rel-8
	Corrections on IPv4 home address assignment for S2c initial attachment procedure
	approved
	F
	8.2.0
	SAES

	SP-080384
	23.402
	0288
	-
	8.1.1
	Rel-8
	Corrections of references
	approved
	F
	8.2.0
	SAES

	SP-080387
	23.402
	0290
	2
	8.1.1
	Rel-8
	Support for handover with multiple PDNs in TS 23.402
	approved
	C
	8.2.0
	SAES

	SP-080385
	23.402
	0291
	2
	8.1.1
	Rel-8
	Handover procedures involving multiple PDNs
	approved
	C
	8.2.0
	SAES

	SP-080384
	23.402
	0293
	1
	8.1.1
	Rel-8
	Clarification on use of Ipsec security association for S2c handover
	approved
	F
	8.2.0
	SAES

	SP-080384
	23.402
	0296
	-
	8.1.1
	Rel-8
	External authentication when S2c is used
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0297
	2
	8.1.1
	Rel-8
	PMIP-based S5/S8 support for GPRS procedures
	approved
	B
	8.2.0
	SAES

	SP-080385
	23.402
	0298
	1
	8.1.1
	Rel-8
	Partial support of PCC - FFS Removal
	approved
	C
	8.2.0
	SAES

	SP-080383
	23.402
	0302
	2
	8.1.1
	Rel-8
	Clarification on PDN GW selection for S2c
	approved
	F
	8.2.0
	SAES

	SP-080384
	23.402
	0305
	-
	8.1.1
	Rel-8
	Cleaning up Annex C
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0317
	-
	8.1.1
	Rel-8
	Removal of editor notes from Initial attach procedure over S2a
	approved
	F
	8.2.0
	SAES

	SP-080382
	23.402
	0320
	1
	8.1.1
	Rel-8
	Access network discovery information
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0321
	1
	8.1.1
	Rel-8
	PDN GW information provisioning for GTP- based S8-S2 chaining
	approved
	C
	8.2.0
	SAES

	SP-080385
	23.402
	0324
	1
	8.1.1
	Rel-8
	Handling of multiple PDNs during Idle mode mobility from E-UTRAN to HRPD
	approved
	F
	8.2.0
	SAES

	SP-080386
	23.402
	0327
	2
	8.1.1
	Rel-8
	S101 tunnel redirection
	approved
	B
	8.2.0
	SAES

	SP-080387
	23.402
	0328
	1
	8.1.1
	Rel-8
	Updated architecture figure for optimised handover between HRPD and E-UTRAN
	approved
	F
	8.2.0
	SAES

	SP-080367
	23.506
	0001
	1
	8.0.0
	Rel-8
	Support for Wildcarded public user identity for aggregated UNI support
	rejected
	B
	
	IMS_Corp

	SP-080367
	23.509
	0001
	-
	7.0.0
	Rel-7
	Correction due to changes in 23.167
	approved
	F
	7.1.0
	IMS_Comm_Doc
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	SP-080261
	22.022
	0006
	-
	7.1.0
	Rel-7
	Completion of sentence concerning control key length increase in OTA de-personalisation message
	revised
	D
	
	TEI7

	SP-080267
	33.102
	0203
	2
	7.1.0
	Rel-8
	Reserve 8 AMF bits for standardization purposes
	approved
	C
	8.0.0
	SAES

	SP-080262
	33.107
	0071
	-
	8.3.0
	Rel-8
	CSCF SIP Event reporting
	approved
	F
	8.4.0
	LI8

	SP-080262
	33.107
	0072
	-
	8.3.0
	Rel-8
	TS 33.107 - Conference Event Reporting
	approved
	B
	8.4.0
	LI8

	SP-080262
	33.107
	0073
	-
	8.3.0
	Rel-8
	Editorial corrections to 33.107
	approved
	D
	8.4.0
	LI8

	SP-080263
	33.108
	0100
	-
	8.3.0
	Rel-8
	MBMS LI 33.108
	approved
	B
	8.4.0
	LI8

	SP-080269
	33.141
	0007
	2
	7.1.0
	Rel-8
	Changes to support common IMS between 3GPP and 3GPP2
	revised
	B
	
	IMS-Sec

	SP-080268
	33.203
	0126
	3
	8.2.0
	Rel-8
	Introduction of support for 3GPP2 IMS Access Security
	approved
	B
	8.3.0
	IMS-Sec

	SP-080264
	33.203
	0128
	1
	8.2.0
	Rel-8
	Authentication of non-registration messages in IMS: relation of SIP Digest proxy authentication and IP address check
	approved
	C
	8.3.0
	PktCbl-Sec

	SP-080265
	33.203
	0137
	-
	8.2.0
	Rel-8
	Clarification of usage of NULL encyption and TLS
	approved
	F
	8.3.0
	PktCbl-Sec

	SP-080264
	33.203
	0138
	1
	8.2.0
	Rel-8
	Storage of old passwords in the S-CSCF to avoid password change synchronisation problems
	approved
	C
	8.3.0
	PktCbl-Sec

	SP-080265
	33.222
	0029
	-
	7.3.0
	Rel-8
	Clarification of usage of NULL encyption and TLS
	approved
	F
	8.0.0
	TEI8

	SP-080266
	33.246
	0146
	2
	8.0.0
	Rel-8
	Protection of Iub when multicasting MBMS user data
	approved
	B
	8.1.0
	TEI8

	SP-080266
	33.246
	0148
	1
	8.0.0
	Rel-8
	Clarification of UE IP address in MBMS
	approved
	F
	8.1.0
	MBMS

	SP-080266
	33.246
	0149
	1
	8.0.0
	Rel-8
	IP connectivity of the UE in MBMS
	approved
	F
	8.1.0
	MBMS

	SP-080260
	43.020
	0024
	-
	7.2.0
	Rel-7
	Correction of reference
	approved
	F
	7.3.0
	SEC7
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	SP-080251
	26,346
	0123
	1
	7.7.0
	Rel-7
	Correction to caching directive signalling
	approved
	F
	7.8.0
	MBMSUSE

	SP-080247
	26.111
	0014
	1
	6.1.0
	Rel-6
	Use of AMR-WB in 3G-324M
	approved
	F
	6.2.0
	AMRWB

	SP-080247
	26.111
	0015
	1
	7.0.0
	Rel-7
	Use of AMR-WB in 3G-324M
	approved
	A
	7.1.0
	AMRWB

	SP-080248
	26.114
	0019
	1
	7.4.0
	Rel-7
	DTMF clarifications
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080249
	26.114
	0024
	2
	7.4.0
	Rel-7
	Introduction of  network preference management object
	approved
	B
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0025
	-
	7.4.0
	Rel-7
	max-red alignment and clarifications
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0026
	1
	7.4.0
	Rel-7
	Addition of QoS mapping for interactive bearer for real-time text
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0027
	2
	7.4.0
	Rel-7
	Clarifications on bandwidths in SDP
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0028
	1
	7.4.0
	Rel-7
	Codec Control Messages (CCM) update
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0029
	1
	7.4.0
	Rel-7
	Terminology improvements
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0030
	-
	7.4.0
	Rel-7
	3G-324M inter-working in GERAN/UTRAN CS
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080248
	26.114
	0031
	1
	7.4.0
	Rel-7
	ptime and encapsulation alignment
	approved
	F
	7.5.0
	MTSI-MHI

	SP-080250
	26.201
	0001
	2
	7.0.0
	Rel-7
	Obsoleteness of class C definition
	approved
	F
	7.1.0
	TEI7
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	SP-080329
	32.101
	0037
	-
	8.1.0
	Rel-8
	Remove statement about the Release 7 preferred technologies
	approved
	F
	8.2.0
	OAM8

	SP-080329
	32.122
	0001
	-
	8.0.0
	Rel-8
	Clarify the assumed scenarios for AAM rules
	approved
	F
	8.1.0
	OAM8

	SP-080329
	32.150
	0013
	-
	8.1.0
	Rel-8
	Remove CMIP and add SOAP reference as supported technology for IRP Solution Sets - Align with 32.101
	approved
	F
	8.2.0
	OAM8

	SP-080329
	32.151
	0012
	-
	8.0.0
	Rel-8
	Introduction of traceability in the IS template
	approved
	C
	8.1.0
	OAM8

	SP-080329
	32.155
	0001
	-
	8.0.0
	Rel-8
	Correct the clause references to ITU-T Recommendation M.3020
	approved
	F
	8.1.0
	OAM8

	SP-080330
	32.240
	0016
	1
	8.2.0
	Rel-8
	Implication on overall Charging description for Common IMS
	approved
	B
	8.3.0
	CH8

	SP-080274
	32.240
	0017
	-
	8.2.0
	Rel-8
	Implications on overall charging architecture description for EPC Charging
	approved
	B
	8.3.0
	EPC-CH

	SP-080274
	32.251
	0064
	-
	8.1.0
	Rel-8
	Impact on Charging trigger for EPC Charging
	approved
	B
	8.2.0
	EPC-CH

	SP-080330
	32.252
	0004
	1
	7.0.0
	Rel-8
	WLAN on-line charging
	approved
	F
	8.0.0
	CH8

	SP-080271
	32.260
	0057
	-
	7.4.0
	Rel-7
	Correction on supported fields in the Charging Operations
	approved
	F
	7.5.0
	CH7

	SP-080271
	32.260
	0058
	-
	8.3.0
	Rel-8
	Correction on supported fields in the Charging Operations
	approved
	A
	8.4.0
	CH7

	SP-080330
	32.272
	0025
	-
	7.4.0
	Rel-8
	Complete early session setup online charging flow and add PoC Event Type into PoC Information
	approved
	B
	8.0.0
	CH8

	SP-080330
	32.274
	0002
	-
	8.1.0
	Rel-8
	Support of Number Portability and Carrier Selection in SMS Online Charging
	approved
	B
	8.2.0
	CH8

	SP-080274
	32.295
	0004
	-
	7.0.0
	Rel-8
	Implication on CDR transfer for EPC Charging
	approved
	B
	8.0.0
	EPC-CH

	SP-080274
	32.296
	0008
	-
	8.1.0
	Rel-8
	Implication on Online Charging System (OCS) description for EPC Charging
	approved
	B
	8.2.0
	EPC-CH

	SP-080330
	32.298
	0083
	-
	8.1.0
	Rel-8
	Add PoC Event Type into PoC CDR
	approved
	B
	8.2.0
	CH8

	SP-080330
	32.299
	0211
	-
	8.2.0
	Rel-8
	Correction on SCCP-Address AVPs
	approved
	F
	8.3.0
	CH8

	SP-080330
	32.299
	0212
	-
	8.2.0
	Rel-8
	Add PoC-Event-Type AVP into PoC-Information
	approved
	B
	8.3.0
	CH8

	SP-080330
	32.299
	0213
	-
	8.2.0
	Rel-8
	Correction to PoC-Controlling-Adress AVP and PoC-Group-Name AVP
	approved
	F
	8.3.0
	CH8

	SP-080329
	32.322
	0009
	-
	7.2.0
	Rel-8
	Add new Information Objects for connection and loopback test categories - Align with 32.321
	approved
	B
	8.0.0
	OAM8

	SP-080329
	32.323
	0007
	-
	7.1.0
	Rel-8
	Add new IOCs for connection and loopback test - Align with 32.322 IS
	approved
	B
	8.0.0
	OAM8

	SP-080328
	32.335
	0004
	-
	7.0.0
	Rel-7
	Correction of the Notification Log XML example
	approved
	F
	7.1.0
	OAM7-NIM

	SP-080328
	32.371
	0005
	-
	7.2.0
	Rel-7
	Wrong Release reference
	approved
	F
	7.3.0
	OAM7-NIM

	SP-080328
	32.382
	0001
	-
	7.0.0
	Rel-7
	Correct operation name
	approved
	F
	7.1.0
	OAM7-NIM

	SP-080328
	32.385
	0002
	1
	7.1.0
	Rel-7
	Remove duplicate use of XML name space reference xp, correct XML
	approved
	F
	7.2.0
	OAM7-NIM

	SP-080328
	32.405
	0045
	-
	7.7.0
	Rel-7
	Correct measurements related to TDD UTRAN cell Radio Frequency Carrier
	approved
	F
	7.8.0
	OAM7-PM

	SP-080328
	32.405
	0046
	-
	8.2.0
	Rel-8
	Correct measurements related to TDD UTRAN cell Radio Frequency Carrier
	approved
	A
	8.3.0
	OAM7-PM

	SP-080329
	32.421
	0018
	-
	8.1.0
	Rel-8
	Introduction of UE identifiers for trace in E-UTRAN
	approved
	C
	8.2.0
	OAM8

	SP-080287
	32.422
	0038
	-
	8.0.0
	Rel-8
	Add definition of Trace control and configuration parameters for EPC and E-UTRAN
	approved
	B
	8.1.0
	E-UTRAN-OAM

	SP-080287
	32.422
	0039
	-
	8.0.0
	Rel-8
	Add Trace Session deactivation procedures
	approved
	B
	8.1.0
	E-UTRAN-OAM

	SP-080287
	32.422
	0040
	-
	8.0.0
	Rel-8
	Add procedures for starting/stopping a trace recording session in EPC and E-UTRAN
	approved
	B
	8.1.0
	E-UTRAN-OAM

	SP-080329
	32.441
	0002
	-
	7.1.0
	Rel-8
	Introduction of EPC and E-UTRAN in Trace IRP
	approved
	C
	8.0.0
	OAM8

	SP-080328
	32.632
	0031
	-
	7.2.0
	Rel-7
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.407
	approved
	F
	7.3.0
	OAM7

	SP-080328
	32.632
	0032
	-
	8.0.0
	Rel-8
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.407
	approved
	A
	8.1.0
	OAM7

	SP-080328
	32.633
	0023
	-
	7.3.0
	Rel-7
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.632 and 32.407
	approved
	F
	7.4.0
	OAM7

	SP-080328
	32.635
	0025
	-
	7.3.0
	Rel-7
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.632 and 32.407
	approved
	F
	7.4.0
	OAM7

	SP-080328
	32.642
	0049
	-
	7.4.0
	Rel-7
	Correction of UTRAN Cell attributes - Align with 25.433
	approved
	F
	7.5.0
	OAM7-NIM

	SP-080328
	32.642
	0050
	-
	8.1.0
	Rel-8
	Correction of UTRAN Cell attributes - Align with 25.433
	approved
	A
	8.2.0
	OAM7-NIM

	SP-080329
	32.642
	0051
	-
	8.1.0
	Rel-8
	Add end point model for Iu-CS and Iu-PS interfaces
	approved
	B
	8.2.0
	OAM8

	SP-080328
	32.643
	0035
	-
	7.4.1
	Rel-7
	Correction of UTRAN Cell attributes - Align with 32.642
	approved
	F
	7.5.0
	OAM7-NIM

	SP-080328
	32.645
	0036
	-
	7.4.0
	Rel-7
	Correction of UTRAN Cell attributes - Align with 32.642
	approved
	F
	7.5.0
	OAM7-NIM

	SP-080328
	32.725
	0001
	-
	7.0.0
	Rel-7
	Correction of namespace to align with configData.xsd of 32.615
	approved
	F
	7.1.0
	OAM7-NIM

	SP-080329
	32.732
	0007
	-
	8.0.0
	Rel-8
	Correction of the CamelImSsfAsFunction definition
	approved
	F
	8.1.0
	OAM8

	SP-080328
	32.735
	0008
	-
	7.4.0
	Rel-7
	Add missing attribute and containment - Align with 32.732
	approved
	F
	7.5.0
	OAM7-NIM
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	SP-080435
	21.101
	0053
	-
	7.1.0
	Rel-7
	Corrections to list of Specs
	approved
	F
	
	TEI7

	SP-080419
	22.022
	0007
	1
	7.1.0
	Rel-7
	Completion of sentence concerning control key length increase in OTA de-personalisation message
	approved
	F
	7.2.0
	TEI7

	SP-080415
	22.022
	0007
	-
	7.1.0
	Rel-7
	Completion of sentence concerning control key length increase in OTA de-personalisation message
	revised
	D
	
	TEI7

	SP-080395
	22.011
	0117
	2
	8.3.0
	Rel-8
	Relation between EPS Services and GPRS Services
	revised
	F
	
	SAE

	SP-080432
	22.011
	0117
	3
	8.3.0
	Rel-8
	Relation between EPS Services and GPRS Services
	approved
	F
	8.4.0
	SAE

	SP-080431
	22.011
	0119
	2
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR

	SP-080453
	22.011
	0119
	4
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	approved
	C
	8.4.0
	PPACR

	SP-080452
	22.011
	0119
	3
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR

	SP-080416
	23.246
	0200
	2
	8.1.0
	Rel-8
	Location dependent data flows for MBMS Broadcast
	approved
	C
	8.2.0
	TEI8

	SP-080429
	23.401
	0222
	3
	8.1.0
	Rel-8
	Update of Tracking Area Update and Routing Area Update procedure
	approved
	C
	8.2.0
	SAES

	SP-080331
	23.401
	0372
	4
	8.1.0
	Rel-8
	UE capability handling in LTE/SAE
	approved
	B
	8.2.0
	SAES

	SP-080420
	23.402
	0261
	3
	8.1.1
	Rel-8
	Alignment of non-3GPP to 3GPP Handover and Attach procedures
	noted
	C
	
	SAES

	SP-080434
	23.402
	0261
	4
	8.1.1
	Rel-8
	Alignment of non-3GPP to 3GPP Handover and Attach procedures
	approved
	C
	8.2.0
	SAES

	SP-080424
	33.141
	0007
	3
	7.1.0
	Rel-8
	Changes to support common IMS between 3GPP and 3GPP2
	revised
	B
	
	IMS-Sec

	SP-080428
	33.141
	0007
	4
	7.1.0
	Rel-8
	Changes to support common IMS between 3GPP and 3GPP2
	approved
	B
	8.0.0
	IMS-Sec
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