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<Start of modified section>
4
Recommended test case applicability

<Text skipped>

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	


<Text skipped>
	8.2.2.54
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of discontinuous uplink transmission)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.2.2.55
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of discontinuous uplink transmission)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.2.2.56
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_PCH: Success (stop of discontinuous uplink transmission)
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	8.2.2.57
	Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Reconfiguration between fixed and flexible AM RLC, Serving HS-DSCH cell change between MAC-hs and MAC-ehs)
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	8.2.x.x
	Radio Bearer Reconfiguration from Cell FACH ( Cell supporting HS-DSCH in Cell FACH) to CELL_FACH( Cell not supporting HS-DSCH in Cell FACH): Success (Cell re-selection)
	Rel-7
	Cxxx
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.2.3.1
	RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success
	R99
	C01
	UEs supporting FDD.
	1 or 2 Executions: CS, PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.2.3.2
	Void
	
	
	
	

	8.2.3.3
	Void
	
	
	
	

	8.2.3.4
	Void
	
	
	
	

	8.2.3.5
	Void
	
	
	
	

	8.2.3.6
	Void
	
	
	
	


<Text skipped>
	8.4.1.46
	Void
	
	
	
	

	8.4.1.47
	RRC / Measurement Control and Report: Event triggered periodic measurements for event 1B (FDD)
	Rel-5
	C01
	UEs supporting FDD
	1 or 2 Executions: CS, PS

	8.4.1.48
	RRC/ Measurement Control and Report: Combined Inter-frequency measurement for event 2b and Inter-RAT measurement, event 3a (FDD)
	R99
	C05
	UEs supporting FDD and GSM.
	1 or 2 Executions: CS, PS

	8.4.1.49
	Measurement Control and Report: Intra-frequency measurement for event 1J
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.4.1.xx
	Measurement reporting when moving from CELL_PCH to CELL_FACH
	Rel-7
	Cxxx
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.5.1.1
	MBMS PTP Session Start at MCCH Acquisition in Idle mode / MBMS Selected Service
	Rel-6
	C478
	UEs supporting FDD and PS domain services and MBMS broadcast services.
	1 Execution: PS
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