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<Start of modified section>
7.2.2.2.2
10-bit SN

Editor's note:
conformance requirements are based on R2-083719 agreed in principle at RAN2#62bis.

7.2.2.2.2.1
Test Purpose (TP)

(1)

with { UE having completed loopback activation procedure }

ensure that {
  when { UE receives an RLC PDU with Length Indicator value larger than RLC PDU size }

    then { UE discards the RLC PDU }

            }

7.2.2.2.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.322, clause 5.5.1. The following represents a copy/paste extraction of the requirements relevant to the test purpose; any references within the copy/paste text should be understood within the scope of the core spec they have been copied from.

[TS 36.322, clause 5.5.1]

When an RLC entity receives an RLC PDU that contains reserved or invalid values, the RLC entity shall:
-
discard the received PDU.

7.2.2.2.2.3
Test description

7.2.2.2.2.3.1
Pre-test conditions

System Simulator:
-
Cell 1 (FDD or TDD)
UE:
-
UE is in Loopback Activated state (state 4) according to [18].
7.2.2.2.2.3.2
Test procedure sequence

Table 7.2.2.2.2.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	Exception: the behaviour described in table 7.2.2.2.2.3.2-2 runs in parallel with steps 1 to 5 below.

	1
	The SS transmits UMD PDU#1 containing first segment of RLC SDU#1.
	<--
	UMD PDU#1
	-
	-

	2
	The SS transmits UMD PDU#2 containing last segment of RLC SDU#1 and first segment of RLC SDU#2.
	<--
	UMD PDU#2
	-
	-

	3
	The SS transmits UMD PDU#3 containing last segment of RLC SDU#2, first segment of RLC SDU#3 and with Length Indicator that points beyond the end of the RLC PDU#3.
	<--
	UMD PDU#3
	-
	-

	4
	The SS transmits UMD PDU#4 containing last segment of RLC SDU#3.
	<--
	UMD PDU#4
	-
	-

	5
	The SS transmits UMD PDU#5 containing RLC SDU#4.
	<--
	UMD PDU#5
	-
	-


Table 7.2.2.2.2.3.2-2: Parallel Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an uplink grant allowing the UE to sent 4 RLC SDUs
	<--
	(UL grant)
	-
	-

	2
	Check: does the UE send RLC SDU#1?
	-->
	(RLC SDU#1)
	1
	P

	3
	Check: does the UE send RLC SDU#2?
	-->
	(RLC SDU#2)
	1
	F

	4
	Check: does the UE send RLC SDU#3?
	-->
	(RLC SDU#3)
	1
	F

	5
	Check: does the UE send RLC SDU#4?
	-->
	(RLC SDU#4)
	1
	P
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