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6.5.2
Test procedures 

6.5.2.1
RRC_IDLE state
6.5.2.1.1
Purpose

This procedure aims at checking whether the UE is in RRC_IDLE on a certain cell of a test case or not.
6.5.2.1.1
Initial conditions

System Simulator:

-
As in the test case which is referring to this procedure.

User Equipment:

-
The initial UE condition is the one as after the execution of the test step immediately preceeding the test step where this procedure is called. 

4.5.2.4.2
Definition of system information messages

The system information messages as defined in the test description at the point where this procedure is called are used.
4.5.4.3
Procedure description
Table 4.5.4.3-1: Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The SS sends RRC Paging message with UE S-TMSI on all cells in the test case unless otherwise specified in the test case.
	<--
	Paging
	-
	-

	2
	Check: Does the UE send a RRCConnectionRequest message on the cell specified in the test case ?
	-->
	RRCConnectionRequest
	(Note)
	(Note)

	3
	The SS waits for longer than T300 as indicated in SystemInformationBlockType2
	-
	-
	-
	-


Note:
For the TP and Verdict columns, the values specified in the test case which is referring to this procedure apply.
6.5.2.2
RRC_CONNECTED state

6.5.2.2.1
Purpose

This procedure aims at checking whether the UE is in RRC_CONNECTED on a certain cell.
6.5.2.2.1
Initial conditions

System Simulator:

-
As in the test case which is referring to this procedure.

User Equipment:

-
The initial UE condition is the one as after the execution of the test step immediately preceeding the test step where this procedure is called. 

6.5.2.2.2
Definition of system information messages

The system information messages as defined in the test description at the point where this procedure is called are used.
6.5.2.2.3
Procedure description

Table 4.5.4.3-1: Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The SS sends RRCConnectionReconfiguration message to change UE C-RNTI.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE send a RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	(Note)
	(Note)


Note:
For the TP and Verdict columns, the values specified in the test case which is referring to this procedure apply.

6.5.2.2.4
Specific message contents

Table 4.6.1-6: RRCConnectionReconfiguration (step 1)
	Derivation Path: Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        ue-RelatedInformation SEQUENCE {
	
	
	

	          newUE-Identity
	Current UE C-RNTI+1
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


6.5.2.3
Paging (for NAS testing)
6.5.2.3.1
Purpose

This procedure aims at checking whether the UE is in registered with a certain S-TMSI.
6.5.2.3.2
Initial conditions

System Simulator:

-
As in the test case which is referring to this procedure.

User Equipment:

-
The initial UE condition is the one as after the execution of the test step immediately preceeding the test step where this procedure is called. 

6.5.2.3.3
Definition of system information messages

The system information messages as defined in the test description at the point where this procedure is called are used.
6.5.2.3.4
Procedure description
Table 6.5.2.1.4-1: Test procedure sequence
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The SS sends RRC Paging message with the specified S-TMSI on all cells in the test case unless otherwise specified in the test case.
	<--
	Paging
	-
	-

	2
	Check: Does the UE send a RRCConnectionRequest message on the cell specified in the test case ?
	-->
	RRCConnectionRequest
	(Note)
	(Note)

	3
	The SS waits for longer than T300 as indicated in SystemInformationBlockType2
	-
	-
	-
	-


Note:
For the TP and Verdict columns, the values specified in the test case which is referring to this procedure apply.
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