3GPP TSG RAN WG 5 Meeting #40





R5-083498
Jeju Island, Korea, 18 - 22 Aug 2008
Presentation of Specification to TSG or WG

Presentation to:
TSG RAN Meeting #41 and RAN WG5 #40
Document for presentation:
TS 36.509, Version 1.0.0
Presented for:
Information
Abstract of document:

UE Test Loop functionality is a mandatory requirement for LTE conformance testing. As it forms part of the core requirement it has a direct impact on the design of UE. Hence specification of UE Test Loops in LTE – captured in new TS 36.509 – should preferably be completed at the same time as freezing core specifications.

The present document is the initial version V1.0.0 of TS 36.509 – Special Conformance Testing functions for User Equipment (UE). It describes the major test loop mode on which agreement has been achieved at RAN5 meeting #40. This Test Loop Mode A is equivalent to UE test loop mode 1 in UTRA. The need for additional UE test loop(s) is to be further discussed and agreed on at the next RAN5 meeting. Moreover, a LS has been sent to RAN2 to invite RAN WG2 to review and comment the present document version.
Aim is to get TS 36.509 approved as V2.0.0 at the RAN Plenary #42 meeting in Dec 2008, after having discussed and incorporated any feedback from RAN2.
Changes since last presentation to RAN Meeting #.
So far, TS 36.509 has not yet been presented to RAN Plenary.

Outstanding Issues:

It is FFS whether additional test loops are needed for testing data continuation scenarios with UE initiated data and UE behaviour for IP packet filtering based on Uplink Traffic Flow Template (UL TFT). Discussions shall be concluded by RAN5 #40’bis’ meeting in Oct. 2008.
Contentious Issues:

No contentious issues have been identified.
