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Start with an existing clause in the spec including the clause title
11.3.2a
PDP context deactivation initiated by the network(TDD)
11.3.2a.1
Definition 

11.3.2a.2
Conformance requirement

In order to deactivate a PDP context, the network sends a DEACTIVATE PDP CONTEXT REQUEST message to the UE and starts timer T3395. The message contains the transaction identifier in use for the PDP context to be deactivated and a cause code that typically indicates one of the following causes:

# 36: regular PDP context deactivation;

# 38: network failure; or

# 39: reactivation requested.

The UE shall, upon receipt of this message, reply with a DEACTIVATE PDP CONTEXT ACCEPT message. Upon receipt of the DEACTIVATE PDP CONTEXT ACCEPT message, the network shall stop the timer T3395. In UMTS, the network shall initiate the release of Radio Access Bearer associated with this PDP context.

Reference

3GPP TS 24.008 clause 6.1.3.4.2.

11.3.2a.3
Test purpose

To test the behaviour of the UE upon receipt of a DEACTIVATE PDP CONTEXT REQUEST message from the SS.

11.3.2a.4
Method of test

Initial conditions

System Simulator:


1 cell, congfigure 3 carriers,one is primary carrier, the others are secondary carriers ,default parameters.

User Equipment:


The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related ICS/IXIT statements

-
PS Supported
yes/no

-
Method of activating a PDP context

-
Support of automatic PS attach procedure at switch on

yes/no

Test procedure

A PDP context is activated by the user and accepted by the SS.This connection is set up on the secondary carrier. A DEACTIVATE PDP CONTEXT REQUEST message is then sent by the SS. The UE shall reply with a DEACTIVATE PDP CONTEXT ACCEPT message. The SS shall then wait for T3395 seconds to ensure that no further messages are sent from the UE. The UE in manual mode may perform a detach procedure. The SS shall then send a MODIFY PDP CONTEXT REQUEST for the deactivated context and if the UE has not started a detach procedure it shall reply with an SM STATUS message with cause #81 'invalid transaction identifier value'.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	Initiate a context activation with traffic class “originatingStreamingCall”, "originatingInteractiveCall" or "originatingBackgroundCall".

	1a
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to either Originating Streaming Call, Originating Interactive Call or Originating Background Call

	1b
	(
	SERVICE REQUEST
	

	1c
	SS
	
	The SS starts ciphering and integrity protection.

	2
	(
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	2a
	SS
	
	The SS establishes the RAB.

	3
	(
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	(
	DEACTIVATE PDP CONTEXT REQUEST
	Request a deactivation of a PDP context and starts waiting for 'T3395'. SM cause set to #36.

	5
	(
	DEACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context deactivation and timer ‘T3395’ is canceled.

	5a
	
	Void
	

	5b
	(
	DETACH REQUEST
	The UE may (optionally) send a Detach Request (only Note 1). The SS shall wait up to 'T3395' seconds for the Detach Request. While waiting the SS releases the RAB associated with this PDP Context. If the SS receives a Detach Request the test execution continues from step A6, otherwise from step B6. SS shall check that no further deactivate request messages are sent during this time.

	A6
	(
	MODIFY PDP CONTEXT REQUEST (NETWORK TO UE DIRECTION)
	Send a modify request to UE for the deactivated context.

	A7
	SS
	
	Start timer 'T3386' and wait until is expires to ensure that UE does not respond to Modify PDP Context Request(Net) after Detach Request has been sent from UE.

	A8
	(
	DETACH ACCEPT
	SS responds with DETACH ACCEPT message as a Detach Request was transmitted by the UE

	B6
	(
	MODIFY PDP CONTEXT REQUEST (NETWORK TO UE DIRECTION)
	Send a modify request to UE for the deactivated context. (Allowed for Note 1 and Note 2).

	B7
	(
	SM STATUS
	Cause set to #81

	Note 1: Support of automatic PS attach procedure at switch on – no

Note 2: Support of automatic PS attach procedure at switch on – yes


Specific message contents

Steps 2 and 5: TI flag (bit 8) in TI IE is set to 0 (transaction initiated by the UE).

Steps 3, 4, A6 and B6: TI flag in TI IE is set to 1.

Steps 2, 3, 4, 5, A6 and B6: The value of TIO IE (bits 5-7) of the transaction identifier (TI) is the same in these test steps.

11.3.2a.5
Test requirements

At step 1a the UE shall send an RRC CONNECTION REQUEST message with the IE Establishment cause set to one of the following causes:

· Originating Streaming Call;

· Originating Interactive Call or

· Originating Background Call 

Upon receipt of a request for deactivation of a PDP context from the SS, the UE shall deactivate PDP context. 

If the UE has not performed a detach procedure then, upon modification procedure initiated by the network, for deactivated PDP context, UE shall reply with SM STATUS message with cause #81, as confirmation that previously SS requested PDP context deactivation was performed by the UE.
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