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1.
Introduction

The version of TS 36.521-1 incorporated in this .zip file contains a Text proposal for the RRC Connection Control, Timing and Signalling Characteristics, UE Measurements Procedures and Measurement Performance Requirements sections.
2. Summary
The text proposal includes section 4.9: measurement performance requirements description as well as E-UTRAN measurement general requirements.

The text proposal includes the test purpose, test applicability and minimum conformance requirements for the following sections:
· Intra-frequency RSRP Accuracy
· Absolute RSRP Accuracy

· Relative Accuracy of RSRP

· Inter-frequency RSRP Accuracy

· Absolute RSRP Accuracy

· Relative Accuracy of RSRP

· Intra-frequency RSRQ Accuracy

· Absolute RSRQ Accuracy

· Inter-frequency RSRQ Accuracy

· Absolute RSRQ Accuracy

· Relative Accuracy of RSRQ
These minimum conformance requirements are based on the latest version of TS 36.133 v8.2.0 and on an agreed CR in RAN4#47bis in document R4-081692. In the agreed CR the side conditions for UE measurement performance requirements for E-UTRA frequency bands were provided and have been incorporated in the text proposal. It should also be noted that in document R4-081416, RAN4 did not identify any use case of E-UTRA carrier RSSI as a separate measurement quantity and therefore agreed to propose the removal in LS to RAN1 specification TS36.214. 
The text proposal also includes the headers for the following sections:

· UTRAN FDD Measurements

· UTRAN FDD CPICH RSCP

· UTRAN FDD carrier RSSI

· UTRAN FDD CPICH Ec/No

· UTRAN TDD Measurements

· UTRAN TDD P-CCPCH RSCP

· UTRAN TDD carrier RSSI

· UTRAN TDD P-CCPCH RSCP

· GSM Measurements

· GSM carrier RSSI
Whilst the test cannot yet be considered complete, it forms a starting point which can be built on as the information becomes available. At the start of the test definition, all the aspects known to be incomplete are listed, allowing the current completion status of the test to be accurately assessed. As the test is developed, the aspects known to be either missing or not yet determined can be removed from the list, to the point where the test is considered to be complete.
3. Recommendations

Incorporate the text into the current draft of TS 36.521-1.
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