Page 1



3GPP TSG RAN WG5 #42bis 
(
R5-091240
Seoul, Korea, 23 - 27 March 09
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Batch 3 - Addition of new test case 8.2.4.4

	
	

	Source to WG:
(

	NTT DOCOMO

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	12/03/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Addition of the test case for RRC Connection Reconfiguration / Handover : failure (intra-cell, security reconfiguration)

	
	

	Summary of change:
(

	Addition of the test case (based on 36.331 v8.4.0 i.e. after RAN#42):

8.2.4.4
RRC Connection Reconfiguration / Handover : failure (intra-cell, security reconfiguration)

	
	

	Consequences if 
(

not approved:
	LTE Protocol Testing will remain incomplete.

	
	

	Clauses affected:
(

	8.2.4.4(new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified section>
8.2.4.4
RRC Connection Reconfiguration / Handover : failure (intra-cell, security reconfiguration)
8.2.4.4.1
Test Purpose (TP)
(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including a SecurityConfiguration }

ensure that {
  when { UE detects handover failure and the initial cell is selectable }

    then { UE performs an RRC connection re-establishment procedure and remains in the E-UTRA RRC_CONNECTED state }

            }

8.2.4.4.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.3, 5.3.5.4, 5.3.5.6, 5.3.7.4 and 5.3.7.5.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
If the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

3>
perform the Radio resource configuration procedure as specified in 5.3.10;
2> resume SRB2 and all DRBs that are suspended, if any. 

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

…
[TS 36.331, clause 5.3.5.4]

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

If the RRCConnectionReconfiguration message includes the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInformation;

1>
if the eutra-CarrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetCellIdentity;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetCellIdentity;

1>
start synchronising to the DL of the target cell;
NOTE 2:
The UE applies the new configuration, resulting after the following actions, upon switching to the target cell.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 3:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

1>
re-establish RLC for all RBs that are established;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
 configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

2>
perform the radio resource configuration procedure as specified in 5.3.10;
1>
if the keyChangeIndicator received in the securityConfiguration is set to TRUE:

2>
update the KeNB key based on the latest available KASME key, as specified in [32];

1>
else:

2>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the securityConfiguration, as specified in [32];

1>
store the nextHopChainingCount value;

1>
if the integrityProtAlgorithm is included in the securityConfiguration:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in [32];
1>
if the cipheringAlgorithm is included in the securityConfiguration:

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in [32];
1>
else:

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in [32];
1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
If MAC successfully completes the random access procedure: 

2>
stop timer T304;

2>
if the UE needs the SFN of the target cell to apply the PUCCH and Sounding RS configuration:

3>
apply the PUCCH and Sounding RS configuration upon acquiring the SFN of the target cell;

2>
else:
3>
apply the PUCCH and Sounding RS configuration;
2>
the procedure ends.
…
[TS 36.331, clause 5.3.5.6]

The UE shall:

1>
if T304 expires (handover failure): 

NOTE:
Following T304 expiry dedicated preambles, if provided within the rach-ConfigDedicated, are not available for use by the UE anymore. 

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Configuration;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends.

[TS 36.331, clause 5.3.7.4]

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:
2>
set the c-RNTI to the C-RNTI used in the source cell (handover failure case) or used in the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the physCellIdentity to the physical cell identity of the source cell (handover failure case) or of the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the cell the UE was connected to prior to the failure; and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones.

1>
set the reestablishmentCause as follows:
2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):
3>
set the reestablishmentCause to the value ‘reconfigurationFailure’;

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):
3>
set the reestablishmentCause to the value ‘handoverFailure’;

2>
else:
3>
set the reestablishmentCause to the value ‘otherFailure’;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

[TS 36.331, clause 5.3.7.5]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
re-establish PDCP for SRB1;

1>
re-establish RLC for SRB1;
1>
resume SRB1 after reconfiguring it in accordance with the received radioResourceConfiguration as specified in 5.3.10;

1>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in [32];
1>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in [32];
1>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
send the RRCConnectionReestablishmentComplete message as specified in 5.3.7.6;

8.2.4.4.3
Test description
8.2.4.4.3.1
Pre-test conditions
System Simulator:

-
Cell 1
UE:

None.
Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].

8.2.4.4.3.2
Test procedure sequence
Table 8.2.4.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	DLInformationTransfer
	-
	-

	2
	The UE transmits an AUTHENTICATION RESPONSE message and re-establishes mutual authentication.
	-->
	ULInformationTransfer
	-
	-

	3
	The SS transmits a NAS SECURITY MODE COMMAND message to reactivate NAS security.
	<--
	DLInformationTransfer
	-
	-

	4
	The UE transmits a NAS SECURITY MODE COMPLETE message and re-establishes the security configuration.
	-->
	ULInformationTransfer
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message to perform intra cell handover and security reconfiguration.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 6 the steps specified in Table 8.2.4.4.3.2-2 should take place.
	-
	-
	-
	-

	6
	Wait for 1 s to ensure that T304 expires.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message?
	-->
	RRCConnectionReestablishmentRequest
	1
	P

	8
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and reactivate security.
	<--
	RRCConnectionReestablishment
	-
	-

	9
	The UE transmits an RRCConnectionReestablishmentComplete message.
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	10
	The SS transmits an RRCConnectionReconfiguration message to resume the existing radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	12
	The SS transmits an RRCConnectionReconfiguration message to perform intra cell handover and security reconfiguration.
	<--
	RRCConnectionReconfiguration
	-
	-

	13
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-


Table 8.2.4.4.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.2.4.4.3.3
Specific message contents
Table 8.2.4.4.3.3-1: RRCConnectionReconfiguration (step 5 and step 12, Table 8.2.4.4.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.4.3.3-2: MobilityControlInformation (step 5 and step 12, Table 8.2.4.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInformation ::= SEQUENCE {
	
	
	

	  targetCellIdentity
	PhysicalCellIdentity of Cell 1
	
	

	  eutra-CarrierFreq
	Not present
	
	

	}
	
	
	


Table 8.2.4.4.3.3-3: SecurityConfiguration (step 5 and step 12, Table 8.2.4.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfiguration ::= SEQUENCE {
	
	
	

	  keyChangeIndicator
	TRUE
	
	

	}
	
	
	


Table 8.2.4.4.3.3-4: RRCConnectionReestablishmentRequest (step 7, Table 8.2.4.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellIdentity
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.4.3.3-5: RRCConnectionReconfiguration (step 10, Table 8.2.4.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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