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6
Idle Mode Operations

6.1
In a pure E-UTRAN environment

6.1.1
PLMN Selection
<Start of modified section>

6.1.2.1
Cell selection, forbidden Tracking Area
6.1.2.1.1
Test Purpose (TP)
(1)

with { the Tracking Area of the available cell in UE "forbidden Tracking Area for roaming" list }

ensure that {

  when { no Suitable cells are available }

    then { UE camps on the Acceptable cell to obtain Limited Service. }

            }
(2)
with { the UE camped on a cell for Limited Service }

ensure that {

  when { the user attempts an Emergency Call from the UE }

    then { the UE initiates the Emergency Call procedure on the cell. }

            }

6.1.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 23.122 clauses 3.5 and 4.4.3.1.1.

[TS 23.122, clause 3.5]
There are a number of situations in which the MS is unable to obtain normal service from a PLMN. These include:

a)
Failure to find a suitable cell of the selected PLMN;

b)
…
c)
…
d)
…
e)
…

f)
…
(In automatic PLMN selection mode, events (a), (c) and (e) would normally cause a new PLMN selection, but even here, the situation may arise when no PLMNs are available and allowable for use).

Under any of these conditions, the MS attempts to camp on an acceptable cell, irrespective of its PLMN identity, so that emergency calls can be made if necessary. When in the limited service state with a valid SIM, the MS shall search for available and allowable PLMNs in the manner described in subclause 4.4.3.1 and when indicated in the SIM also as described in subclause 4.4.3.4. No LR requests are made until a valid SIM is present and either a suitable cell is found or a manual network reselection is performed. In the limited service state the presence of the MS need not be known to the PLMN on whose cell it has camped.

…
[TS 23.122, clause 4.4.3.1.1]
…

If there were one or more PLMNs which were available and allowable, but an LR failure made registration on those PLMNs unsuccessful or an entry in any of the lists "forbidden LAs for roaming", "forbidden TAs for roaming", "forbidden LAs for regional provision of service" or "forbidden TAs for regional provision of service" prevented a registration attempt, the MS selects the first such PLMN again and enters a limited service state.

6.1.2.1.3
Test description

6.1.2.1.3.1
Pre-test conditions

System Simulator

-
A single cell as specified in TS36.508 clause 4.4.1.1 is configured broadcasting default NAS parameters as indicated in TS 36.508 Table 4.4.2-2.

-
The cell has only a single PLMN identity, PLMN1.

-
The cell is high quality. 

-
The cell is a suitable cell. 

UE

-
The UE is in Automatic PLMN selection mode.

-
The UE is equipped with a USIM containing default values (as per TS 36.508) except for those listed in Table 6.1.2.1.3.1-2.

Table 6.1.2.1.3.1–2: USIM configuration
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFLOCI
	
	PLMN1 (See pre-amble)
	

	EFUST
	
	Services 43 and 74 are supported. Service 71 is not supported (there is no EHPLMN list).
	

	EFHPPLMN
	
	1 (6 minutes)
	


Preamble

-
The UE is registered on PLMN1 using the procedure described in TS36.508 clause 4.5.2.3.

-
The UE is in state Switched OFF (State 1) as described in TS36.508 clause 4.5.1.
6.1.2.1.3.2
Test procedure sequence
Table 6.1.2.1.3.2–1 shows the cell configurations used during the test. The configuration T0 exists after the pre-amble.
Table 6.1.2.1.3.2–1: Cell configuration changes over time
	 
	Parameter
	Unit
	Cell 1
	Remarks

	T0
	RS EPRE
	dBm/15kHz
	-85
	


Table 6.1.2.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Power on the UE. 
	-
	-
	-
	-

	2
	Check: Is there a random access request from the UE on PLMN1?
	-
	-
	1
	P

	3
	Location Registration is rejected with cause #15 “No suitable cells in Tracking Area”
	<--
	TRACKING AREA UPDATE REJECT
	
	

	3
	Check: Is Limited Service indicated by the UE?
	-
	-
	1
	P

	4
	Check: Is there a random access request from the UE within [60 seconds]?.
	-
	-
	1
	F

	5
	User initiates Emergency Call request from UE
	-
	-
	-
	-

	6
	Check: Is there a random access request from the UE on PLMN1 with establishmentCause “emergency”?
	-->
	RRCConnectionRequest(emergency)
	1
	P

	Note 1: Steps 2 and 3 do not specify a wait timer as this is implementation dependent.
Note 2: In Step 4 no further attempt to access any service is expected.


6.1.2.1.3.3
Specific message contents
Table 6.1.2.1.3.3-2: TRACKING AREA UPDATE REJECT 

	Derivation path: 36.508 Table 4.7.2-26

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	#15
	“No suitable cells in Tracking Area”
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