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5
Test environment for RF test

· 
· 
· 
· 
5.1
Requirements of test equipment
Editor’s Note:
The content within this subsection is FFS.
5.2
Reference system configurations
The reference system configurations specified in this subclause apply to all RF and RRM test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34] unless otherwise specified, in addition to the common reference system configurations specified in subclause 4.4 of this specification and specified in specific test cases. All the messages are listed in alphabetical order.
5.2.1
Common contents of system information messages

[FFS]
5.2.2
Common contents of system information blocks
[FFS]
5.3
Generic procedures
This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34] in addition to the states already specified in clause 4.5 of this specification.
5.4
Default RRC message and information element contents

The default RRC message and information element contents specified in this subclause apply to all RF and RRM test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34] unless otherwise specified, in addition to the default RRC message and information element contents specified in subclause 4.6 of this specification and specified in specific test cases. All the messages are listed in alphabetical order.
Editor’s note: Annex is incomplete. The following aspects are either missing or not yet determined:

· The Default Message Contents exceptions for RRM tests need to be evaluated
5.4.1
Contents of RRC messages
–
RRCConnectionReconfiguration
The following RRCConnectionReconfiguration information element default values are exception for test cases 8.1.1, 8.1.2 and 8.2.2 in TS 36.521-3 [34].
Table 5.4.1-x: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	 
	
	

	
	MeasurementConfiguration-DEFAULT
	
	MEAS


5.5
Default NAS message and information element contents
The default NAS message and information element contents specified in this subclause apply to all RF and RRM test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34] unless otherwise specified, in addition to the default NAS message and information element contents specified in subclause 4.7 of this specification.
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